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MASTERPIECE 

of ihe> 

* MASTER 
DESIGNER 



I designed it, but I did not name it 

Impartial laboratory instruments did that 

They measured this receiver. Also the others 
it was designed to out-perform. 

Their verdict was . . . "so far ahead 
of anything else that comparison 
is utterly impossible." 

Indisputable mathematical facts, 
therefore designated that this receiv- 
er be known as "The Masterpiece/' \ 

You will agree that it has been cor- 
rectly named . . when you see 
its performance curves. 

You will KNOW it is the greatest 
advancement in radio since the 
screen grid tube . . . when you 
make a personal test of The Mas- 
terpiece side by side with all other so 
called "custom-built" 15-550 meter receivers. 

Now . with the coming of The Masterpiece you can actu- 
ally "get" foreign reception with regularity and certainty - 
irrespective of where you live. 

Now . . . you can tune from 15-550 meters without changing 
coils . without using trimmers . . . without attaching a sepa- 
rate antenna tuner . . and without consulting blue prints, 
charts or station finders. The four wave bands are right on 
the Masterpiece dial and are calibrated to absolute accuracy 
from 15 to 550 meters. 




Finished in bras*, huffed 
anj f«k\fM«*»V»i jtiit rt% till preci- 
sion lahouiHiry instru m»*nt.< <ir«r 
made. Trimmed in iduminum. 



Now. . you can have 
an all -wave receiver 
that embodies meter tun- 
•I^P ing, automatic volume 
control, silent tuning be- 
tween stations, manual and 
automatic tone control and 
absolute freedom from cross 
modulation under any and all 
circumstances. 




J McMURDO SILVER, INC., I 132 W. Austin Ave., Chicago, U.S.A. 
6c in slamps enclosed. Send technical description of The Maslerpiece. 
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■ Name 
I 

I Street. 
• Town 



Slale 



Now . . . you can en|oy a receiver 
* having all of the above sensational 
features PLUS the 42 pound 12 inch Sil- 
ver speaker that delivers 4 times the out- 
put of any and all other dynamic units, and 
that gives a tone quality not even remotely 
approached by competition. 
Now . . . you can buy a receiver on which I will 
have personally logged three or more foreign stations outside 
of North America, and that is accompanied by its own specific 
performance curves measured on your exact set and tubes 
by me personally. 

And last, but of no less importance, The Masterpiece comes 
to you for a 10 day free trial in your home . . , subject to 
any kind of competitive test you can think of. If you are not 
satisfied in every way, you may return The Masterpiece for 
a prompt and full cash refund. 

The coupon at left and 6 cents in stamps will bring my 16 
page book giving complete technical description of The 
Masterpiece Clip . Mail the coupon now. 

McMURDO SILVER, INC. 

1 1 32 WEST AUSTIN AVENUE, CHICAGO, ILLINOIS, U. S. A. 
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LEARN RADIO I 

RAY 



FOR YOUR TRAINING 

AHfRYOUGRADUATt 



I am making an offer that no other school has dared to do. 
I'll take you here in my shops and give you this training 
and you pay your tuition after you have graduated- 
Two months after you complete my course you make your 
first payment, and then you have ten months to complete 
your payments. There are no strings to this offer. I know 
a lot of honest fellows haven't got a lot of money these 
days, but still want to prepare themselves for a real job so 
they won't have to worry about hard times or lay offs. 

I've got enough confidence in these fellows and in my 
training to give them the training they need and pay me 
back after they have their training. 

If you who read this advertisement are really interested 
in your future here is the chance of a life time. Mail the 
coupon today and 111 give you all the facts. 



A scene in the big, busy Radio Shops at Coyne. Here you see 
fellows working on real Radios — not reading about them from 
books or lessons. This is THE way to prepare for the big- 
money field of Radio! 



TELEVISION and TALKING PICTURES 

w T el ?y ,sl ™ 1S alread y here ! Soon therell be a demand for THOUSANDS of TELEVISION 
EXPERTS! The man who learns Television now can have a great future in this great new 
field. Get in on the ground-floor of this amazing new Radio development! Come to COYNE 
and learn Television on the very latest, newest Television equipment. Talking Picture and 
Public Address Systems offer opportunities to the Trained Radio Man. Here is a great new 
Radio field just beginning to grow! Prepare NOW for these wonderful opportunities! Learn 
Radio Sound Work at Coyne on actual Talking Picture and Sound Reproduction equipment. 

PREPARE NOW and be 
ready for Radio's many 
opportunities 



Forget pay-cuts— lay-offs — unemployment ! Don't be tied down to 
an untraiued man's future. You KEED TRAINING IN A FAST- 
GROWING MONEY-MAKING TRADE. Here's your chance of a 
lifetime to get it! Hundreds of opportunities now open in Radio. 
My sensational offer, explained below, makes it possible for you 
to START AT ONCE! 

The right way to learn Radio is the Coyne way — not by books, 
but by actual, practical work on actual Radio, Television and 
Sound equipment. Here at Coyne you'll service and operate scores 
of modern Radio receivers, huge Broadcasting equipment, late type 
Television apparatus, Talking Picture machines, Code transmitters 
and receivers, etc. In 10 weeks you can step into a REAL JOB, 
leading to a salary of $50 a week and UP! 

ALL PRACTICAL WORK 
At COYNE in Chicago 

ALL ACTUAL, PRACTICAL WORK. You build radio sets, 
install and service them. You actually operate great Broadcast- 
ing equipment. You construct Television Receiving Sets and ac- 
tually transmit your own Television programs over our mod- 
ern Television equipment. You work on real Talking Picture 



machines and Sound equipment. You learn Wireless Operating on 
actual Code Practice apparatus. We don't waste time on useless 
theory. We give you the practical training you'll need — in 10 
short, pleasant weeks. 

MANY EARN WHILE LEARNING 

You get Free Employment Service for Life. And don't let lack 
of money stop you. Many of our students make all or a good part 
of their living expenses while going to school and if you should 
need this help just write to me. Coyne is 33 years old. Coyno 
Training is tested — proven beyond all doubt. You can find out every- 
thing absolutely free. Just mail coupon for my big free book! 
H. C. LEWIS Pres. RADIO DIVISION Founded 1899 

COYNE ELECTRICAL SCHOOL 

500 S. Paulina St., Dept. 23-8H, Chicago, III. 

Mail Coupon Today for All the Facts 



H. C. LEWIS, President 

Radio Division, Coyne Electrical School 

SOO S. Paulina St., Dept. 23 8H, Chicago, III. 

Dear Mr. Lewis: Send me your big FREE Book; details of 
jour FREE Employment Service; and tell me all about your 
special offer of allowing me to pay for training on easy monthly 
terms after graduation. 

Na me 

Address 



Ci'y State. 
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had a manufacturers' trade name and model number chart, but 
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> YOU'RE WRONG, 

we re NOT advertising Movies! 

Paramount Pictures merely loaned us this photo of glamorous Marlene 
Dietrich as "The Blonde Venus" to help us make a point about radio recep- 
tion to you. 

You like Marlene because of her dramatic ability, her loveliness of face and 
form, and the rich warmth of her throaty voice — but even more fascinating is 
her different, intriguing foreign-ness. 

If thoughts of foreign lands and foreign tongues lure you — if you would 
thrill to Grand Opera direct from La Scala Theatre in Milan or a tango 
Orchestra direct from Madrid — if you would like to send your ears world- 
roving . . . you can — at the twirl of a dial. 

There is no need — NOW — to be bored by the eternal sameness of your local 
programs — the same orchestras — the "too-well-known" features that sometimes 
cause you to turn off your set. 

For, AT LAST, there is one radio receiver that makes your cozy home a 
front row seat at the whole world's daily radio performances . . . not just the 
portion that is broadcast here in the states, but all the fascinating radio enter- 
tainment from England, France, Germany, Italy, Spain, and even far-off 
Australia. 

With this one set, that is not merely a promise ... it is a GUARANTEE of 
ckily world wide radio reception ... for the SCOTT ALL-WAVE DELUXE 
*Ione gives such a warranty. And every part of this precision-built, custom- 
constructed receiver (except tubes) is guaranteed for five years, instead of the 
ordinary 90 day period. 

The SCOTT ALL- WAVE DELUXE is a combination short wave and long 
wave receiver. With it you will receive U. S. broadcasts from every State in 
the Union with a color of tone — a new depth of resonance — that will fill your 
home with a soul stirring wave of tone realism such as you never before have 
heard in a radio receiver. 

You might think so superbly performing an instrument prohibitively high 
priced. Not at all! Although its quality is above all other radios — its cost is but 
little more than that of the ordinary receiver. 

The coupon at the right below is for your convenience. Use it to get the 
whole thrilling story of this, the world's finest radio receiver. 

E. H. SCOTT RADIO LABORATORIES, INC 

4450 Ravenswood Avenue Dept. C-23 Chicago, III. 

^&ott ALLWAVE ®etu*a 





THE WORLD'S FINEST RADIO RECEIVER 



E. H. Scott Radio Laboratories, Inc., 
4450 Ravenswood Ave., Dept. C-23 
Chicago, III. 

Send me your two new brochures that tell how 
and why SCOTT ALL - WAVE DELUXE 
Receivers out-perform all others. This is not to 
obligate me in any respect. 

Name 

Address 

Town 



State 
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Broadcasting Stations employ trained men con- 
tinually for jobs paying up to $5,000 a year. 




Police Departments arc finding Radio a great 
aid in their work. Many good jobs have been 
made in this new field. 




Spare time set servicing pays many N.K.I, 
men $200 to $1,000 a year. Full time men 
make as imtch as $65, $75, $100 a week. 




Talking Movies — an invention made possible 
by Kadio — employs many well trained radio 
men for jobs pa>ing $75 to $200 a week. 




IWillTrainYouatHome 



Many Make $50 to $100 a Week 
in Radio - the Field W/h aFuture 

My book, ''Rich Rewards in Radio," giwj you full information on the opportunities 
in kadio and explain* how 1 can train \nii quickly to become a Radio Expert through 
my practical Honk- St uc! \ training. It is free. Clip and mail the coupon NOW. Radio'> 
ainazint* growth has made hundreds of fine joh> which pay $50, $60, $75. and $HK) a week. 
Many of these jobs may quickly lead to salaries as Iiitrli as $125, $150, and $200 a week- 

Radio— the Field With a Future 

Ever so often a new business is started in this country, Vott have seen how the men 
and young men who got into the automobile, motion picture, and other industries when they 
were started had the first chance at the big jobs— the $5,000, $10,000, and $15,000 a year 
jobs. Radio offers the same chance that made men rich in those businesses. It has already 
made many men independent and will make many more wealthy in the future. You will be 
kicking yourself if you pass up this oiice-in-a-lifctime opportunity for financial independence. 

Many Radio Experts Make SSO to $100 a Week 

In the short space of a few years 300,000 Radio jobs have been created, and thousands 
more will be made by its future development. Men with the right training- — the kind of 
training I will give you in the N.R.K Course — have stepped into Radio at 1 and J times 
their former salaries. Experienced service men as well as beginners praise X.R.I, training 
for what it has done for them. 

Many Make $5, $10, $15 a Week Extra 
In Spare Time Almost At Once 

My Course is world-famous as the one "that pays for itself." The day you enroll I 
send you material, which you should master quickly for doing 28 Radio jobs common in 
most every neighborhood. Throughout your Course I will show }ou how to do other 
repair and service jobs on the side for extra money. I will not only show you how to do 
the jobs but how to get them. I'll give you the plans and ideas that have* made $200 to 
$1,000 a year for N.R.I, men in their spare time. (i. \\\ Page. 11(1 Raleigh Apts., 
Nashville, Tenn., writes : '*I made $935 in my spare time while taking your Course/* My 
book, "Rich Rewards in Radio," gives many letters from students who earned four, five, 
and six times their tuition fees before they graduated. 

Get Ready Now for Jobs Like These 

Broadcasting stations use engineers, operators, stati< m managers and pay up to $5,000 
a year. Radio manufacturers employ testers, inspectors, foremen, engineers, service men, 
buyers, and managers for jobs paying up to $6,000 a year. Radio dealers and jobbers 
(there are over 35,000) employ service men, salesmen, bujers, managers and pay up to 
$100 a week. Talking pictures pay as much as $7b to $200 a week to men with Radio 
training. There are hundreds of opportunities for you to have a spare time or full time 
Radio business of your own — to be your own boss. I'll show you how to start your own 
business with practically no capital — how to do it on money made in spare time while 
learning. My hook tells you of other opportunities. Re sure to get it at once. Ju>t 
clip and mail the coupon. 



I Have Started Many in Radio at 2 an* 3 Times 




$400.00 
Each 
Month 




$800.00 
In Spare 
Time 




Chief 
Engineer 
Station WOS 



Television — the coming field of many great 
opportunities — is covered by my course. 



"I spent fifteen years as traveling 
salesman and \ws making good 
money but could sec the opportuni- 
ties in Uadio. llellete me. I am 
not sorry, for I have made mors 
money than ever before. I ha\o 
made more than $100 each month 
and It really was your course that 
brouslil me to this. I can't say V»< 
much for N.H.I." — J. G. Dan Ulead. 
Radio Sta. KYA. Han Franelsco. Cal. 



"Money could not pay for what I 
got out of your course. I did not 
know a single thing about Had In 
before I enrolled, but I lia\e m.id.' 
$800 In my spare time allhouKh 
my work keeps mc aw.iy fiuin b«»rne 
from 6:00 A.M. to 7:00 P.M. 
Every word I ever read about your 
'nurse T Iut* found true." — Milton 
I. Lei by, Jr.. Topton. IViinijivunlu. 



■ I h.iw :i t\Ue [M-.MIIMI and j»m 
«ritin« ;i jjihkI Hilary a> Thief Kti- 
RliM-er tif Kadio Station WOS. J»e- 
fore enter I n K Kadio. my .-alary 
kinly fl.miU.OO a >car. It i* now 
$1. lim.no ;i year. Uefore entering 
Kadio. my work nas, more or less, 
a dtUiU;-ry — It U turn' a pleasure. 
All nl' Mil*, is ibe refill of tlw 
X.lt 1. train iiux and study. You got 
me im.v tlr-t Import tint position." 
H. II. banre. Kadio Station WOS, 
Jefferson City. Missouri. 
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to Be a Radio Expert ( 



Act Now - - - Mail Coupon Below 
for Free Book of Facts and Proof 



You Learn at Home in Your Spare Time 
to be a Radio Expert 

Hold your job. There is no need for you to leave home. I will train 
you quickly and inexpensively during your spare time. You don't have 
to be a high school or college graduate. \iy Course is written in a clear, 
interesting style that most anyone can grasp. 1 give you practical experi- 
ence under my 50-50 method of training — one -ha If from lesson books and 
one-half from practical experiments with equipment given without extra 
charge. This unique and unequalled method has been called one of the 
greatest developments in correspondence Radio training. N.R.I , pioneered 
and developed it. It makes learning at home easy, fascinating, practical. 

Learn the Secrets of Short Wave, Television, 
Talking Pictures, Set Servicing, 
Broadcasting, etc. 

I'll give you more training than you need to get a job — I'll give you 
your choice, and not charge you extra either, of my Advanced Courses 
on these subjects — (1) Television, (2) Set Servicing and Merchandising, 
(3) Sound Pictures and Public Address Systems, (4) Broadcasting, 
Commercial and Ship Radio Stations, (5) Aircraft Radio, Advanced 
specialized training like this gives you a decided advantage. 

Your Money Back if You are Not Satisfied 

I will give you an agreement in writing, legal and binding upon this 
Institute, to refund every penny of your money upon completing my 
Course it you arc not satisfied with my Lessons and Instruction Service. 
The resources of the National Radio Institute, Pioneer and World's 
Largest Home-Study Radio School stands behind this agreement. 

Find Out What Radio Offers. Get My Book 

One copy of my valuable 64-pagc book, " Rich Rewards in Radio," is 
free to any resident ot the U. S. and Canada over 15 years old. It has 
started hundreds of men and young men on the road to better jobs and a 
bright future. It lias shown hundreds of men who were in blind alley 
jobs, how to get into easier, more fascinating, better paying work. It tells 
you where the good Radio jobs are, what they pay, how you can quickly 
and easily fit yourself to be a Radio Expert. The Coupon will bring you a 
copy free. Send it at once. Your request does not obligate you in 
any way. ACT NOW. 

J. E. SMITH, President 
Dept. 3BX, National Radio Institute 
Washington, D. C. 



Former Pay 




Experienced 
Radio Man 
Praises 
N. R . I. 
Course 



"Before taking your course, I had worked 
at Radio tot orer seven years, doing 
►inlte a bit of servicing but 1 realized 
that I was Jn neexl of bettor training. 
From ilic first le»son on I began to un- 
derstand points that had mc wondering. 
The course has taught me what 1 could 
not have learned otherwise and I would 
unt take many times the price it ha9 
<o*t i ne, for the knowledge T have gained. 
In a period of nine months T have made 
at least ?3.500."— C, J. Slegner. 23 So. 
Santlusky St.. Delaware. Ohio. 




Special FREE Offer 





Act now and receive in addition to 
my big free book 44 Rich Rewards in 
Radio," this Service "Manual on 
D. C. A. C, and Battery Operated 
sets. Only my students could have 
this book in the past. Now readers 
of this magazine will receive it free. 
Overcoming hum, noises of all kinds, 
fading signals, broad tuning, howls 
and oscillations, poor distance recep- 
tion, distorted or mufllcd signals, 
poor Audio and Radio Frequency am- 
plification and other vital service in- 
formation is contained iu it. Get a 
free copv by mailing the coupon be- 
low. ACT now. 



SPECIAL Radio Equipment 
for Broad Practical Experience 
Given Without Extra Char ge 




My four**- is not n II theory, 
show you how to use my Radio 

and bnildlng Hnnhs which Illustrate 

P-'WtHn *««l»Kl»ouse. General 

uertrtc, Phllco. R c a vi«,«.. 
Alaie*Uc. and other*. y W . \Jk mli 

Thl5 &0-r»0 method ©r tr«lnin* make* 
■ 4 v learning u t 

'H^L. *V t — ^ „ home easy, 

lnte resiing. 
fascinating, 
I n t ensely 
Practical. 




Clip and mail NOW for 
FREE INFORMATION 



J. E. SMITH, President 
National Radio Institute, Dept. 3BX 
Washington, D. C. 

Dear Mr Smith: I want to take advantage of 
Cfr"' r?S er . 5" n<l me yoi,r ™«nunl 'Trouble 
fI^ tn p^i n « DC '-, AC f n ? Battery Sots' and your 
Rewards in Radio," which explains Radio's 

training men at home in spare time. J understand 
this request does not obligate m e 



Name ... 
Address 



Citv., 



State., 



I 
I 
I 
I 
I 
I 
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%M?aft FREE SERVICE 



5. Clarostat Control Handbook. A large 
32-page book containing detailed specifications 
of volume controls, attenuators, constant-im- 
pedance controls, phonograph pickup faders, tone 
controls, line ballasts, rheostats, potentiometers 
and fixed resistors of various kinds, together 
with valuable circuit-design data. Contains many 
diagrams and charts, and a guide of replace- 
ment volume and tone controls for many com- 
mercial receivers. Clarostat Manufacturing Com- 
pany, Inc. 

6. Measuring Resistance by the Deflection 
Method. The conventional method for the meas- 
urement of resistance involves the use of the 
Wheatstone bridge, a costly piece of apparatus. 
However, there are other methods which provide 
a fair degree of accuracy, enough for all prac- 
tical purposes. The least expensive is the de- 
flection method, which makes use of popularly 
priced milliammeters and fixed resistances. This 
bulletin describes the method completely, and 
should be very useful to Service Men and ex- 
perimenters with limited meter equipment. 
Shatlcross Manufacturing Company, 



28. Hammarlund Precision Products. Midget 
variable condensers and their numerous applica- 
tions in short-wave and broadcast receivers are 
discussed in a folder accompanying the complete 
catalog of Hammanund variable condensers and 
coils. Some excellent circuit kinks are given. 
The catalog contains dimensional drawings of 
the popular Hammarlund midgets which may be 
of assistance to constructors designing small re- 
ceivers. Jlatnmarlund Manufacturing Company, 
Inc. . 

65. Philco Parts Catalog, This new catalog 
will undoubtedly be of great help to all radio 
Service Men because it contains the only official, 
complete list of the more common replacement 
parts used in every Philco receiver from the 
very beginning of the company to the present 



8. Electrad Puoducts, Descriptions of the 
full line of Electrad volume controls, voltage 
dividers, vitreous resistors, Truvolt adjustable 
resistors, amplifiers and other devices for radio 
and electrical applications. Among other di- 
agrams, it includes twenty-four circuits showing 
the placement of volume controls in different 
types of broadcast receivers. Elect rod. Inc. 



11. Supreme Instruments. Contains lengthy 
descriptions of the Supreme service instruments, 
including the AAA1 Diagnometer, which is live 
instruments in one. the model 90 analyzer, the 
model 40 tube tester and the models 60 and 70 
oscillators. Interesting to the Service Man lie- 
cause it tells how his work is facilitated by 
ingeniously-designed test equipment that indi- 
cates the condition of an entire set in a few- 
minutes. New test apparatus to take care of 
the new tubes is also described. Supreme In- 
strument Corporation. 



14, Standaud Resistor Color Code. This 
handy little card, measuring three by five inches, 
should be in every Service Man's kit. It illus- 
trates and explains the standard R.M.A. method 
of marking fixed resistances with different com- 
binations of colors to indicate the resistance 
value in ohms. It will save a lot of confusion 
in the field, as most resistors are now marked 
only by color. and # do not bear figures at all. 
Lynch Manufacturing Company. Inc. 



19. A Baitis.m of Fire. Centralab fixed re- 
sistors are made by forcing a carefully calibrated 
resistance material through a plastic ceramic 
material, and then baking both under terrific 
heat. This booklet describes the manufacturing 
process in detail, and lists the advantages 
claimed for fixed resistors of this type. It is 
interestingly written and illustrated, and makes 
good reading. Central Radio Laboratories. Inc. 



21. Readrite Radio Instruments, This stx- 
teen-pagd pamphlet contains some valuable hints 
on the test in* of electrolytic condensers, as well 
us descriptions of the full line of popular- priced 
Readrite instruments. Worth having. Readrite 
Meter Work*. 

22. How to Test Pentodes. This is a reprint 
of an article of the same name that appeared in 
the September, 1931, number of Radio-ChaKT. 
accompanied by descriptive matter on th- 
adapters specified for the purpose. If you missed 
the original article study the reprint ; it contains 
much useful data for owners of testers <>r 
analyzers not already equipped to test pentode^. 
Alden Manufacturing Com itany. 



27, Dubilier Condensers. The name Dubilier 
being synonomous with condensers in the minds 
of many people, the latest catalog of Dubilier 
condensers is sure to be of interest to all classes 
of radio users. This 16-page booklet describes 
the entire line of receiving condensers and tells 
something of the historical background of the 
company. The special service kit and replace- 
ment units are recommended to the attention of 
Service Men. Included with the catalog is an 
instructive technical article dealing with electro- 
lytic condensers, Dubilier Condenser Corpora- 
tion. 
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READERS 1 BUREAU 

On this page are lilted manufacturer! ' catalogs 
and booklets, chosen because they are of in- 
terest to readers of RADIO-CRAFT. You can 
obtain copies FREE by using the coupon below. 



81. I. R. C. Resistor Catalog. This sixteen- 
page catalog describes a very complete line of 
fixed resistors for radio purposes. It includes 
full performance characteristics, so that a Serv- 
ice Man or an experimenter with a particular 
requirement in mind can select exactly the right 
unit for his purpose. A section in the back 
contains valuable data on the conversion of 
milliammeters into ohm meters and voltmeters, 
and on the extension of voltmeter arid ammeter 
ranges. This catalog is well worth saving. 
International Resistance Company. 



time. The manufacturers are anxious to co- 
operate with Service Men and offer this catalog 
to all who want it. Philco Radio & Television 
Corp. 

63. The AkaKoumkh. The Aka former, de- 
scribed in this folder, is a coupling device that 
hooks right on to the aerial wire, and connects 
to the set through a shielded down lead. The 
combination tends to reduce noise in the set 
picked up by the usual lead in. which, running 
along the side of the building, is more readily 
a tree ted by elevator motors, vacuum cleaners, 
dentists' drills and other electrical machinery 
than the fiat top section of the aerial proper. 
The device is inexpensive and is easily installed, 
and is thereby a very profitable item for Service 
Men located in districts where artificial noise is 
very troublesome. Amy. Areves & King. Inc. 

64. Syi.vania Radio Tubes. So many new 
tubes have appeared during the past several 
months that tube charts printed as recently as 
the Spring are incomplete and therefore of little 
value for reference purposes. Readers desiring 
new and complete charts for their shop wall 
will find the new Sylvania chart very desirable. 
It measuies II by 17 inches when unfolded and 
shows bottom views of the tube bases in addi- 
tion to full average characteristics of old tubes 
dating back to the 199 and 200A and all the new 
tubes including the latest 6,3 and 2,5 volt types. 
Special mention is miule of the 36, 57, 58, 46 
and 82 tubes ; complete data are also given on 
the 38, 41, 69. 42 and 44, Hy grade Sylrauiu 
Corporation. 

66. Wholesale Radio Service Catalog. The 
1932 Spring and Summer Radio Catalog of the 
Wholesale Radio Service Company is the kind 
of catalog the radio Service Man and experi- 
menter will carry around with him all the time 
in his back pocket. Measuring 7 by 10% inches 
and containing 100 pages, it is one of the most 
complete catalogs we have ever seen. It includes 
everything from soldering lugs to a 11- wave com- 
binations, and is of particular value to the Serv- 
ice Man because of its handy lists of replacement 
parts for standard receivers. Wholesale Radio 
Seri'icc Company. Inc. 

76. The Coast-to-Coast "Broadcast." The 
"lirondcast" is the Fall 1932 edition of a 100- 
page mail order catalog that is a veritable en- 
cyclopedia. Its listings are very varied, and run 
from soldering lugs to complete 100-watt public 
address amplifiers, Kvery article is well illus- 
trated and described for the benefit of radio 
dealers and Service Men. for whom the volume 
is specifically intended. 

A large amount of space is also given to re- 
placement power transformers, condensers ami 
resistors for ordinary service work. This catalog 
is well prepared and is worth saving. Coast-to- 
Coast Radio Corporation. 



86. Yaxley and Elkon Catalogs. The Yax- 
ley catalog is valuable for the Service Man be- 
cause it lists numerous rheostats, potentiometer., 
volume controls, replacement controls and resist- 
ances for service work. Detailed dimension 
drawings are included ; this feature will be ap- 
preciated by every Service Man who ha> hern 
called on to install replacement units in cramps I 
receivers. Two pages of volume control rep lac. - 
ment information are included, along with four- 
teen diagrams showing different circuit position-, 
for such controls. 

The Elkon catalog is devoted exclusively to 
dry electrolytic high voltage condensers f.»»- 
filter and bypass purposes. It also includes valu- 
able replacement data on commercial receiver*. 
i\ R. Mallury <£ Co. 

89. M iraor hones. A complete line of micro- 
phones and accessories for amateur, public ad- 
dress and broadcast station use is described and 
illustrated In a handy four-page pamphlet. Th- 
"mikes" range from small hand units to large 
condenser models containing two stages of am- 
plification, Sound Engineering Corporation. 



91. Samson MIK-2. About five years ago the 
Samson company brought out the first completely 
A,C, operated microphone amplifier, known as 
the MIK-1. The new MIK-2. described in this 
bulletin, replaces the MIK-1 and adds many fea- 
tures. It is made in two units, a mixer-amplifier 
and a power supply, and will supply excitation 
current to, and t*ke the output from, one to 
three double button microphones. Samson Elec- 
tric Co it* pan y. 

92. Two Books pob a Complete Radio Km - 
C AT ION. The books described in this circular an- 
"Radio Physics Course," by Alfred A. Ghirardi. 
and "Radio Servicing Course." by Ghirardi and 
Bertram M, Freed, the latter a well known con- 
tributor to Radio Craft. The first is a complete 
radio education in itself, while the title of the 
second is self-cxplamttory. Radio Teehnieal 
Publishing Co. 

93. Du hi Li eh Condensers. The 1933 catalog 
of Dubilier condensers is a large 16-page booklet 
describing fixed condensers for every Conceivable 
application. These range from little mica unit** 
for receiving circuits to man-high assemblies for 
transmitting work. A useful catalog to all radio 
men. Dubilier Condenser Corporation. 
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80. Flechtheim Condensers. A wide variety 
of fixed condensers, ranging from tiny midgets, 
the sire of postage stamps, to heavy transmitting 
units a foot high, are described and illustrated 
in the latest Flechtheim catalog. This is very 
useful for reference in design and service work, 
as it gives the mechanical dimensions and elec- 
trical characteristics of all models In minute 
detail, A. M. Flechtheim & Co. 
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By buying direct— you pay only ONE Profit 

Manufacturers cost determines selling prices rather than list prices— tube prices that mean more 
sales and greater profits. Net prices applied on all types, and as example, we list 

dealer's cost on all numbers. 



Our sales policy: is first quality merchandise, rapid service, 
low price, and a square deal. All tubes are 

1— GUARANTEED FIRST QUALITY. 

2— R.C.A. LICENSED. 

3— FULLY REPLACEABLE UNDER R.M.A. STANDARD 
POLICY. 



4— UNIFORMLY WITHIN R.C.A. TEST LIMITS. 

5— ATTRACTIVELY PACKED. 

6— ARCO BRAND IS NOT SOLD BY MAIL ORDER 
HOUSES OR ANY OTHER MEDIUM OTHER THAN 
DIRECTLY BY US BY THIS METHOD. 




Television Tul>e 
1H* Cathode 




Type () 

$2.10 




Caesium Photo Cell 
Latest de velopim-nt 
responding iiist.ititanp- 
oupIv to all light im- 
pulses. 4 \'<f overall 
Type A 

$7.90 



COMPLETE STOCK READY FOR IMMEDIATE SHIPMENT 

Order from this page — Remit 20 *'< with order, balance C. O. D. All prices 
are F.O.B. FACTORY, Newark. Shipments go forward express or parcel 
post. No order for less than $5.00 accepted. 



TYPE 



ANY QUANTITY 
" 30 



30 
.30 
.30 
.30 
40 
.40 
.40 
40 
40 
.40 
40 
-40 
40 
-40 
.60 
60 
60 



UX-201 A— Amplifier or ili»trrU»r «n 

UX-226 — AC amplifier 

UY-227 — At ' amplifier or <letert<ir .... 
UX-171 — Sufiic erniraWeri«tM«. us I71A un tniijr-t<-n li la incut. 1 - A 
UX-171 A— Power output ii nip. f,»r AC or I >C npernlion. ' 4 amp, 
UX-240 — DcmCiiciI for impedance an<| re»Utnm-<- rouplitiK 

UX-120 —Power amp. iihp<1 in lii>t *t»Ke of atl<li«i fret| 

UX-199 "*I)et prior ami amp. lulu*, lonir |irotiir> 
J-JV-I99 — Ktmulard lin^r. Im* » 201 A liit-p. oiune ohara. t«-ri-«t i<-« 
itv"*^ 9 A™"« u " r , ■ hftr,t, " t • r i ^ti « , '* rX-100 only «h«irt ptonXi. 

i,5 ower *'«!». tul>e for low piir. consiunp., « 4 H rnp 

JJX-112 — I'ower Amp., •j amp 

UX-200A— l>Hr< U.r tul>o rcciiminemleil fi>r weak M*nal« .. 

J-|Y»224 —AC >*rrwti *ri<l amplifier 

UX-24S «»|> <m . er M „,pii(i rr 

UX-201 B— H Amp. Ampllfirr an. 3 He! Prior 

UY-246 —Power Amplifier 

U Y-247 —Power PetiUnle 

WD-11 — Detector Amp.. . *2o 

wp-12 —i »Pt<ntor AiHp ; ; ; ; ; ;;;;;;;;;;;; " ;S 

UX-230 —Dry i-cll amp. hih! detector. 2 \olt- 

Jiv -2 * 1 ~ ,)r5 ' »•»!'■■ uiuliit -t:nr«-. 2 v«ilt« 

UX-232 — t)ry rell -rreen irriil itinp., 2 \oU« 

U Y-233 — Powpr Amplilirr IViitwIe. 2 \u|t* 

, ,v 234 "-**'" r<, * l » ( * ri « l lVnt«wlf It. I . Amplifier 

U Y-235 ^"Miiner control ^creeii itrul nmp. 

UY-236 — frWeen Criil Ha.li.i Fr«|. Ami .. . 

UY-237 — UptrrUir A rnplifier 

UY-23S -I'.iwer Amplifier Pentode 

UY.239 —DC U.K. Pentode Amplifier 

UY-SSI — Variable Mil.... 

^Pnwer Prritodr 

— Power Pentode ... . . 

— l>m> Diode l)ptpelor 
— A.K. ami It.F. Amplilirr aoil I Ueillntor 
—0 prong Hrrrn-n Crid It.!*. Amplifier und I>Ptertor 
— <i prmiff Vh rial pie Mil U.K. Amplifier ami Super I >e tee tor 
"■Power Amplifier 



41 
42 

55 
56 
57 
58 
59 
85 
89 
IX -2 10 



60 
60 

.60 
.8S 
.85 
.60 
.85 
.85 
.85 
.8S 
.60 
.60 
.60 
.60 
.60 
.60 
60 
.60 
.60 
.60 
1.10 
1.10 
1.10 
1.10 
.60 
.60 
.60 
.60 
.60 
.60 
.60 
.60 
.85 
.85 
.85 
2.10 
.85 
1.50 
2.00 



—Duplex Diode Triode 6 pronjr* . . . 
"I'nHn Amplilipr !*► prong" 

- —For |MiWer amplifier. liiwh volt a tee 

UX-222 — S«TPPti iri ill railio fieipieiipy amp. 

UX-250 —Power amp. nsi«il in ln>t «t«ire of audio fie<|. 

Hal la- 1 tnl»e tu proven t tul»e>. in h et from Moniujr out 

Hpcrial -it|»er-4Piidtive Audio Kreq. 201 A 
SiHi jal «uiMT—en»it ive Itadio Frcq. 2n I A 

Spreiul 171 AC amp. extra eoated filament — Kood for elect tie >etr. 
T-14 (2(HA IliKh Mo) lii«li etui-ion 

Switch tul-c. 201 A or 1 12 or 171 double ife ". .. ..\ . 

Adapter tulie 226, 227. 1 71 A, to convert l>at. »et- In AC, earn . 

UY-227A— AO amplifier or detector, same iv< 227 luit ipliek heater) 

UY-224A— AC screen iriid nmplifier. name a> 224 iliut ijuiek lieater> 

UX-182 «^S|jnrt«in Ty|M>, 

UX-183 — S part ou Type 
UY-484 — Sparlon Ty|>e 

UX-585 — SparP.ii ly|H» (P«.wertuU.) 

UY-686 — Spurt..!! TyiH- 

UX-401 — KelL.it if Tyi* 

UX-403 — KilloKtt Type 

RECTIFIER AND CHARGER BULBS 

I2. r i Mil. rectifying tufw- (B. II.) (Raytheon Type) 

ft/10 amp. trickle rliurjrer l»ull< (Tunftar Type) ... 
2 nmp. old and new type rhitrirer luill>» ,li>t S4.(HP (Tunicar Type) 
. r ) and A amp. chancer hull.-. (lUt $K.(l()i (Tunxir Type) . 
lf> a inp. rlmntiT l>ullw (Tungar Type) . 

UX-866 —Hot Cathoile Mercury Va|H»r Half-Wave It.-. lilier il!«av\ Duty 
UX-280M— Ilol Cathode Mercury Full. Wave He. fiber amp a-* I'X-.WH 
UX-281M— Hot CatiHNlp Merpury Vaia»r Halt-Wave llectifier. . . . 

UX-871 —lint Cathode Mercury Vapor Kcclilier 

UX-280 —Full- Wave Reetifipr for lli»h Emi- don 
UX-281 —Half-Wave Hi-ctjlier 

UX-282 —Full- Wave Mercury Va|M»r Hretili. r 

UX-283 —Rectifier 

UX-216B — llalf-Waxe Rectifier 

UX-213 —Full-Wave Reetitiir 

PHOTO CELLS 

Photoelectric cell, '"Pota-dum" Type 0 . . 

Plu itiN'lec trie rell. "Caedum" Type A 4 l 3 " overult li-ncth 

PhoUN-lectrie i-ell. "Cae-ium" Type R, 3 |/h** overall leiurth 

Photoelectric ,-ell. "Caesium" Type T. Siimea^ l"X-8fi8 

TELEVISION TUBES 

Teliou Rcflcctrun NVon Telex id. m Tul »e. l" Cathode S<piare Type C 3.85 

Telion Xeou Televidon T«da-, 1 l ?" Cathode Snnare Type V. 3^85 

1 Tiilic. 1* Cathode rkpi :i re Type X 

TRANSMITTING TUBES 



Telion Npou TpIcvlhkui 



1.25 
2,00 
2.00 
3.75 
7.50 
2.7S 
1.10 
1.90 
1.10 
40 
1 10 
1.10 
.85 
.85 



2.10 
7.90 
5.90 
5,90 



2.10 



WatU— A-565 —Screen Criil Amplifier 

13 \Vatt>—A-210-C— oscillator and Amplifier 

. r »0 Watts— A-511 — h Irnenil Purpose . . 

r*\ Wattv— A-51 1-C— < leupnil Pun>ose 

.Ml Watts— A-203- A— * UeilUtor and Amplifier 

**i Watts — A-203-C— • Ueillat^ir and Amplifier 

S»i Watt — A-845 —Amplifier and M.MhdaUir 

«) Watt A-845-C— Amplifier and Miatulator 

7."» Watt — A-852 —Onctlla tor and Amplifier 

75 Watts — A-860 —Screen <lr id and Amplifier. 

,V) Watts— A-861 —Oscillator and A mplilier. 

The above type number* art interchangeable with aimilar type Humbert. 



$12.25 
2.55 
. 11.00 
11.00 
11.00 
11.00 
11.00 
11,00 
15.00 
20.00 
15.00 



50-watt Transmitter 
T»tl>e 
Type 203A 

$11.00 



RtftMMN 



DISCOUNTS: 




RofliM'tmn 
Impr.ivml Trlr vision 
Hp.piver Tulie 
Type C 



$3.85 




f'harser Bulb 
M Tmijgar M Type 

liMO Amp $2.00 

2 \mi>. (ol«l or 

new type) .... 2.00 

"> and i» Amp 3.75 

»."> Amp 7.50 



Atkliticnal tubes for the amount of 20'/ of your order given FREE as 
ItOXL'S, Von may select either or UX-245 tubes in our bonus 

offer. By taking advantage of our liberal discount, it will bring the 
price of tubes to a considerable low figure. 

This Special Tube Offer Expires February 15, 1933 



ARCO TUBE COMPANY, 40 PARK PLACE, NEWARK, N. J. 
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Courtesy of the Rational Broadrnntinz Company 



WHAT YOU NEED TO 

SUCCEED 



N 



R A D 



O 



Radio is a highly specialized business. As it develops 
it is becoming more exacting in its demands. But radio 
is the modern field of opportunity for those who keep 
step with its progress and pioneer in its opportunities! 

There is a <rreat need for trained men in the radio 
industry. There is no place for untrained men. Experi- 
ence must be accompanied by technical knowledge. 

V pioneer in home study, the International Corre- 
spondence Schools have kept apace of the times and 
offer courses prepared by authorities, which give prac- 
tical instruction in fundamentals and latest develop- 
ments alike. The courses are revised regularly. 



Composed of 24 basic divisions, the Complete Radio 
Course is designed to give thorough instruction in the 
whole field of radio. The I. C. S. Radio Servicing 
Course was prepared specially for men who wish to 
become service experts. Study of it makes po^ible 
leadership over competition. The 1. C. S. Radio Oper- 
ating Course is vital to mastery of operating and 
transmitting. 

We will be pleased to send you details of any or all 
of these subjects. Just mark and mail the coupon — the 
information will be forwarded without delay. Why 
not do it today — now! 



INTERNATIONAL CORR E S PONDENCE 



SCHOOLS 



BOX 6678, SCRANTON, PA. 
Without cost or obligation, please tell me all about the NEW RADIO COURSE 

Age 



Street Address 
City 



State 



If you reside in Canada, send this coupon to the International Correspondence Schools Canadian, Ltd.. Montreal, Canada 
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ial Office*: W-W Pari, Mac., Ne- Y 0 ,k, N. Y. HUSO SERNSBACK, Editor Vol. (V. No. 8, F.br«ary. I«J 



MONEY IN RADIO GADGETS 

An Editorial by HUGO GERNSBACK 



"T*HE dictionary does not define the word "gadget."' It 
I is supposed to be a mechanical appliance or accessory, 

which may. or may not. be a necessity. 
I The radio industry is turning out an increasing 
number of such gadgets, and many of them have acquired 
a wide sale; a number of them may even be termed neces- 
sities. It all depends upon the point of view, because fre- 
quently a gadget may become an important radio accessory. 
These gadgets are of importance, today, because they give 
new outlets both to those branches of the radio manufac- 
turing industry that are equipped to turn out such de- 
vices, and to the radio Service Man who installs them. 

These gadgets are important, and should be taken most 
seriously by the radio trade because anything that en- 
hances the radio owner's interest in his set is, after all, 
important. When a radio owner has a radio set in his 
home which he does not use, he becomes a direct loss to the 
entire industry. Give him something to either amuse him- 
self, amuse his children, or get better radio reception 
through the means of his radio set, and immediately that 
man becomes again a live asset to the industry. 

It is surprising how little attention the radio industry 
has paid to the toy radio gadget. I was, perhaps, the first 
one to point this out in an article published in one of my 
radio magazines in 1925. This particular article of mine 
showed how, by means of a loudspeaker arrangement, 
dolls with wire feet were made to dance on a large dia- 
phragm. The loudspeaker unit, of course, was plugged 
into the radio set, and the dolls danced in unison with the 
vibrations of the 0-inch diaphragm. 

Few engineers and few experimenters seem to under- 
stand that every radio set actually generates a small 
amount of power on its output side. Some manufacturers 
have already recognized how this power can be utilized, and 
are now putting out a number of radio toys. A recent ex- 
ample came to my attention where a papier mache dog 
would wag its tongue when connected to the output side 
of the radio set. Another- novelty, which is gaining vast 
popularity, is not plugged into the radio set, but works 
by means of a small microphone placed in front of a radio. 
This particular toy is a dancer which dances a jig to the 
tune of the sound vibrations issuing from the loudspeaker, 
transmitted to the little microphone, which in turn energizes 
a number of relays; this operates the dancer. 

The possibilities in this particular line are, of course, 
tremendous; and during the next two years we will see a 
veritable avalanche of such toys, instructive and other- 
wise. I predict that an entirely new branch of radio will 
be created in this particular field. 

Then we have other types of gadgets. Right now, there 
seems to be a small boom in miniature microphones, which 
are connected to the detector of your radio set You are 
then supposed to broadcast from a concealed point to your 
friends, giving all sorts of amusing fake announcements 
oyer your own radio without benefit of the broadcast sta- 
tion. It is said to be an excellent entertainer. On good 
authority, it is understood that close to half a million of 



these little microphones will be sold during this year. 

Then, we have the "radio" clock, a most useful gadget. 
In my home, such a radio clock promptly turns on the radio 
at a pre determined hour every morning, and I am awak- 
ened by radio unfailingly, and better than could be done 
by means of a plain alarm clock. Your ears becomes used 
to an alarm clock so that after a while you no longer 
hear it. But the radio program, every morning, s different. 
It may be talk or music, or what not. There are a num- 
ber of excellent clocks of this kind on the market, and 
they make valuable adjuncts to any man's radio set. 

Next on the list are remote control attachments that 
make it possible for you to sit in a chair at the other end 
of the room, tune your radio and control the volume all 
from the same gadget. While these remote control out- 
fits have not revolutionized the business during the past 
few years, the reason probably was that the price was too 
high. A low-priced remote control gadget would certainly 
prove a good seller. 

Then, we have a host of new trick aerials which have 
been flooding the market in the past few years. Many of 
these have been out and out fakes, which every radio 
man would immediately spot. There are, however, a num- 
ber of notable exceptions. 

High gain sets, for instance, do not need outdoor anten- 
nas in all cases. Some recent gadgets are intended to be 
placed underneath your home telephone receiver, the idea 
here is that we have an insulated plate upon which the 
telephone is placed. This plate goes to the aerial binding 
post of your set. The plate being insulated, gjves a con- 
denser action to the bottom of the telephone set, and it 
makes a fair interior antenna. It supers from the disad- 
vantage that every time you lift up the telephone re- 
ceiver you get a loud and noisy click in your set. 

More important and vastly better, are* new shield leads 
for outdoor antennas, very much in vogue now. These are 
supposed to eliminate the usual man-made static, and by 
means of a small transformer attached to the upper part 
of the antenna, they actually succeed in cutting down a 
great deal of man-made static. This particular type is 
used for broadcast waves. 

Another type, whereby the aerial is transposed, by means 
of transposition blocks, is especially adapted for short 
waves, and in actual practice is most' efficient. 

All of these devices are interesting, particularly to the 
Service Man, and those who have to make a living from 
radio merchandise. 

Radio Service Men should be particularly interested in 
all such new devices because they mean a new source of 
income which becomes increasingly important as time goes 
by. There are many reasons why radio set owners become 
dissatisfied with their radio sets, and it is alwavs a good 
idea to rekindle their interest by means of new devices. 
Incidentally, the profit on these gadgets is as great as the 
profit on other important accessories. Frequently, extra- 
ordinary good sales are reported hv various Service Men 
who have jrone into this branch of radio. 
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HOW TO MAKE THE 



LEAD-IN 
TO "APERIODIC" AMPLlELSi 



CAPACITY 
ANTENNA PLATE 



"AMPLITENNA 

CAPACITY AERIAL 

R. D. WASHBURNE and F. R. HARRIS 



/LADDIN, in his heydey, never conjured the magic 
k inherent in the "Amplitenna" illustrated in Fig. 
V A, which makes weak sets strong and strong sets 
\ stronger! 

This new radio instrument, an inexpensive little box 
which measures only 7x12x5 ins. (approximately), in- 
cludes a high-gain, variable-mu pentode aperiodic R.F. 
amplifier, complete with power pack, and a non-directional 
"capacity antenna," (as shown in the schematic circuit, 
Fig. 1). It is connected to any radio set by means of a 
highly efficient shielded "lead-in" and acts as an "amplify- 
ing antenna," 

This device is so 
sensitive that in many 
instances much hetter 
results can be obtained 
with it indoors, than 
can be obtained with 
an ordinary aerial out- 
doors! For instance, 
the writers were able 
to hear only one sta- 
tion between 90 and 
100 on the dial of a 
good screen-grid set 
located in the labora- 
tory at Newark, N. J., 
whereas, when the set 
was switched from the 
regular outdoor anten- 
na to the indoor "self- 
powered amplifying an- 
tenna/' seven stations 
were, heard with good 
loudspeaker reception! 
(Six hundred per cent 
more stations!) 

But let us start at the 
beginning, and find out 
just what is what con- 




'SET 

AKAF0RM& 



MP 

TO POWER LINE 
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The "amplitenna," comprising: (a) a capacitative antenna; (b) a high-gain un- 
tuned R.F. amplifier, complete with power supply; and (c) a shielded R.F. 



transmission line. 



THIS NEW RADIO INSTRUMENT— 

Replaces (inexpensively) the outdoor antenna, In suitable localities; 
Used with an outdoor antenna, greatly increases the strength of 
all signals; 

Plus a modern radio set, makes an excellent interference locator; 
Connected in the antenna circuit of an old radio set, makes DX 
stations sound like locals; 

In the laboratory, acts as a high-gain R.F. amplifier with a u mu" of 
about 15,000; 

As an amplifier, remotely operated, for multiple-receiver instal- 
lations, delivers sufficient power to operate several hundred radio 
sets; 

In multiple-receiver installations, may eliminate the need for an 
elevated antenna; 

In automotive radio installations, may be used in place of the 
"antenna-plate," with greatly increased sensitivity. 

May be used as the "foundation" chassis of a T.R.F. receiver. 



cerning this new radio instrument. At the outset, we list some 
of the present applications of this powerful, untuned pre- 
amplifier, as follows: 
m «^ m (1) Hijrh-gain an- 
tenna; 

(2) DX booster 
unit; 

(3) Multiple -receiv- 
er antenna sys- 
tem amplifier; 

(4) Automotive-ra- 
dio antenna- 
plate ; 

(5) Interference lo- 
cator; 

(6) Foundation unit 
for T.R.F. re- 
ceiver. 

In order that the 
constructor may have 
a better working 
knowledge of the fac- 
tors involved in the de- 
sign of this device, it 
is necessary that each 
step in its development 
he closely noted ; thus, 
there will be less likeli- 
hood of a misstep in 
duplicating the instru- 
ment. 
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Schematic circuit of the complete "amplitenna." The components' determine the degree of amplification, shielding, and bypassing. 
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Stage-gain characteristics of 



Non-T.R.F. Amplification 

The first riddle concerned a means 
of amplifying all the broadcast fre- 
quencies (550 to 1,500 kc.) evenly, 
without the use of moving parts or 
expensive components. 

Untuned R.F. amplification (using 
suitable iron-core R.F. transformers), 
meets the bill, for it has simplicity, 
absence of moving parts, extreme 
compactness, and low cost to recom- 
mend it. However, in direct contrast 
with the usual tuned R.F. amplifier 
(incorporating air-core R.F. trans- 
formers and a number of variable 
condensers), it has heretofore been 
deficient in the matter of gain-per- 
stage, necessitating one or two addi- 
tional stages in obtaining a corre- 
sponding output. With the three- 
element tubes, this lowered degree of 
amplification has been considered a 
drawback, accounting, in part, for 
the greater popularity of the tuned 
R.F. amplifier. But now, with the 
advent of the five-element, oi pen- 
tode, tubes, the necessary gain-per- 
stage may be attained in the correct- 
ly designed untuned R.F. amplifier. 

(The "Duratran" iron-core R.F. 
transformers selected for this circuit 
cannot he duplicated by the amateur, 
with any degree of success, as the 
iron cores are made of special "radio 
frequency" iron laminations, only 
.002-in. thick, and insulated hy a spe- 
cial process.) 

Overall and Stage Gain 

It is difficult to realize the impetus 
which the new tube designs can give 
to the use of untuned amplifiers, un- 
less we can visualize the facts. There- 
fore, we reproduce in Fig. 2 a curve 
which illustrates the com- 
parative results secured 
with old and new instru- 
ment designs. Each tube 
type is usee at its normal 
rated current values. 

First, we see the line 
which represents the old, 
or "ordinary," Duratran 
used in a stage incorporat- 
ing the type '27, ^-element 
tube; the gain-per-stage is 
only about 5. Three such 
circuits in tandem result in 
an overall gain of only 
about 125! Next, we come 
to a similar circuit set-up 
incorporating the type '24, 
4-element tuhe, and the 
"screen-grid" Duratran es- 
pecially designed for use 
with it; the average gain has increased to about 13. For 
three stages the total voltage amplification would be about 
2,000, Considerably greater improvement resulted with 
the advent of the type '34, variable-mu R,F. pentode; here 
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Fig. 3 

The "amplitenna" used only as a remote amplifier 
in multiple-receiver installations. 
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Interior view of the "amptitenna," complete with power equipment, "ready to go 



the stage gain, still using the "screen- 
grid" Duratran, has increased to about 
22. The overall amplification for 
three stages is now about 10,000. Fi- 
nally, we incorporate the new type 58 
variable-mu R.F. pentode, together 
with our "screen-grid" Duratran, in a 
stage which now shows a gain of about 
26. For the three stages the gain is 
well over 15,000! It is this combina- 
tion which was selected by the authors 
for the amplifier portion of the "power 
antenna." (Although the graph indi- 
cates a tendency toward "peaked" per- 
formance at two points in the tuning 
range, this effect was not observable 
in practice, by ear; the action seemed 
to be quite "flat." These tubes of the 
new "50" series — and the 82 rectifier 
— consume much less filament power 
than the next nearest types of older 
design.) 

This is amplification enough to over- 
come all the losses involved in a cir- 
cuit of this general nature, with suffi- 
cient amplification left over to make 
practical the original idea of using 
only a "capacity " or, more correctly, 
"capacitative" antenna, indo.ors, as the 
signal pick-up, in lieu of the more 
orthodox systems, such as a wire 
strung around the room, or an aerial 
atop the roof. We will return to this 
phase of the design a little further on. 
At the moment, we are interested in 
ways and means of obtaining an R.F. 
amplifier of high-gain type and with- 
out moving parts. 

Shielding and Bypassing Datiils 

Shielding and bypassing are so im- 
portant in a circuit of this nature that 
too much stress cannot be placed on 
these particular points. Circuit sta- 
bility and the degree of 
amplification depend upon 
the efficiency with which 
these factors are handled. 
To simplify the mounting 
and wiring of the compon- 
ents, with due regard for 
the necessity of adequate 
shielding, the amplitenna 
was designed to mount 
every part on the alumi- 
num sheet which forms the 
base of the shield-can. (Fig. 
4 is a drilling layout.) 

Thus the shield cases 
shown dotted in Fig. 
1, of Ll and L2 are 
grounded. While this is 
true also of the shield 
around R. F.C.I, it is not 
true for the metal hemi- 
sphere within which is contained the coil comprising the 
"antenna" type Akaformer; this case is inverted, mounted in 
this position and insulated from the chassis, and connected to 
one side of the mica-insulated coupling condenser, C5, which 
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Here is a high-gain R.F. amplifier which has no moving parts, requires no circuit align- 
ing, has no controls to operate except an off-on switch, costs very little to build, is self- 
powered, and which is designed for easy assembly. Connect this instrument wherever 
you want to have high amplification of broadcast frequencies of 550 to 1,500 kc. 
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Fig. 4, left 

Arrangement of the mounting holes to accommo- 
date the apparatus of the "amplitenna.' 

Fig. 5, above 
Frequency characteristics of an R.F. transmission 
line. At A, a set with low-impedance input; B, 
same set with matching transformer; C, a set with 
high-impedance input; D, same with transformer. 



couples the output of the entire ampli- 
fier to this "matching transformer.'* 

Long leads are anathema in a circuit 
of this type, while adequate bypassing 
is not merely an idea to enrich the 
condenser manufacturer, but actually 
an absolute necessity. Note particu- 
larly that non-inductive condensers are 
specified in certain positions. 

The cap leads to the 58's must be 
shielded, and the shields grounded; in- 
ductances Ll, L2, have leads of this 
type. Be careful that one or two strands 
of this shielding are not permitted to 
wander about, as they may reach to the 
rubber-covered conductor within and 
cause a short-circuit, thus rendering the 
entire assembly inoperative. 

Adequate screening calls for shield- 
cans around all the tubes. These 
shields appear in the interior view of 
the amplitenna, Fig. B, and their de- 
sign is an important factor influencing 
the effective grid-plate capacity of the 
type 58 tube. When the shield-can is 
provided with a collar which closely 
fits the tubular part of the dome, the 
combined effect of the can construc- 
tion and the internal shield will give 
low effective grid-plate capacity. If 
shielding is used, as specified, sufficient 
ventilation should be provided to avoid 
overheating the tube, since the surface 
temperature of the bulb, at the hottest 
part, should not exceed 150 deg. F. 
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Curves of noise radiation via air and 
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Akaformer units: 



Reducing Cross-Modulation 

The long "cut-off" or variable-mu 
feature of the type 58 tube effectively reduces cross-mod- 
ulation which otherwise would result with strong local 
stations in operation. That is* the variable-mu character- 
istic of the tube permits its control-grid potential to swing 
over a considerably greater range than when other types 
of tubes are used, before the tube curvature can become 
sufficiently distorted to cause detection; (even then, it is 
impossible to obtain linear detection with this tube). While 
it is true that greater sensitivity could be obtained if tubes 
of the same general construction, but lacking the variable- 
mu feature, were employed, this point bears no weight in 
the present instance as the amplification obtained with the 
present design is sufficient, in most instances, to make an 
ordinary slight background noise sound like Niagara! 

In order to afford some means of compensating for 
slight discrepancies in design and construction, and to 
allow for differences in the input system of receivers with 
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which the power antenna may be asso- 
ciated, a volume control is provided, 
Rl, which may be adjusted through a 
small hole in the side of the overall 
shield-can, as shown in Fig. A, (and 
the illustration on the cover). Once 
adjusted for a given set-up, it need not 
be manipulated again. 

Characteristics of the 82 

It should be noted that with con- 
dense}' input to the filter, the peak 
plate current of the tube is consider- 
ably higher than the load current. 
With a large condenser in the filter 
circuit next to the rectifier tube, the 
peak current is often as much as four 
times the load current! 

(Under operating conditions, the 82 
has a bluish-white glow filling the 
space within the plates and extending 
to some degree into the surrounding 
space outside the plates. This glow, 
caused by the mercury vapor, is an in- 
herent operating characteristic of the 
82. Service Men find this effect a 
very convenient means of checking the 
performance of the associated equip- 
ment as a whole, — fluctuations and 
variations in current demand being re- 
flected in the 82 as a variation in the 
appearance of the blue glow.) 

It is characteristic of mercury vapor 
rectifiers that no appreciable plate cur- 
rent will flow until the plate voltage 
reaches a certain critical positive 
value. At this point the plate current 
rises steeply to a high value in a small 
fraction of a second. This surge of current recurs each 
time either plate becomes positive, and produces highly 
damped R.F. oscillations which may excite circuits in the 
immediate vicinity of the tube and thus result in noisy 
operation. (Therefore, condenser C8 should be of mini- 
mum capacity.) In consequence it is necessary to com- 
pletely enclose the 82 in a metal shield-can, which is then 
grounded. (The shield-can, shown in Fig. B alongside the 
rectifier, V4, is not so "hot," as it gets too hot (!), — it 
should have greater ventilation. Notice the considerable 
increase in background noise when this shield-can is per- 
mitted to float ungrounded.) It is also necessary to place 
a small R.F. choke of low distributed capacity, R.F.C.2, 
R,F,C,3, in each plate lead so that the R.F. surge to 
the filter is reduced sufficiently to eliminate impact exci- 
tation, 

(Continued on pftfje 50 i) 



These units compensate 
for the lots in the shield- 
ed lead; also, they tend 
to raise the amplitenna 
signal above the noise 
level. 



Ficj. C 
A, "antenna 



B, "set". 
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AN EXPERIMENTER'S 
LONG-WAVE TUNER 
CHASSIS 



SAMUEL WHISK 



One of the first descriptions of a custom-built 550 to 2,000 
me+er receiver, for the reception of foreign stations. 



Dunn 
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Fig A 

External view of the 550 to 2,000 meter receiver 
designed and constructed by the author. This 
receiver is also equipped with a standard short* 
wave and broadcast receiver, as shown above. 
Note the symmetrical arrangement of the tuning 
controls. 



SHOUT time ago the writer com- 
pleted a fi'nl all-wave receiver. 
At least, it included not only a 
short- and broadcast- wave 
tuner, hut, it also comprised* a so-called 
long-wave section to cover the 550 to 
2,000 meter band. The performance of 
this long-wave, tuned-radio-frequency 
chassis so interested the editors of 
Radio-Craft that the writer was pre- 
vailed upon to "write it up" as a unit 
apart from the rest of the machinery. 

As will be seen by reference to the 
front view of the entire set, Fig. A., a 



STATIONS HEARD 



• THE AUTHOR furnishes the following list 
of long-wave stations heard with this re- 
ceiver early one morning, just after the set 
had been completed for test: 

KDKA, about 1,000 meters, special high-power 
testing (nearly wrecked the reproducer!); 

Warsaw, Poland, 1,400 meters; 

Vancouver, British Columbia [unidentified); 

Radio-Paris, France, 1,725 meters; 

Also, the following long-wave navy aircraft 
beacon phone stations: 

WWZ, Seattle, Wash.; WWU, New Bruns- 
wick, N. J.; WWX, Washington, D. C; 
KMQ, Manila, Philippine Islands. 




Fig. B 

An internal view of the receiver showing the lo- 
cation of the parts before wiring. 



very symmetrical arrangement of the 
controls has been secured. As the set 
is in the nature of an experimental 
job, it is a bit more complicated than it 
otherwise might be, in that there have 
been provided not only the usual off-on 
switch and volume controls, but also 
regeneration — oscillation, and sensitiv- 
ity controls. 

If the constructor wishes to follow 
the original parts placement, he may 
refer to Fig. B; however, the writer 
does not feel that there is anything 
critical in this phase of the work, pro- 
vided the long- wave coils are shielded 
and due care is given to the wiring. 

Schematically, the circuit is that of a 
T.R.F receiver, as may be seen by ref- 
erence to Fig. 1. Since A.C. power 
packs are no longer a problem to most 
set builders, and as many experimenters 
may prefer to use an available power 
supply, no attempt has been made to 
show the power pack, either in picture 
or diagram form; besides, the pack used 
in this arrangement was designed to 
power the whole assembly. 

General Problems 

Designing this long-wave chassis was 
not all "peaches and cream. M Far from 
it. It was one thing to establish the 
premise that the set must be capable 
of picking up overseas programs direct 
(Continued on page %89) 
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Fig. I 

Comf ete schematic circuit of the receiver. Any standard power unit may be used, as may any audio system. Standard voltages are applied to the tubes. 
RADIO-CRAFT for FE8RUARY, 1933 461 



WWW. 



THE LATEST 
RADIO EQUIPMENT 




Photograph of the new Hickok Statiktester. 



NEW STATIKTESTER BY HICKOK 

THE illustration to the left shows the new Hiekok Statik- 
tester which is, in reality, a portable testing laboratory. 
The following measurements may be conveniently made 
with this device: D.C. voltages up to 1,000 volts; A.C. 
voltages up to 800 volts; D.C. current to 200 ma.; A.C. 
current to 200 ma.; resistance (ohmmeter readings) from 
.25-ohm to 20 megohms; capacity ranges from .05- to 15 
mf.; electrolytic condenser leakage and capacity; all val- 
. ues of inductance from .5- to 50 henries; tube-testing facil- 
ities for all the new tubes. 

As may be seen by reference to the photograph, all the 
controls necessary for manipulation of the device are on the 
panel, and all necessary adapters are housed in the cover. 



UNIVERSAL "MIKE" STAND 

THE Universal Microphone Co. has just released for sale 
a new microphone stand which is illustrated below. A 
feature of this stand is that it may be adjusted to almost 
any height desired because of its concentric tube construe- 
tion. The holder for the mike is designed for a spring 
support. 




New Universal microphone stand. Note the sections. 




TKe mike-amplifier. 



NEW "MIKE" 

THE Sound Engi- 
' neering Corpo- 
ration announces 
a new microphone 
a n d amplifier 
shown to the left. 
The output of this 
condenser-a m p li- 
fier is equivalent 
to that of a con- 
denser mike and 
may be adapted 
for either a 200- 
or 500-ohm line. 
There are no high- 
frequency peaks to 
mar response, as 
in other mikes. 




HEADPHONE-CRYSTAL SET 

THE unique device illustrated below 
* is a complete radio set in a pair of 
telephone receivers. You connect the 
antenna and ground to the phone tips, 
and tune. It is distributed hy H. H. 
Burtt in America. 




CRYSTAt OETECTOfi 

New German telephone-receiver. 



Two type 9 Dubilier mica condensers. 



DUBILIER PRODUCTS 

THE Dubilier Condenser Corp. an- 
' nounces a new type of molded mica 
condenser, known as the type 9, for 
transmitter, high-grade receiver, and 
power amplifier work. A new type of 
low loss molding compound is used, 
which is claimed to be more efficient 
than the usual run of bakelite types 
formerly employed. They are made 
with an accuracy of 10 f ' f , and are fur- 
nished with either 6/32 in. tapped 
holes or with clearance holes for No. 
6 screws. They are made in sizes 
from .00005- to .05-mf., and have a 
breakdown voltage of 1,000 and more. 
They are approximately lftxl% inches. 



NEW SPARTON RECEIVER 

THE new Sparton receiver illustrated 
' below is one of a group designed to 
incorporate the latest ideas in radio. 
It is a thirteen tube receiver and is 
equipped with three dynamic speakers. 
The details of this set were published 
in the December, 1932, issue of this 
magazine. 

The Lafoy system of automatic vol- 
ume control is used; this system also 
having been described in the July, 
1932, issue, page 37, Data Sheet No. 
70. The set has a sensitivity of 4 
microvolts, absolute, and an undis- 
torted output of 20 watts. 




Photograph of the triple-speaker "Triolian" receiver. 
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NEW YAXLEY PARTS 
VAXLEY announces a new combina- 
* tion switch and variable resistor 
shown in the upper part of the sketch 
below. By means of the set screw, the 
switch may be entirely disconnected, 
not even snapping. The lower photo- 



graph is a new portable station selector 
volume control, designed to control vol- 
ume to headphones or speaker. 



THE NATIONAL "JIGGER" 
A REAL novelty. When placed i 
front of your loudspeaker, th 



in 
the 




when speaking or 
Singing into -mike~ 
figure dances 




Two new Yaxley parts ready for distribution. 



The New National "Jigger." 



small mike causes several relays lo 
operate, which, in turn, makes the jig- 
ger jig to the tune of the program. 
Made by the National Co. One of the 
"gadgets" referred to in our Editorial. 



AUTO SUPPRESSOR KIT 

/ /pROTECT-O-PACKED," this 



new 



resistor kit by Continental Carbon 
contains a variety of ignition suppres- 
or parts suitable for 4's, 6's and 8's. 




The Continental suppressor kit. 




Left, Mr. O. H. Caldwell; and right. Dr. Sharp tuning the simple receiver with 
the 50-year old Edison tube. 




Close-up of the Edison receiver; the two wires serving as the plate ar 
clearly shown. 
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50 YEAR OLD EDISON 
LAMP USED IN RECEIVER 



IIAS radio really advanced? Is present-day equipment 
really more sensitive, and does it really give better 
quality than the older radio equipment? These questions 
are most conveniently answered by referring to the two 
photographs shown at the left. 

It seems that about 50 years ago, Thomas Alva Edison 
discovered that if a cold metallic plate of some sort be 
placed around the filament of his incandescent lamp, 
there would be a flow of current from the filament to 
the plate. This effect, as will be readily recognized, is 
the fundamental principle of our modern vacuum tube. 
In order to obtain qualitative as well as quantitative 
data, Edison built several such "radio tubes/' and one 
of them is shown in the photographs to the left. 

The original model of Edison's lamp was recently con- 
nected in a double-circuit tuner by the National Broad- 
casting Co.. They picked up a signal from WJZ on the 
little receiver and fed the output to the input of WEAF 
for rebroadcasting purposes. Listeners all over the 
country state that the reproduction was as good as the 
ordinary programs. Dr. Clayton H, Sharp, well-known 
scientist, is shown tuning the set (which has a range 
of about one-half mile) while 0. H. Caldwell, President 
of the New York Electrical Society, looks on. 

The lamp has a carbonized bamboo filament surround- 
ed by two upright thin wires which Mr. Edison used as 
the plate. The schematic circuit of the set is shown: 
it is simple, and was run directly off the 110-volt D. C. 

line. The large 
resistors shown 
were used to 
gradually bring 
the filament 
voltage up to 
110-volts. 

Now, radio 
men, do you 
think radio has 
advanced in the 
past fifty years? 
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Schematic circuit of the double circuit receiver. 
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H*rVi th« famous International "in the flesh." Schematic circuit and detail 
photographs appear elsewhere on these pages. 
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Another view showing the front of the set with the cabinet removed, 
adjustment for the speaker is clearly illustrated. 



The 



ANEW radio receiver, ideal for use in traveling, has 
recently been introduced. These sets are made to 
be used on all common power lines, including 110 
i volts A.C., either 60 or 25 cycles; 110 volts D.C.; 
(> volts D.C. with an automotive "B" power unit; or 220 
volts A.C. or D.C. with an adapter. 

It is readily seen that these sets are truly "universal." 
The complete receiver, including the aerial and power plug, 
is housed in a bakelite cabinet S%x(JVjx4 inches — little 
more than a good sized hand full. And it weighs only 6 
pounds! 

The bakelite cabinets are also an innovation. The manu- 
facturer chose bakelite for its neat appearance, light weight, 
and also because bakelite is not easily scratched or marred 
in use. The cabinets are furnished in a number of attrac- 
tive colors to match "milady's boudoir." 

The Circuit 

So much for the appearance of the set. The circuit is a 
conventional T.R.F. arrangement with several novel fea- 
tures that distinguish it from the ordinary In the first 
place, the filaments of the four tubes in the set are all 
connected in series. This includes the type *30 R.F. tube, 
the type '36 detector, the type '38 audio amplifier and the 



type KR-1 rectifier. These tubes are of the type designed 
for automobile use, with 6 volt filaments, drawing 0>3-am- 
pere. The type '36, '38, and '39 tubes are pentodes, designed 
for the purposes used, while the KR-1 is a mercury-vapor 
rectifier made for the "B" power units of automotive sets. 

Reference to the circuit in Fig. 1 shows the positions of 
the four tubes and the circuit for the series filaments. The 
resistor R7 is a long wire wound unit, running the entire 
length of the receiver, and reduces the voltage of The 110- 
volt supply to 24 volts for the filaments. The KR-1 tube is 
a heater type, so that its filament is not in the plate supply 
circuit, but simply heats the cathode. The latter circuit is 
connected through a filter choke to the plates of the three 
tubes. It is interesting to note that the screen grid of V2 
is connected to the cathode of V3. In this way the screen 
grid is supplied with the low positive potential required for 
detection, by the voltage drop in R6. This method of connec- 
tion eliminates the need for a separate resistor for the 
screen-grid bias and, at the same time, it saves a bypass 
condenser. Condenser C8 serves as a bypass for both the 
screen grid of tube V2 and the cathode resistor of V3. 

The method of coupling the various stages together is 
also slightly out of the ordinary. The aerial coupling coil 
is quite large and is lattice wound, on the same form with 
the secondary. In addition, a small coil of three turns is 
wound directly over the secondary and connected to the 
aerial condenser. This coil supplies a small amount of 
capacitative coupling between the aerial and the secondary 
coil for the purpose of equalizing the coupling over the 
complete band. An aerial condenser of .0001-mf., Cl, helps 
to sharpen the tuning and isolates the aerial from the set in 
case the latter touches the power line, etc. 

The plate of VI is coupled to the grid of V2 by a small 
capacity. This capacity, shown in the diagram, consists of 
an insulated wire about four inches long wired to the grid 
end of L2. A smaller wire wound around this insulated 
wire over the full 4 inches and connected to the plate of 
VI, supplies the coupling capacity. The lead from the tun- 
ing condenser of V2 is shielded carefully by a twisted wire 
wound around it and grounded to the chassis of the 
set. The chassis of the receiver is insulated from ground. 
An 0.1 mf. condenser, C12, is used to connect it electrically 
to the ground. 

A small piece of wire (X) at one end of the grid circuit 
of V2 is placed in the field of the aerial coil LI, evidently to 
introduce a small amount of regeneration to increase the 
sensitivity of the receiver. 

The detector tube is coupled to the audio tube by the or- 
dinary resistance coupling* method. This consists of con- 
denser C6 of .002-mf. and the two resistors, R4 and R5. The 
screen grid of the audio tube V3 is connected to the plate 
supply circuit and is effectively at the same potential as the 
plate of this tube. The magnetic speaker is connected di- 
rectly in the plate circuit of V3 and is evidently matched to 
the plate impedance of this tube. 

The volume control, Tl2 f consists of a variable resistor 



THE GREATEST SET OF THE YEAR! 

Undoubtedly, the International "Kadette" 
described here is now enjoying a greater sale 
than any other radio set on the market. It 
has been imitated, but, so far, never dupli- 
cated. RADIO-CRAFT presents, with pride, 
the first technical discussion of the "original. 11 
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THE MANUFACTURER of the International "Kadette" taught the 
radio industry a lesson which will not be forgotten so soon. 
Quietly and without fuss, during the last year, this company, a new- 
comer in the radio field, tackled the problem of radio merchandising 
in a brand new way. They sold radio sets where they had never 
been sold before. Instead of going to radio outlets, they went to 
dry goods stores, sporting goods houses, jewelry shops, and even 
clothing shops. Indeed, they left all radio outlets severely alone. 



They placed a good price on their product, and turned out not only 
an original, but a remarkably new type of radio set that took like 
wildfire, and threatens, indeed, to become the largest radio seller 
in America now. 

The manufacturers also took cognizance of the depression and 
sold a first-class radio set at a price to fit the country's pocketbook 
today. 

Radio still is a good business, if you know how to go about it and 
get out of the beaten path. 



with a maximum value of 
200,000 ohms, in series with 
a 150-ohm wire-wound fixed 
resistor, Rl. The latter re- 
sistance prevents the bias 
from being dropped too low. 
The volume control circuit 
is connected in the cathode 
and suppressor circuit of 
the radio-frequency tube, 
VI. It is bypassed by a .01- 
rnf. cartridge type con- 
denser, C4. 

Another peculiarity of the 
circuit is the use of a large 
lattice wound coil, L4, in 
the plate circuit of VI, 
placed quite close to L2 that 
evidently serves the double 
purpose of supplying some 
coupling to the grid coil of 
V2, and in addition, acts as 
a radio-frequency choke coil. 
This coil is mounted at the 
end of L2, and at right an- 
gles to the direction of the 
windings in the latter coil. 

The Operation 
In operation, the set acts 
differently on each type of 
current supply. On a 110 
volt A.C. supply, either 25 
or 60 cycles, the current is 
supplied directly to the fila- 
ments of the tubes, which 
are all of the heater type. 
The A.C. supply is also ap- 
plied to the plate of the half- 
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Rear view of the famous receiver. Note how every bit of space is utilized 
to good advantage. 




An under-view of the set. Socket connections and parts are in a huddle, here. 
The depth of the set may be estimated by comparison with the tube at the left. 



In operation on the 110 
volt D.C. line, the power 
plug is inserted into the 
socket the same as for A.C. 
operation, without any 
switching, or other changes. 
The current is applied to 
the series filaments, and the 
current for the plates and 
grid circuits is passed 
through the rectifier V4 and 
the filter circuit in exactly 
the same manner as for A.C. 
If the plug is inserted cor- 
rectly in the socket, the posi- 
tive pole is connected to the 
plate circuit of the rectifier 
and the current is passed 
through, without any 
change except for some fil- 
tering in the choke coil and 
condenser circuit If, how- 
ever, the plug is inserted in- 
correctly in the soeket, the 
negative pole is connected 
to the rectifier plate and no 
current flows. Thus, it can 
be seen that no harm is 
done if the plug is reversed, 
but the set will not operate 
until its connection is cor- 
rect. 

When using the set in an 
automobile, the special 
adapter plug is employed. 
This adapter connects all the 
tube filaments in parallel 
for operation from the 6- 
volt battery. The plate sup- 



wave rectifier, V4, through resistor R8 which has a value of 
75 ohms, and is bypassed by condenser Cll. The rectified 
plate current from the mercury-vapor tube is filtered by a 
choke coil L3 and two electrolytic condensers C9 and C10. 
This filtered direct current is then applied to the plates, 
grids, and screen-grid circuits directly or through resistors, 
depending on the voltage required. 



ply is furnished either by "B" batteries, or from an auto- 
motive "B" supply. In this case, the plate current is applied 
to VI, V2, and V3 without passing through V4, or the filter. 
V4 is not used for automotive operation. 

The only remaining type of operation is from 220 volts, 
either A.C. or D.C. There are very few places in the United 
(Continued on pftf/c ~>OJ) 
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Schematic circuit of the International "Kadette," This circuit is reproduced for the first time in any radio publication. 
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Fiq. 6 

The low and high*fr«qu«ncy speaker combination 
used so effectively by the Bell Laboratories. (Photo* 
graph courtesy Bell Telephone Laboratories.* 




Fig. A 

The high-frequency speaker developed by the Bell 
Laboratories to respond up to 12,000 cycles. (Photo* 
graph courtesy Bell Telephone Laboratories.) 



THIS is the age of specialists. No 
matter where we turn we see evi- 
dences of this fact. In radio we 
find no exception. In the hour 
of need, when new developments are 
not forthcoming, these same specialists 
are forced to review all past perform- 
ances and, somehow, twist something 
from the past into a new creation and 
bring it forth as a beautiful thing . . . 
to be adored . . praised ... to put on 
a pedestal . . . like a false god. And, 
so, we have new developments . . . 
oftentimes taken from the past. 

This does not mean that we do not 
occasionally produce an excellent de- 
vice, materially improved, by the addi- 
tion of other new developments; for 
some of our best equipment is made in 
this wise. Sometimes, however, in- 
stead of an improvement there is a 
decided cheapening of the product un- 
til it is much inferior to the article 
from which it was originally created. 



SOME INTERESTING 
LOUDSPEAKER FACTS 

The third of a series of articles which deal with multiple 
speakers. This vitally important subject is fully discussed 
in this, the final installment. 



ELI M. LURIE 



PART III 



In brief, this is the story of the Dual 
Loudspeaker . . . taken from the past. 

Through certain sources of informa- 
tion, it has been found that the whole 
movement toward dual loudspeakers 
is the result, primarily, of propaganda 
initiated by loudspeaker manufactur- 
ers. It is the aftermath of a past 
experiment that was presented by the 
Bell Telephone Laboratories in an 
effort to produce a practical system of 
reproduction that would cover the 
audio spectrum up to about 12.000 
cycles. The Bell Laboratories required 
such a system in order to reproduce 
phonographic recordings upon which, 
by a new process, they were enabled 
to record as high as 12,000 cycles. 

Since they had no speaker available 
for such high-frequency reproduction, 
and since it was agreed that even if 
one were available it would still be 
of no practical value for use on the 
low-frequencios, an entirely new type 
of speaker was conceived. This in- 
strument was designed to operate 
from 3,000 cycles up to and includ- 
ing 12,000 cycles. For the lower fre- 
quencies, another speaker, especially 
suited for such work, was used. The 
high-frequency speaker is shown in 
Fig. A and a section view in Fig. 1. 
In Fig. B is shown the arrangement 
consisting of both high- and low-fre- 
quency loudspeakers. In conjunction 
with each speaker, a simple network 
or filter is used to allow only those 
frequencies which are in the efficient 
range of the speaker to be reproduced 
by that speaker. Such a system is un- 
doubtedly the best yet devised, and 
response tests have indicated that it 
is possible to greatly improve the re- 
sponse characteristic through its use. 

There are two methods of utilizing 
the experiment of the Bell Labs. : 
First, hy doing the same thing, viz. 
using two or possibly three speakers 
and having each speaker designed to 
cover only a portion of the spectrum 
with its highest efficiency in that por- 
tion. Such combination* are shown in 
Figs 2A and 2B. Each speaker should 
include a hand-pass filter that should 
conform to the operating frequencies 
by allowing all of the frequencies to 



be handled by a given speaker to pass 
by, cutting off sharply on each side 
.so that all other frequencies are elimi- 
nated. Thus, what one speaker would 
reproduce, would not be reproduced by 
either of the others. The second 
method (Fig. 3) is to use the same 
two, or possibly three, speakers, but 
instead of connecting the band-pass 
filters to each speaker, separate output 
amplifiers are used for each individual 
speaker. Now each of these amplifiers 
is also designed to cover only the oper- 
ating portion of the speaker which it is 
to feed. This is accomplished through 
the use of tuned input and output 
transformers, or by similar tuned cas- 
cade arrangements of either impedance 
or resistance coupling. At the input 
of each tuned amplifier is a band-pass 
filter also tuned to the same band. 
Though the latter is not entirely neces- 
sary, it is effective in that it limits ex- 
cessive voltages of wrong frequencies 
from being applied to the input cir- 
cuits. 

In the June 1929 issue of the Physi- 
cal Review, in an article by Wolff, it is 
claimed that when two speakers are 
placed in an infinite baffle (buried in 
the earth, Editor) with their edges 
touching, there is a reenforcement of 
the low frequencies. The theory be- 
hind this effect is perfectly sound, and 
has been confirmed in perhaps the 
finest equipped laboratory for sound 
measurements in the world. 

The practical magnitude of the 
effect, however, is not as large as a 
layman would expect when he is told 
that the power at the low frequencies 
is doubled under these conditions. The 
HHtsitttum gain is only 3 DB, and to the 
ordinary listener, constitutes just a 
perceptible difference. From Dr. 
Wolff's data, it may be deduced that 
the gain is 2.3 DB at 500 cycles, less 
than 1 DB at 700 cycles, and zero at 
X50 cycles, and this when their edges 
ore in contact and the speakers are 
mounted in an infinite baffle. Also, it 
only applies to speakers using 8-inch 
cones. 

When the speakers have cones that 
are not of the same size, then each 
cone will have a different fundamental 
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period. This means that even though 
they are traveling in phase, when one 
diaphragm is vibrating at resonance 
and the other is not, their motions will 
be somewhat out of phase, with a re- 
sulting loss in efficiency which would 
not happen under conditions of per- 
fect phasing. Many receivers on the 
market use two speakers with different 
size diaphragms which, it is seen, are 
contrary to Dr. Wolff's results. 

In the face of a certain amount of 
theory supporting the dual-speaker 
arrangement which has already been 
explained, the cause of the poor re- 
sults usually obtained is not at once 
evident. One reason, aside from the 
generally poor quality and cheapness 
of some of the speakers employed, is 
the effect of the sharp resonances 
which occur in the high-frequency 
range. These resonances not only 
occur in cheap speakers, but even in 
fairly good ones, (This was discussed 
by the author in the October issue of 
Radio-Craft,) 

Now these sharp resonances that 
occur in the high-frequency range pro- 
duce both frequency distortion and 
transient distortion. When dual speak- 
ers are used, and these speakers are 
peaked at different frequencies in the 
lower end of the spectrum, a partial 
compensation results, and there is a 
slight flattening out of the frequency 
characteristic over these lower fre- 
quencies, giving better quality. But 
the fact that the speakers contain low- 
frequency resonant peaks, high and 
sharp enough to modify the response, 
is a confession that the speakers them- 
selves are of exceedingly poor quality. 

The cause of such a peak is pri- 
marily due to low damping in the sys- 
tem. This may be due to a number 
of causes, the chief of which is a low 
value of electro-mechanical damping 
because of the use of weak fields and 
small driving coils; other causes are 
stiff spiders and the use of paper edge 
suspensions. 

In contrast with this effect, it has 
been found that in the case of a well- 
designed speaker in which quality is 
paramount, the low-frequency resonant 
point cannot be detected in the re- 
sponse curve, even when the latter is 
made out-of-doors so as to eliminate 
any room effects. The reason for this 
good performance is that provision has 



been made for a strong magnetic field 
across the air gap and the use of suffi- 
cient wire on the driving coil. Also, 
the electro-mechanical damping is af- 
fected by the electrical impedance 
(tube impedance) which the loud- 
speaker faces, it being less for the 
higher impedances which are generally 
associated with pentodes and class B 
operation. 

Thus, the ultimate result is that the 
frequency distortion in the higher fre- 
quency range increases with the addi- 
tion of each speaker; for whereas we 
only had the distortion of this type 
from one speaker, the addition of the 
second speaker produces its own dis- 
tortion which is added to the other. 

Now in regard to the second type of 
distortion, which is transient distor- 
tion, this is also multiplied with the 
addition of each speaker; for if only 
one speaker were used, there would 
only be one low frequency at which 
transient distortion could take place 
instead of the two low frequencies, 
which would result by the addition of 
the second speaker operating at a 
different pitch from that of the first 
speaker. 

One manufacturer suggests that the 
gain in efficiency through this system 
would warrant the use of lighter cones 
with the corresponding increase in effi- 
ciency (through their use); but the 
fact that the lighter cones would tend 
to "break-up" on strong signals, of 
course, eliminates such a procedure. 

Since it is evident that a gain in 
low-frequency response can be ob- 
tained, and also since it is possible to 
materially improve the entire fre- 
quency range so far as the response 
characteristic is concerned, several ar- 
rangements will be described which 
follow the logic already explained. 

First, it is well to remember that 
since the efficiency decreases with a 
change in the size of the diaphragms, 
the actual size of both diaphragms (if 
two speakers are used) should be the 
same. Both speakers should also be 
well designed with adequate field 
strength, and the speakers should have 
little, if any, noticeable sharp resonant 
peaks in the lower frequencies. 

In eliminating these sharp, low-fre- 
quency resonant peaks we also elimi- 
nate the transient distortion which is 
(Continued on page 490) 
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Fig. I 

Cross section of the high-frequency speaker photo 
graphically illustrated in Fig. A 
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The circuit of A shows the use of filters arranged 
for dual-speaker operation; at 8, the arrange- 
ment for triple-speaker operation. Note the con- 
nection of the filters. 
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Fig. 3 

Triple-speaker operation with the filters in the 
amplifier. 



YOU SHOULD READ THIS ARTICLE BECAUSE 

Almost every receiver now being manufactured is 
using two or more speakers; 

Most manufacturers do not know how to use mul- 
tiple speakers properly; 

The author tells you what has been done and what 
CAN be done with two or three speakers, properly 
used. 

IT CONTAINS VITAL INFORMATION FOR YOU 
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Fig. 4 

Speaker arrangements for three, at A; for only two, 
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SLEUTHING 
FOR STATIC 



GLENN H. BROWNING 



Here is an unusual article by a radio authority, designer of the famous Browning-Drake 
receivers, on locating interference, which is bound to knock some of your older theories 
into a cocked hat. Mr. Browning describes an instrument for locating sources of interfer- 
fhich uses a non-directive antenna, and actually measures the amount of noise 
coming in through your power line or via the aerial. 



ence wf 



THAT most radio interference 
"static" is not due to uncontrol- 
lable natural causes such as thun- 
derstorms, northern lights, heat 
lightning, etc., but is created by elec- 
trical equipment, the installation and 
operation of which is readily subject 
to legislation, is at last receiving the 
cognizance of the public at large. 

In fact, the subject of radio inter- 
ference has received international at- 
tention. At the meeting of the Inter- 
national Technical Consulting Com- 
mittee on Radio Communication, held 
at Copenhagen last June, the question 
of radio interference from electrical 
apparatus was discussed at some 
length. Here in the United States a 
committee known as the "Joint Co-or- 
dination Committee on Radio Recep- 
tion" of the National Electric Light 
Association, National Electrical Manu- 
facturers Association and Radio Manu- 
facturers Association has been ap- 
pointed to investigate the interference 
problem and take the necessary steps 
toward reducing man-made static. 
Many communities have passed ordi- 
nances prohibiting the operation of in- 
terference-producing equipment. 

Methods of solving controllable stat- 
ic problems are of importance not only 
to the broadcast listener, who finds 
that the pleasure of program reception 



has been spoiled, but also to other in- 
terests. Power companies haw learned 
that sparking power equipment is a 
costly proposition; program sponsors 
have found that it pays to assist lis- 
teners, who report poor reception, to 
better their local conditions. Insur- 
ance companies welcome knowledge of 
interference due to defective electrical 
equipment, since such devices repre- 
sent fire hazards. Storekeepers, and 
even householders, are amenable to a 
reasonable argument by the Service 
Man, pointing out the saving which 
may be affected by locating and elim- 
inating power leaks in signs, domestic- 
appliances, etc. 

However, locating the source of the 
disturbance in a reasonable time is al- 
most an occupation in itself, quite 
apart from that of applying the usual 
corrective measures — requiring units 
of inductance, capacity and resistance 
in combinations suited to individual 
needs. (The corrective phase of static- 
elimination has been discussed in the 
three-part article, "Causes and Cure of 
Interference," by F. R. Bristow, in the 
January, February and March, 1930 is- 
sues of Radio-Craft. — Technical Edi- 
tor.) The work of the interference 
trouble-shooter is divisible into three 
classifications, as follows: (1) loca- 
tion of the interference; (2) measure- 



ment of the field strength of the inter- 
ference; and, (3) measurement of the 
field intensity of broadcast signals 
which may be affected by the interfer- 
ence. A commercial test instrument 
designed to meet these conditions is 
the Tohe model 2X2 Interference Lo- 
cator illustrated in Fig. A; its control- 
panel markings are clearly shown in 
Fig. B. 

The Interference Locator 

It has been common practice for the 
'•interference hunter" to employ some 
type of portable radio receiver having 
a loop antenna (The now obsolete 
Radio la 26 superheterodyne was an 
old favorite for this type of work. — 
Technical Editor.), and to make a sur- 
vey of the disturbed territory. How- 
ever, in the field, the loop antenna 
proved to be in error with regard to 
the direction of the interference in a 
large percentage of cases, due to the 
fact that metallic wires conducted the 
signal along them, ami also due to 
radiations from metal buildings, etc. 
Consequently, it was found that a non- 
directional type of pickup was prefer- 
able, for then the interference could 
be tracked down by going towards the 
point of maximum nigual. The signal 
strength was for some time determined 
by ear alone, which was unsatisfactory 
becciuse of the ear's characteristic of 
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Complete schematic circuit of the Tobe interference locator. The fidelity curve of this receiver is almost perfectly flat from about 50 to 8,000 cycles* the 

greatest variation being about S DB. 
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Fig. B 

Photograph of the panel of the interference locator showing the location of the controls 



logarithmic response, and consequently 
meters were employed so that definite 
indications could be obtained. 

Interference Field Strength 

Public Utilities find that, in many 
cases, complaints are registered which 
state that reception cannot be obtained 
from distant stations. The interference 
man answering such a complaint can 
shoiv the complainant, by the use of 
the interference meter to be described, 
that the noise only has an intensity of t 
say, 2 microvolts-per-meter, and that 
in his locality this figure must of ne- 
cessity be tolerated. However, a sur- 
vey made of the surroundings may 
show that if the complainant would 
erect his antenna at the side of the 
house or on the roof instead of in the 
back-yard, his interference would only 
be, for instance, 1 microvolt-per-meter. 
In this example his program pickup 
has remained the same as before, but 
the noise pickup has been reduced one- 
half. Thus the man sent out to in- 
vestigate the complaint has been of 
real service, since he has determined, 
by the use of this instrument, the 
amount of so-called "permissible in- 
terference" allowed in the respective 
district, and has demonstrated the most 
desirable arrangement of the radio re- 
ceiving equipment. 

The field-intensity indicator consists 
essentially of a very sensitive light- 



1. A master switch for turning the instru- 
ment "on" or "off", 

2. A variable control for adjusting the fil- 
ament voltage of the tubes to the cor- 
rect value. 

3. A voltmeter for indicating tube filament 
voltage. 

4. A meter switch for utilizing this volt- 
meter to read plate voltage. 

5. A variable control for adjusting the 
volume of signal output from the in- 
strument. 

6. A dial for indicating the frequency to 
which the instrument is tuned. The 



weight, portable unit equipped with a 
vertical-rod antenna. The sound out- 
put, besides being audible in a pair of 
phones, is indicated on a specially de- 
signed meter. 

Program Field Strength 
To make the interference locator 
complete, a calibrated signal generator 
must be incorporated so that the 
amount of interference, or the amount 
of signal strength from broadcast sta- 
tions may be determined in terms of 
micro volts-per-meter. 

The design of an interference locat- 
or to meet these conditions presents 
many interesting problems. First, the 
sensitivity must be extremely high, for, 
with a short rod antenna only six or 
seven feet in height, the pickup of the 
set must compare favorably with that 
of an up-to-date A. C. receiver oper- 
ated on a long antenna. Then, the in- 
strument used must have the smallest 
possible amount of background or tube 
noise so that reliable signal strength 
data may be obtained with the volume 
control fully advanced. 

In the Tobe model 232 instrument de- 
sign, a three-stage screen-grid T. R. F. 
amplifier circuit was adopted, using 
specially high-gain R. F. transformers; 
the volume control varies the sensitivity 
from 25,000 microvolts-per-meter to 
0 5 microvolt- (Continued on page J*90) 



frequency range of the instrument is 
from 530 to 1550 kc. 

7. An intensity meter, having its scale 
divided into 75 equal spaces. 

8. A switch for turning the internal signal 
generator "on" or "off". 

9. An attenuator control, having its scale 
graduated in 100 equal divisions, for 
adjusting the output of the signal gen- 
erator. 

10. An auxiliary switch, dividing the range 
of the signal generator into three major 
divisions. 

11. An output jack for connecting head- 
phones, and the antenna jack for con- 
necting the vertical rod antenna. 




rig. f\ 

Photograph of the Tobe interference locator, 
model 2J2. 




Fig. C 

Exploring the territory surrounding the antenna to 
determine its best location. 




Fig- D 

Localizing the source of interference near a pole 
transformer. 



AN INTERFERENCE LOCATOR EQUIPPED WITH 
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BUILDING AND OPERATING THE 

SUPREME "56" 
POINT-TO-POINT 
RESISTANCE TESTER 

CHARLES PEPIN-DONAT* 



Panel view of the tester. Turn the panel face 
down, and you have the sketch of Fig. I. 

DUE to the tremendous develop- 
ments in radio receiving: ap- 
paratus, which include the new 
R.F. pentodes, class A and 
class B amplification, muting circuits, 
etc., the average radio man finds it 
extremely difficult to keep up, not 
only with the technicalities of the 
trade, but, most unfortunate of all, 
with his testing apparatus. It seems 
that every new development along this 
line renders the already available test- 
ing apparatus obsolete, which is, of 
course, an extremely undesirable situ- 
ation, both for the Service Man him- 
self and for his customers. It has 
been, therefore, the aim of many 
manufacturers to place an analyzer on 
the market which, aside from includ- 
ing testing facilities for all the newest 
radio circuits, also embodies prop- 
erties which are unlikely to render it 
obsolete as new developments in radio 
receiving apparatus are made. Fur- 
thermore it has been deemed highly 
desirable to make available the Model 

•Supreme Instruments Corp. 



56 Analyzer — to be described — in kit 
form, so that anyone may order the 
parts and easily build the analyzer 
with the aid of diagrams specially de- 
signed for the purpose, and be assured 
of a product as accurate in construc- 
tion as the factory made unit. 

Before going into details of the ac- 
tual construction of the Model 56, it 
would be well to state the reasons 




Fiq. 3 

Detail of the panel upon which the resistors are 
mounted. This panel is supported by the meter. 



why this analyzer is unlikely to be- 
come obsolete. The properties which 
make this analyzer unique are its 
facilities for testing any radio circuit 
which may be encountered. The 
Model 56 has no push-buttons; but in- 
stead, is provided with a number of 
pin jacks which may be interconnected 
with suitable test leads to obtain any 
reading in any radio circuit. Thus, 
radio-circuits designed for such tubes 
as the new 5-pin Wunderlich detector, 
in which the cap is connected to the 
cathode instead of the control grid, 
may readily be tested. Besides thesr 
advantages, the Model 56 Analyzer is 
designed to utilize all the advantage^ 
of the analysis of radio receivers by 
resistance measurements, a method 
which will undoubtedly be recom- 
mended in future radio service 
manuals. The use of the new uni- 
versal 4-, 5-, and 6-contaet sockets 
eliminates the necessity of two extra 
sockets, thus assuring eompactne-s 
and simplicity of operation. The ever 
important price problem has also been 
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Fig. 2 

Schematic circuit of the Model 56 tester. Voltage and current may also be measured. The battery connects, internally, to the two battery luo.s. 
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DO YOU WANT TO BE MODERN? 

• THEN here is a tester designed specifically for you. The complete 
parts may be purchased in a single unit for about $48 with a drilled 
and engraved panel but not assembled or wired. This tester also meas- 
ures voltages up to 900, A.C. or D.C.; and current to 300 ma., A.C. 
or D.C. A very complete resistance-measuring range is included, of 
course. 

A REAL TESTER FOR THE MODERN SERVICE MAN 




solved, inasmuch as the Model 56 pro- 
vides super-modern and futuristic 
facilities for a price within the reach 
of all. 

The most important and unique fea- 
ture of this analyzer, however, is its 
patented multimeter. This is the only 
successful and accurate meter on the 
market which will read A.C. and D.C. 
potentials and currents on the same 
scale. The advantages are obvious: 
it offers complete protection against 
a reverse movement of the needle 
(due to the application of a reverse 
potential) ; the elimination of a "re- 
verse potential" switch and the 
simplicity of scale readings along 
with the multi-ranges offered for po- 
tential, current and resistance read- 
ings, render the Model 56 worthy of 
the name "all-time" analyzer. 

Description of Tester 
The Model 56 analyzer is designed 



to meet all modern requirements in a 
radio tube socket tester. It is equipped 
with sockets for the accommodation 
of all commercial 4-, 5-, 6-, and 7-pin 
radio receiver tubes without adapters. 
An 8-wire analyzing cable is used, ter- 
minating with a 6-pin analyzing plug 
with a center contact for connection 
with a 7-pin adapter. The control 
grid lug is extended from the cable at 




A ine-drawing of the scale of the special meter 



Internal view of the Model 5*. Note the location 
of the multipliers. 

the top of the plug by means of an 
insulated flexible conductor so that 
"top capped" tubes of any size can 
be accommodated. 

Each of the analyzer cable circuits 
is connected to pin jack terminals on 
the analyzer panel so that the meter 
can be connected across any pair for 
potential or for resistance measure- 
ments. The cathode, plate, and the 
three grid circuits are each provided 
with two such pin jack terminals with 
switches between the pin jack pairs, 
so that the meter can be connected 
into any of these circuits for current 
measurements, or the self-contained 
battery can be connected into any of 
these circuits for tube tests. 

The meter is of the rectifier type, 
utilized in a patented circuit which 
provides compensation for tempera- 
ture variations and enables all A.C. 
and D.C. readings on a single scale. 
The meter has a basic sensitivity of 
360 microamperes which enables the 
calibration of resistance-indicating 
(Continued on page 495) 
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Fig. I 



Pictorial view of the tester. It may be wired exactly as pictured here; refer to the schematic circuit of Fig. 2 for additional data 
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BUILDING AND OPERATING 



THE A. C. METERLESS 
TUBE TESTER 



A description of the A. C. model of the Meterless ««. c 

T • — , 4 1 || Panel and Internal views of the auxiliary tester for rectifier 

lube Fester described by the author last month ' Th " unlt is not ab,olute,v •««"♦»•■. 



SOL D. PRENSKY* 



TO BRING simplicity back to 
testing circuits is the job for the 
meterless tube tester. Beautiful- 
ly simple; able to meet any 
threat of more new tubes, and low in 
cost, this outfit should appeal to any- 
one interested in testing tubes. The 
original model (simple model), pre- 
sented in the January issue of Radio 
Craft was an elementary model oper- 
ated by two dry cells and a 4% V. 
M C*' battery. The model presented 
here is A.C. operated in conjunction 
with a 7 Ms V. "C" battery, the drain on 
which is very small. It will test forty 
types of tubes in a simple manner, and 
ft ire dependable results. When new 
tube numbers arrive, they may be tak- 
en care of by simple additions to the 
chart, which will be explained below. 
Although this tube tester is a unit in 
itself, it will be found to be a useful 
and fitting companion to a "point-to- 

Mifetructm- in Physics. New Utrecht Hi*h 



point" set tester for resistance servic- 
ing. And all at a cost of about $8! 

Testing Principle 
As explained in the previous article, 
we are using the fundamental circuit 
of a simple, audio-frequency oscillator, 
reproduced again, for convenience, in 
Fig. 1, where the primary of the audio 
transformer, used as a tickler, causes 
the tube to produce an audible note, 
i.e., to oscillate at audio frequency. 
This circuit, as shown in Fig. 2, is so 
arranged that inserting any one of the 
types of tubes listed, in its proper 
socket, will cause an audible note to be 
heard in the phones. The variable 
factor, which gives us the scale for the 
worth of the tube, is the relative 
amount of plate voltage which must 
be applied to the tube in order to first 
hear the note. This factor is con- 
trolled by potentiometer R3, across the 
7 Mi V. plate supply, by means of which 
the voltage is increased from 0 to 7 l ,& 



V, as the R3 dial is rotated from its 
10 to its 1 reading. 

Under the conditions fixed for each 
tube, we find that for any given type, 
as a tube becomes less and less satis- 
factory, it requires more and more 
plate voltage to start it oscillating. All 
that is required, then, to give a valid 
test on the condition of a tube, is to 
prescribe the limits of the R3 dial read- 
ing — between which a good tube works; 
and similarly, the limits for weak 
tubes. Any tube requiring still more 
plate voltage (that is, a still lower 
reading of R3) can be branded as un- 
satisfactory. 

In general, it has been found that 
most good tubes start working between 
10 and 5 in this circuit. The chart ex- 
plained below gives the accurate limits. 

The function of the other parts in 
Fig. 2, is to fix the conditions for oper- 
ating each tube. Thus, we have rheo- 
stat R2 and fixed resistance Rl for the 
filaments; the various switches, which 



FEATURES OF THE METERLESS 
TUBE TESTER 

• MAY be fully constructed at home by 
anyone for about $8.00; It is simple to 
operate and positive in its results; It com- 
pletely tests more than forty different 
tubes; It uses absolutely no meters of any 
type, therefore there is nothing expensive 
that can burn out through misuse; the cir- 
cuit is fundamentally sound — there is noth- 
ing tricky or erratic about it to cause in- 
stability. Build, and see for yourself. 
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Fig. 2 

Schematic circuit of the A.C. Meterless Tube Tetter. Above, the left position 

of R3 it 10 and the right, I, on the dial. 

RADIO- CRAFT for FEBRUARY, |?33 



www.americanradiohistorv.com 




Fig. A 

Panel and Internal views of the tester. The unit may be made portable by placing a handle on the 
tide of the case. It is hidden from view in Fig. 6. 



are explained below; and R4, used to 
center-tap the filaments of non-heater 
tubes to eliminate any A.C. hum. It 
was not considered advisable to incor- 
porate a 7-prong socket, since a 7-to-5 
adapter will take care of these tubes 
when needed. A pre-heater socket is 
included for convenience. 

It is important to note that we are 
not judging a tube by its ability to 
oscillate. We are noting, rather, how 
well the unknown tube works in com- 
parison with a good tube of that type 
working under similar conditions. So 
that if a certain tube is, by its nature, 
a poor oscillator, all other good tubes 
of that type will be rated "good" if 
they oscillate within the limits set for 
them, while the poor tubes will be 
"shown up" by comparison. 

In other words, we are using a com- 
partitive method — a method which ap- 
proaches the ideal more closely with 
better results than can be obtained with 
any other kind of tester on the market 
— of testing a tube to see if it will 
work by putting it to work. This basis, 
surely, has more merit than the basis 
of testing a tube for one arbitrary 
characteristic (selected from its many 
characteristics) , namely the reading of 
its filament emission, which is employed 
by so many reasonably priced testers 
now on the market. Notwithstanding 
its low cost, then, we are able to use 




A. FT. 



sec 




the Meterless Tube Tester to hear our 
tube operating, rather than read by a 
meter how it should operate. The re- 
sults of a great many tests which were 
run to check our results against those 
of commercial tube testers show the 
readings of the meterless tester to he 
valid and trustworthy. In fact, among 
the scores of cases where both results 
tallied, a few instances turned up where 
tubes had to be tried out in actual sets 
to settle the difference. The majority 
of these border-line cases completely 
vindicated the results of the Meterless 
Tube Tester. 

Construction Notes 

The construction is very simple and 
only a few pointers need be given. The 
panel parts are first mounted and wired 
separately. In the photograph shown 
in Fig. A, the panel is in two parts 
which are held together by two strips 
— because it is convenient to use the 
control panel (lower half) which is 
available as a unit, with all parts 
mounted. This leaves the upper half 
for the sockets and center tap adjuster, 
R4. However, any 1,000-ohm potenti- 
ometer (tapped or untapped) and any 
6-ohm rheostat may be used instead, 
though this will make the chart given 
herewith meaningless, because the dial 
readings will be changed, and another 
chart will have to be prepared in ac- 
cordance with directions explained later. 

The same situation applies to the 
(Continued on page ^2) 



Fig. I, above 

Fundamental circuit of the tester. It is nothing 
more than the regenerative hookup which, slightly 
modified, was used so extensively in early radio 
receivers. 

Fig. 3, right 

Schematic circuit of the separate unit used to test 
rectifier tubes. This unit is not absolutely essen- 
tial. The upper "output" post is positive. 
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A complete tube table for the tester described 
here by the author. This table may be used by the 
constructor provided the parts used in its construc- 
tion are exactly the same as given In the List of 
Parts. 
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CARTOON ADVERTISING FOR 



FRED E. KUNKEL 



N 

| ^ OT all advertising clicks, and many radio dealers 
are merely fumbling the ball trying to score a touchdown 
in their newspaper advertising. But one radio dealer, 
the Star Radio Company in Washington, D. C, has 
stumbled upon a productive medium which challenges at- 
tention and brings home the bacon in the shape of an 
enthusiastic consumer response, by using a cartoon adver- 
tising stunt, a 3-column by 50-line feature, run every 
other day as a means of winning attention for their ad- 
vertising and to put their radio stores in the spotlight of 
public attention. 

People want to be amused and entertained nowadays, 
even in their reading, and that humorous ads help to pay 
dividends in the radio selling game is aptly demonstrated 
by the comic strip advertising one sees coming into 
greater and greater vogue every day; for these ads not 
only attract attention, but they also invite reading. 
They cater to public demand for entertainment and that 
is why they are gaining in popularity every day. 

"I believe that cartoon advertising attracts twice as 
much attention as ordinary advertising in which you 
simply show pictures of radios, because it appeals to the 
American sense of humor and somehow strikes a respon- 
sive chord," says N. K. Wallack, the manager, "People 
nowadays like to look at something funny and at least 
500 out of every 1,000 people who glance over the daily 
paper, will read your cartoon advertisements. Although 
it may not give you im- 
mediate results, it is at 
least constructive adver- 
tising. Our idea is to make 
our name synonymous with 
radios, and so far this is 
the most effective way we 
have found. 

"The main thing about 
cartoon advertising is that 
it gets your name well 
known about town, even 
though it may not result 
in direct selling. It has 
helped us. In fact, it has 
become so popular that I 
think in future years larg- 
er concerns than ourselves 
are going to use it. 

"My first favorable im- 



pression of cartoon advertising was when I started to 
smoke Murads, because with every package comes a little 
cartoon advertisement, which catches the eye, and the 
reading matter which goes with it just touches the spot, 
e.g., 'When you have accepted an invitation, for dinner 
on Wednesday night instead of Friday — be nonchalant — 
light a Murad.' This attracted my attention right away, 
and every time I lighted a Murad I thought of the clever 
cartoon advertisements. So I decided to try it out in 
our advertising to see how it would work. 

Advantages of This Type of Advertising 

"There are many advantages in this type of advertising. 
For instance, a good comic strip will be read, laughed at 
and talked about by many people. Sometimes on a street 
car, one overhears people laughing about a funny ad, and 
quite often in a business office someone will say, 'Did 
you read that comic ad in the paper last night about the 
Star Radio Company?' And if not, this person will pro- 
ceed to relate it, and there is a laugh from everyone. 

"In this way our name is placed on the lips of a great 
many people, especially the majority of newspaper read- 
ers. When they see our advertisements so often in the 
papers, our name registers on their mind and they know 
we are a reputable firm, and that we are going to be in 
business for a long time to come, also that we are de- 
pendable and reliable. At the bottom of our ads, we 

have a few words to say 
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Above, an example of a form card 
Below, three examples of cartoon 



distributed to residents of Cache Valley, 
advertising that really bring results. 



about our service or per- 
haps our tubes, and other 
accessories. We use less 
copy in cartoon advertis- 
ing, and where it cost me 
$100 heretofore to run an 
ad, now I can do it for 
$30. 

"We run these cartoons 
about three or four times 
a week, each of which is 
a different comic strip un- 
der the heading, 'Imagine 
My Embarrassment/ which 
uses the cartoon vehicle 
merely as an eye catcher 
and then, when the car- 
toon has been read, the 
eye naturally follows the 
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THE RADIO SERVICE MAN 

The most remunerative form of advertising has long been a matter of dispute, in this 
constructive article, the author presents some interesting views on cartoon advertising. 



rest of the ad and the reader catches the message such 
as ' 

IMAGINE YOUR PLEASURE when you take one of 
our new radios on trial and discover that it SURPASSES 
in both tone and volume anything you've heard before at 
anywhere near the price. Deferred payments, of course. 



IMAGINE YOUR EMBARRASSMENT, TOO, when 
you overhear friends commenting on your old battery set. 
But also imagine your happiness when you replace it with 
one of our modern radios — -why not do it TODAY? 



IMAGINE YOUR SUR- 
PRISE when you get the 
bill for the repairs we 
make and find it's even 
LESS than you expected. 
Expert workmanship at no 
extra cost is a certainty 
when vou phone and get 
us! 



IMAGINE YOUR EM- 
BARRASSMENT, TOO, 
when the maid brings out 
word that the radio is dead 
just as you were expect- 
ing guests. But it needn't 
last — a phone call will 
bring an expert repair man 
on the run. 



IMAGINE YOUR SAT- 
ISFACTION when you 
come here and know you're 
in the Right Store to get 
real value in a radio. Our 
reputation for reliability 
is as important as the 
maker's reputation for 
quality — that's why it 
PAYS to go to The Star 
Radio Co. 



IMAGINE YOUR 
PRIDE when the guests at 
your party comment on the 
fine radio you got here. 
One of our modern cabi- 
net models will lend beauty 
to your home and add hun- 
dreds of happy hours to 
your life. 



"The most important 
thing in all this advertis- 
ing is that our name ap- 
pears on each ad in such 
a way that it is the first 
thing a person sees and is 
the first thing that regis- 
ters on his mind. He is 
bound to see it even before 
the comic strip is read. 
My personal opinion is 
that an ad, whether a full 
page or a half page, is ab- 



\ X oa are 60 m ^ eres ^ ' a wading 

W this Feature you bump right into the 
chap qou had your stenographer tell qou were 




AND — Imagine Your DELIGHT— when we tell you we're goinjf 
to run this feature in these columns every other day from now onl 
That is iust what we're going to do— and if you miss a single issue— 
IT'S YOUR OWN FAULT! 



Thf Larf est 
Radio Service 
Department irv. 

Washlnfton 



A follow-up cartoon which is bound to focus attention on the comic strip. 



Do you know where to advertise for best results? 
Do you know what to expect from good adver- 
tising? Do you know the best form of radio ad- 
vertising? Can you make good advertising pay 
for itself? These and other vital questions are 
answered in full by the author of this much- 
needed article. What do you say? 



solutely fruitless and useless without the firm name in 
prominent letters where it will be seen the first thing. 

"I believe that ninety per cent of one's business is done 
through advertising, and although it may not produce 
direct results, immediately, eventually you will become 
so well known by the public that your store will become 
the logical place to buy a new radio or get a radio re- 
paired, and you will get more than a fair share of the 
business to be had because of such sales promotion and 
publicity. 

"We have tried all types of advertising but none of 
them have been so effective as newspaper advertising. It 

reaches more people, and 
where an ad is run 3 or 
5 times a week, the name 
of the advertising firm be- 
comes impressed upon the 
minds of the public. Bill- 
board and novelty adver- 
tising did very little for 
us. It was not only ex- 
pensive but a waste of 
money, so now we use the 
newspapers exclusively. 

"Cartoon advertising 
suits our particular needs 
more than any type of 
newspaper advertising and 
we intend to use it for a 
long time to come. People 
are sick and tired of look- 
ing at photographs of ra- 
dios because they are the 
same old things, but every- 
one enjoys reading a new 
comic strip of some kind. 

"Then, too, there are 
so many radio stores in 
this city that it is difficult 
to offer anything unusual 
or interesting — besides 
price — through advertis- 
ing. We all handle the 
same radios, the same ac- 
cessories, so unless you 
can offer the public some- 
thing different and clever 
enough to make them re- 
member you, you are lost, 
for people will not come to 
you. We have solved this 
problem in cartoon adver- 
tising which is construc- 
tive and always provokes 
a laugh. It has succeeded 
in putting our name on the 
lips of more people who 
will be interested in radios 
— eventually, if not now/* 
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Editor's Note 
How many of you deal- 
ers or Service Men have 
experimented with adver- 
tising? If you have a "go- 
getter," let us know. Space 
rates paid. 
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CONTROLLING 
FIDELITY WITH 
THE 58 TUBE 



EDGAR MESSING 



DURING the last few months, new 
tubes, notably the 50 series, have 
been presented to the set de- 
signer, experimenter, and home 
builder to play with. Of these, the 58, 
perhaps the most interesting, was more 
or less expected ever since the 239 was 
introduced; but an unforseen difference 
between the 58 and 239 lies in the fact 
that the suppressor grid (between 
screen-grid and plate to prevent sec- 
ondary emission) is not internally con- 
nected to the cathode, but is brought 
out to an extra prong on the base. 
This change, tube engineers claim, 
gives the tube added circuit flexibility 
and allows its adaptation to new uses. 

The new and outstanding feature of 
the 58 is its application to control 
fidelity — automatically or manually. 
Such control is especially effective, and 
highly desirable in sharply tuned re- 
ceivers such as the superheterodyne. 
Fig. 1 shows a curve taken by engi- 
neers to illustrate the effective au'h'o 
output of the 58. And in Fig. 2 is 
shown the characteristic of this tube 
which accounts for this effect. 

In Fig. 2 it will be noticed that varia- 
tion of the suppressor voltage with re- 
spect to the cathode has the effect of 



decreasing the plate resistance. Making 
the control or screen grid more nega- 
tive, on the other hand, always in- 
creases the plate resistance. But when 
the suppressor is varied from 0 to -35 
volts, and the control-grid bias kept 
constant at -3 volts, the plate resistance 
varies from 800,000 to 30,000 ohms— 
a change of about 26:1. 

If, as is usual in superheterodynes, a 
tuned plate circuit is connected across 
the tube, Fig. 3, this variation of resist- 
ance entirely changes the character of 
the resonance carve of the circuit to ac- 
complish tone control. Just what sort 
of change takes place, and how this 
change affects the set's quality, is easily 
determined by a simple graphical study 
of the circuit. 

First, for the sake of simplifying the 
discussion, we draw the equivalent cir- 
cuit of 3A in 3B where the parallel cir- 
cuit of the tube is drawn instead of the 
more usual series circuit. The equiva- 
lent parallel circuit puts the plate re- 
sistance in shunt with a constant cur- 
rent generator, instead of putting it in 
series with a constant voltage gener- 
ator — a perfectly legitimate procedure. 
For this equivalent circuit, the constant 
current generator must have a rating 



A NOVEL, PRACTICAL ADDITION TO A RECEIVER 

• ARE YOU afraid of side-band cutting? If so, this article will tell you how 
to vary the selectivity of your set from the panel. 

The results outlined in this article will be used in many commercial receivers in 
the future, and you should, therefore, get first-hand information on this vital 
subject now, by reading this article. 



+ 4 

♦ 2 
0 

- 2 

- 4 

!-• 

> -6 

f 

i _ in 

I ,w 
-12 

: -14 
•IS 
-« 

- to 




CURVE • 
SUPPRESSOR 
VOLTS * - 36 



50 100 500 1QOO 5.000 

AUDIO FREQUENCY CYCLKS 



Fig I 

Curvet illustrating the gain in response due to 
change in suppressor voltage on the 58. 
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Family of resistance curves of the 
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EgGm; where Gin is the mutual con- 
ductance, as usual, and Eg is the signal 
voltage. For those who are mathe- 
matically inclined we may say that this 
value is found by setting up the con- 
ditions for both load current and volt- 
age equal to that in the series circuit. 

We shall for the moment consider 
Gm as being constant and investigate 
the influence of variations of Rp on the 
circuit. 

The effect of the secondary circuit of 
3A is simply to reflect additional resist- 
ance into the primary, so that if we 
consider the resistance of the tuned 
circuit of 3B as having been increased, 
no complications are introduced. 

With these points in mind, we can 
proceed to draw our resonance curve — 
which is simply a curve showing the 
variation of output circuit impedance 
or voltage with frequency. 

The curve for the impedance, Z, of 
the circuit will then be the resonance 
curve, or graph, Fig. 4, that shows the 
change with frequency of the impedance 
in the plate circuit. Since Gm is being 
considered constant, the current 
through the total load is constant, and 
any change in impedance means a 
change of voltage. Curve II, therefore, 
can be considered as the variation of 
(Continued on page 498) 
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Fig, 3 

At A, a circuit illustrating the connection of the 
plate circuit of the 58; and at B, its electrical 
equivalent. The plate resistance of the tube is 
shown in parallel with the load. 




Fig, 4 

Curves showing the drop in impedance because 
of a change in suppressor-grid voltage. 
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The complete Inter-Office call system. Left to right: desk microphone, control box, amplifier and Practising what it preaches: the telephone switch- 
dynamic speaker in individual cabinet. The speaker is decorative but not obtrusive and is readily board at the "Wholesale Radio" office, showing 
placed on the top of a file cabinet or a small shelf, or mounted directly with a single large bracket. the "mike" directly at the operator's elbow. 



MAKING MONEY with PA. AMPLIFIERS 

In this article, the third of a series written especially for Service Men who want more busi- 
ness, Mr. Short tells how to sell P.A. systems to business offices and factories. This is a prac- 
tical application that deserves more attention than it is now receiving from Service Men. 

HUBERT L SHORT*^^^^^^— 



RADIO men in general 
are inclined to think 
of public address 
amplifiers and equip 
ment in terms of crowds 
of people at public places. 
They usually stop their 
sales efforts after exhaust- 
ing the possibilities of 
swimming pools, race tracks 
and similar places; yet 
there is a large and com- 
paratively untouched field 
for business in ordinary of- 
fices and factories, — not 
big offices and factories, 
but just medium sized ones 
that exist by the thousand. 

In many such commercial 
establishments the tele- 
phone operator is also the 
reception clerk, and finds 
it necessary to locate employees quick- 
ly when they are absent from their 
desks and therefore are not able to 
answer their own phones. Without a 
call system of some kind, the operator 
is forced to do a lot of frantic phon- 
ing from one department to another. 
Much time is lost and many tempers 
are tried, and the organization func- 
tions inefficiently, A simple P. A. call 
system, with a microphone next to the 
telephone switeh board, will soon pay 
for itself, in recovered time, in any 
office or factory in which different de- 
partments or units are out of sight of 
each other. 

Sales Pointers 

In approaching business houses on 
this matter, Service Men should em- 
phasize the simplicity of the required 
equipment, its low operating cost, its 

Enj?ino«>r, Whofe^al.- Kailm Service 
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View showing cable connections from control-panel to amplifier to speaker. 
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Schematic circuit of the direct-coupled amplifier. 
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reliability, and above all 
the fact that it does not 
need technical supervision 
once it has been installed. 
Since the microphone is left 
in one place, only a very 
simple control unit is 
needed; this, in turn, work- 
ing 1 into a fixed amplifier 
that will require only the 
occasional replacement of 
a tube. One or more loud- 
speakers may be hung in 
strategic places to cover 
large areas, depending on 
the construction of the 
particular office or the 
amount of noise in the fac- 
tory. 

It is also very easy to 
hook in an additional mi- 
crophone for the personal 
use of the "boss," so that he can sum- 
mon people to his desk, quickly, with- 
out picking up his phone and waiting 
for the office operator to answer. In 
many offices the desks of employees 
are within easy walking distance of the 
chief executive's, but not comfortably 
within direct talking distance. If the 
"boss" wants a person he must shout, 
stand up, and attract his attention by 
motioning, or call him through the 
switchboard. Frequently, the desired 
person, say a clerk or stenographer, 
has no phone of her own, which makes 
matters worse. A single loudspeaker 
in the center of the office will solve 
the whole problem very nicely. 

In factories there is sometimes only 
a single telephone on a whole floor, 
with a number of men on that floor 
using it. If the operator wants a cer- 
tain man, she can call him on the 
P. A. speaker and get him to the phone 
(Continued on i>o<te J^7) 
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BUILDING AND OPERATING 

A 3 -TUBE, BATTERY- 
OPERATED, 7% WATT, 
P. A. AMPLIFIER 

Featuring a completely self-contained M A-B" 
current supply, simplicity of construction, low 
cost, and 7.5 amp. battery-current drain. 

LOUIS GANCHER* 



Photograph of the unique Coast to Coast amplifier with the generator unit 

attached. 




SOCKET LAYOUT 
Of 42 TUBE. 
( LOOKING UP) 



MOTOR 
GENERATOR 
TERMINAL BOARD 



Fig. I 

Schematic circuit of the amplifier described by the author. 

TO satisfy the requirements of average sound ampli- 
fication coverage over an average city block from 
automobiles and sound trucks, this unique amplifier 
system has been designed and perfected. Its utter 
simplicity of design and attendant low cost brings this 
amplifier system within the financial reach of all, — its con- 
servative outlay is no reflection on its unquestionable 
merit, for it will produce volume in a manner comparable 
with any other good amplifying device deriving its motive 
source from a conventional 110-volt, A.C. light socket! 
Enterprising radio Service Men and dealers will quickly 

see many ways 
in which this 
unique, low cost 
amplifier can be 
instrumental in 
adding to their 
weekly incomes, 
and yet only ne- 
cessitate a mini- 
mum investment. 

Undoubtedly, 
there is todaif, a 
substantial de- 
mand for a low- 
priced, fool-proof 
and non-techni- 

•Pres.. Coast-to- 
Coast Radio Corp. 




fiq A 

Photograph of the generator unit used so effec- 
tively in this amplifier. 



cal automotive amplifier system . . . . but this field has 
never been contacted. It follows, therefore, that you fel- 
lows who "get in on the ground floor" will reap handsome 
and substantial profits by renting and selling such installa- 
tions. 

Until the perfection of the "B" eliminator generator- 
motor herewith illustrated (See Fig. A), automotive ampli- 
fier systems entailed a considerable investment, either in 
the form of ever troublesome and expensive U B" batteries, 
which have to be continually replenished; or in the form of 
expensive rotary converters that produce 110-volts A.C, 
which impose an unreasonable drain upon automobile stor- 
age batteries. This new power supply is designed especially 
for this amplifier, and consists essentially of a motor and 
D.C. generator in one unit, the output of which is fed 
through a double filter system; it is highly filtered to such 
efficiency, that absolutely no ripple or hum is audible in the 
speaker. No shielding of power leads is required. Due to 
its inherent remarkable efficiency of 6(Kr , only 5% amperes 
at 6 volts is consumed from a car storage battery to pro- 
duce its output of 265 volts at 85 milliamperes. It is en- 
closed within a durable metal container measuring 
5 x 9V2 x 5% inches high, and weighs only 14 lbs. It is 
absolutely fool-proof, and requires no attention of any 
kind, its ball bearings requiring no oiling. This feature 
makes this device truly valuable to the novice who is not 
mechanically or electrically minded. 

Inasmuch as this power supply actually "converts" the 
six-volt input coming from the storage battery to 265 volts 
of purely filtered D.C, it obviates the necessity for the 
use of a heretofore conventional tube rectifier and asso- 
ciated A.C. power pack which, of course, are attached to 
110-volt, A.C. lines and which generally consist of a 
power transformer, filter condensers, filter chokes, recti- 
fier tubes, etc. Naturally, in eliminating these parts, not 
only is their cost saved, but there is never present the 
difficulties attending the use of the rectifier tube, power 
transformer, filter condenser, etc. To fully protect the 
power supply, a V4 ampere fuse is inserted in the 
"B-f " 265-volt lead. 

It might be stated here that this generator-motor is 
ideal for use, wherever A.C, D.C, or "B" batteries are 
not available, such as in outlying rural and mountainous 
districts, on boats, railroad cars, etc. As an instance, one 
of its interesting applications can be clearly illustrated by 
mentioning that this 7 ^ -watt amplifier system can be in- 
stalled on a horse-driven wagon, from which its owner is 
endeavoring to effect sales of fruits, vegetables, general 
merchandise, etc. An average size 100 amp,, 6 volt storage 
battery can be conveniently carried on the wagon, and used 
all day; it can be recharged in the usual manner overnight. 
(Continued on page 500) 
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THE ANALYSIS OF RADIO RECEIVER SYMPTOMS 

OPERATING NOTES 



INTERFERENCE ELIMINATION IN 
CAR RADIO INSTALLATIONS 

Frank N. Mayer 

A NUMBER of car-radio articles, 
especially on installation and 
. ignition interference elimina- 
tion, have been published in 
Radio-Craft. The writer has read 
most of these, but believes he has a 
few tricks of his own that will be of 
some benefit to Service Men. 

When car radio sets first came into 
my hands, the elimination of the igni- 
tion interference became the major 
problem for several reasons. First, 
daytime reception in the Black Hills of 
South Dakota is very difficult because 
the two closest broadcast stations are 
located about five to six hundred miles 
from this vicinity; and second, because 
of high mineral content and the shield- 
ing effect of the hills, a set must op- 
erate at nearly full volume for favor- 
able reception. 

Chevrolet cars gave us the most 
trouble. All of the ordinary tricks 
were tried but with little success. As 
a last resort, rebuilding jthe electro- 
lock cable was resorted to and this did 
the trick. 

In rebuilding the electrolock cable, it 
must first be removed from the car and 
taken apart, which is not such a diffi- 
cult job. To remove the electrolock 
cable from the car, disconnect the 
wires from the terminal blocks at the 
upper end of the electrolock. remove 
the nut that holds the lock head to the 
meter panel, and the clamp that holds 
the cable to the dash. 

To disconnect the cable at the lower 
end, remove the distributor head and 
fasten it up, out of the way. Next dis- 
connect the cable from the circuit 
breaker housing by removing the 
oblong nut located inside the housing. 
The cable can then be removed from 
the car, care being taken to prevent its 
shorting to the starter terminal which 
is "hot" to ground. 

After the cable has been removed, 
take out the retaining nut at the lower 
end to remove the stud bolt and insula- 
tion washers. Cut the locking washer 
off the bolt head and replace the bolt, 
guide shield, and washers back in the 
housmg. Notice the above assembly so 
that difficulty will not be experienced 
in reassembling the cable. 

Examination of the lock head (Fig. 
1) will show that it is held together by 
a locking clamp located at A. Place 
the locking clamp in a vice and clinch 
it so as to force the clamp to open. 
After this has been done, knock the 
clamp off and slip the cable with its 
insulated terminal block, B, out of the 
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WHAT THIS DEPARTMENT 
IS FOR 

It is conducted especially for 
the professional Service Man. In 
it will be found the most unusual 
troubles encountered in radio 
service work, written, in a prac- 
tical manner, by Service Men for 
you. 

Have you, as a professional 
man, encountered any unusual 
or interesting Service Kink that 
may help your fellow workers? 
If so, let us have them. They will 
be paid for, upon publication, 
at regular space rates. 
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Drawing of the cable assembly under discussion. 



lock head. The cable can now be taken 
apart. Remove the insulated terminal 
block, B, from the upper end, pull the 
ignition wire out, and remove the shield 
inside the cable by cutting the wire 
that holds it in place. 

In rebuilding the electrolock cable, 
use Belden shielded lead-in wire or its 
equivalent for the ignition circuit. 
First, connect the lower insulation 
block C to the shielded cahle by en- 
larging the hole that the wire slips 
through, so that just the wire and the 
rubber covering will pass, thus pre- 
venting the shielding from coming in 
contact with the wire. Solder a small 
washer on the end of the wire and pull 
it into place in the block C, slip the 
assembly into the cable and fasten the 
top insulated block in place in a similar 
manner, being sure that the shielding 
does not cause a short in the ignition 
circuit. 

The lock head may now be reassem- 
bled by placing it in a vice, forcing the 
insulation block, B, into place and 
driving the locking clamp, A, hack into 
its original position; be sure to clinch 
it so that it holds the lock-head assem- 
bly together. Care must be exercised 
to prevent breaking the insulation 
blocks. 

Before replacing the cable in the car, 



it is best to test for grounds with a 
continuity meter between the ignition 
wire and the metal of the cable. The 
circuit should show open. (Some cir- 
cuits ground the ignition wire when the 
switch is off.) Thirteen inches from 
the bottom end of the cable force an 8 
in. length of bonding material into the 
ignition cable so it makes contact with 
the ignition wire shield. This is for 
grounding this shield to the dash. 

The lower lock on the cable must now 
be reassembled. To do this, one new 
part, a locking washer, must be bought. 
Replace the parts in the same order 
that they came out, substituting the 
new locking washer for the discarded 
one. The cable is now ready to be re- 
placed in the car. Mount the lock head 
on the meter panel, connect the wires 
to their respective positions, and clamp 
the cable to the dash. To replace the 
lower end, use a pair of gas pliers and 
a hammer. With the gas pliers grip 
the heavy metal shield at D, place it in 
position, and drive on the pliers until 
the cable end is in its correct position, 
that is, so that the locking washer en- 
gages \sith the stud bolt E. 

After the cable has been replaced 
test it by starting the car then fasten 
the bond to the dash, preferably by 
soldering. 



PHILCO MODELS 70 and 90 

Joseph Riley 
IN SOME instances, interference from 
■ airport radio beacon stations trans- 
mitting at or near 260 kc may be ex- 
perienced in some of the earlier Philco 
models 70 and 90 radio receivers. 

At the time these sets were first put 
on the market these beacon stations had 
not been installed. 

The interference may be readily 
eliminated by readjusting the I.F. 
compensating condensers at 250 or 270 
kc. The Philco Model 095 oscillator 
may he re-calibrated at 250 by tuning 
in a broadcast signal at 750 kc— third 
harmonic of 250 kc — or 1,000 kc for 
the fourth harmonic; substituting the 
oscillator for the antenna, and read- 
justing the 2G0 kc compensating con- 
denser of the oscillator until the sig- 
nal is heard, and the output meter 
reads maximum* 

KNOCKING OUT THE HARD ONES 

Roy E. Jessup 
j SUPPOSE that every Service Man 
has had his share of the hard ones. 
I have encountered some of these that 
are well worth writing about. 

A local theater was having trouble 
with fading, Movietone reproduction. 
The trouble was readily attributed to 
(Continued on page 493) 
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Radio Service Data Sheet 



ZENITH MODELS 430 AND 440 12-TUBE SUPERHETERODYNE 

(Dual reproducers, Zenith class AAA A,R power amplifier; illuminated auto type full-vision control escutcheons; 
540 to 1 750 kc. — I2I channels, including police band; silent tuning; A.V.C.; low-volume tone compensator; 

"shadowgraph" tuning; tone control; I 10 V. or 220 V. line.) 



The newest product of Zenith Radio Corp, 
is the model 430 receiver ; equipped with the 
Zenith automatic timing device, it is the model 
440. The outstanding feature of this set is 
the "class AAA" system of A.K. amplification 
used. 



Tube Fil. C.-G S.-G Sup.-G 
Type Volts Volts Volts Volts 
2.2 
4.5 



VI 
V2 
V3 
V4 
V5 
V6 
V7 
V8 
V9 
V10 
Vll 
V12 



2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
2.5 
5.0 



2.2 
4.5 
0 
2.2 
10 
80 
20 
-70 
-70 
-85 
13 



75 



75 



190 
105 
195 



2.2 



1110 
195 
195 
-85 
13 



Plate 
Volts 
175 
190 
100 
200 
110 
170 
190 
105 
195 

30 
360 



PlaU 
Ma. 
5.7 
2.3 
8.5 
5.5 
.3 
.8 



13 

22 
22 
65 



Line potential, 115 V.: all controls maximum. 
All tube readings, except heaters, are socket 
to ground, using l,000-ohms~per-volt D. C. 
meter. 

Resistor Rl. manual volume control, 0.5-meg., 
total, tapped at 0.4-mcg. from ground end; 
R2, tone control, 0.5-meg. ; R3, quiet-tuning 
control, 400 ohms ; R4, R6. R10. 1.900 ohms ; 
K5. 150 ohms: R7, R25, 1.500 ohms: R8, R17. 
0.25-meg. : R9, R16, 24,000 ohms: Rll. R12, 
50.000 ohms; R13. 0.1-meg. ; R14, R18, 500 
ohms; R15. 8,000 ohms; R19. R20. l.meg. ; R21, 
2.500 ohms; R22. 18.000 ohms; R23. R24. 400 
ohms. 

Condensers CI. C2, C3, tuning gang; CIA, 
C2A, C3A, tuning trimmers; C4 to C7. I. F. 
trimmers: C8, L. F. padder ; C9, H. F. coupling 
condenser; C10, Cll, C12, .2-mf. ; C13. 0.1-mf. : 
C14, C15, C16. C17, C19, C20, C24 (25 cycles. 
0.4-mf.), C30, CS1. C85, .1-mf. : CIS. .05-mf. : 
C21, C22, C23. C25. C26, C27. 8 mf. ; C28. 
0.5-mf. ; C29, 25 mmf. ; CS2, C33, 500 mmf. ; 
C34. .002-mf. 

The condenser sang in this receiver is aligned 
at 1,500 kc. ; the oscillator padder is aliened 
at 600 kc. 

Field coil No. 1 has a resistance of 1,600 
ohms; field foil No. 2 has a resistance of 
2,000 ohm* for section A and 3.500 ohms for 
section It. Choke Ch.2 has a resistance of 400 
ohms. 

There are no circuit changes or switches in 
this receiver for the reception of police calls. 
The tuning dial, itself, actually takes in the 



police frequencies since it covers a total range 
of 540 to 1.750 kc. 

"Shadowgraph" tuning is effected by means 
of a vane fastened to a meter movement con- 
nected in the plate supply circuit to tubes VI, 
V2, V3. The incoming signal causes this 
"meter" to move in the usual manner, thus 
twisting the vane so that it either obstructs the 
light and casts a wide shadow (off resonance), 
or permits the light to pass, casting a shadow 
no wider than the thickness of the vane (exact 
resonance of the tuned circuits). 

Class AAA A.F. amplifier is the Zenith des- 
ignation for a system employing three power 
tubes; each of which are biased as class A 
amplifiers, one of which is used to drive the 
other two in push-pull. If the grids were 
overdriven with the usual type of coupling 
transformer, having a high secondary im- 
pedance, between the driver and the output 
tubes and the push-pull grids overdriven, ex- 
treme distortion would take place. This dif- 
ficulty is overcome by employing a special 
transformer of step-down ratio having larger 
wire and much less resistance in its secondary. 
This transformer is a very important part of 
the system. With such an arrangement it is 
possible to drive the grids of the power tubes 
positive without introducing distortion, because 
of the driver being a power tube and capable 
of supplying the necessary current on such 
peaks. The primary of this transformer has a 
higher impedance than is normally used, which 
value is somewhat reduced as the impedance 
changes in the secondary, when the power 
grids are driven positive. Its impedance, how- 



e\er. at the lowest value, still matches the 
driver plate circuit. It should be remembered 
that in an ordinary class A amplifier distortion 
enters when the grids are driven positive by 
virtue of the previous tube not supplying suf- 
ficient power for grid excitation of the output 
tubes. In other words, in class A. voltage on 
the power grids is available as long as they 
do not go positive. As soon as they are driven 
past zero in that direction the previous ampli- 
fier can no longer supply the necessary power. 

Summing up the above, the triple A amplifier 
is a combination of both class A and class B. 
The exception being that the tubes are biased 
as class A, but by virtue of the power delivered 
by the driver and the special coupling trans- 
former, sufficient power is supplied for the 
power tube to draw grid current and still 
prevent distortion as in the class B amplifier. 

Many set analyzers will not accommodate the 
new tubes, consequently, all voltage readings 
are to ground. Thus, for instance, the actual 
voltage on the plates of the power tubes is 
295 V. 

The two reproducers are similar in construc- 
tion but one is peaked at 90 cycles and the 
other at 70 cycles. (This is done to cancel 
the natural period of each reproducer.) The 
paralleled Voice coils result in four times the 
power obtainable from a single reproducer, 
states the manufacturer. 

An overall sensitivity of less than one-half 
microvolt-per-meter is obtained with an undis- 
torted power output of 15 watts. The total 
line consumption at 115 V. is 125 W. 



TO Attn* Ttimi 




71? Z-S7 ' 



Above, Arrangement of the tubes in the "430.'* 
Right, Comparative figures indicating the effec- 
tiveness of A.F. amplifiers classes A, push-pull; 
B push-push; pentodes in push-pull, and AAA, 
push-pull. Watts rating, respectively, 4.3 W., 
0.8- to 24 W., 6.3 W., 14.2 W. 




CLASS AAA 
AUDIO AMPLIFIER. 

«" AF2 A.F J ~~ 

£1 PVSM-PVIL 98 S 



COIL 
Nil 
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CROSLEY "CHIEF 11 12-TUBE MODEL 132-1 1 2-TUBE SUPERHETERODYNE 

(Dual reproducers, class B push-push A.F. power output fed by a class A push-pull driver stage, meter tuning, A.V.C, 

tone control, static control.) 



The Crosley Chief, 12-tube superheterodyne 
console model radio receiving set, is the most 
recent addition to the line. This receiver in- 
corporates the model 132-1 chassis. Although 
incorporating a large number of tubes, the 
power line current consumption hs held to a 
minimum by use of the new tubes which con- 
sume much less current than the older types. 

Resistors RlA, RIB, 1.5 megs, (per section) ; 
R2, 0.4-meg. ; R:„ 80,000 ohms; R4, 0.15-meg. ; 
R5, R6, 60,000 ohms ; R7, 2,000 ohms ; R8, 
1. meg.; R9, 7,000 ohms; R10, 40 ohms; Rll, 
750 ohms; R12, R13. K24. 0.6-meg. ; R-14. R23, 
0.3-meg. : R15, 450 ohms; R16, 3 megs.; Rl7, 
30.000 ohms; Rl8, 20 ohms center-tapped; R19. 
3.500 ohms; R20, 6,000 ohms; R21, 10,000 
ohms ; R22. 5 megs. 

Condensers Cl to C4. tuning units; C5 to 
C8. I. F. trimmers; C9, C25. C26, .02-mf. : 
C10. Cll. C13. C14, Cl6. C30. C31, 
C32. 0.1-mf. : C17. C15, 4 mf. ; Cl8. 150 mmf. ; 
C19. 100 mmf. : C20. C23, .006-mf. : C21. C22. 
C28. 8 mf. ; C24. .05-mf. ; C27. .003-mf. ; C29. 



12 mf. 










Tube 


Fil. 


Bias 


S.-G. 


Plate 


Type 


Volts 


Volts 


Volts 


Volts 


VI 


2.4 


0.5 


60 


200 


V2 


2.4 


2.5 


60 


200 


V3 


2.4 


13-5 




no 


V4 


2.4 


0.5 


60 


200 


V5 


2.4 


8 


165 


220 


V6 


2.4 








V? 


5.6 


23.5 


220 


200 


V8 


o.6 


23.5 


220 


200 


V9 


5.6 


28.5 




4 OB 


V10 


5.6 


28.5 




405 


Vll 


2.4 


77.5 




;o 


V12 


2.5 






415 



With a line potential of 117.5 V. the above 
figures may be taken as average readings ; for 
'220 V." sets a line voltage of 235 is taken 
as standard. Bias (unless otherwise stated), 
screen -grid, and plate readings are taken be- 
tween these tube contacts and the emitter ; 
bias for V3, V5, V7 to Vll, cathode to chassis. 

Late chasses of this model have a 1.400-ohm 
resistor shunted across the visual tuning meter. 
Also, these later chasses may have two 1. meg. 
resistors (total) in the manual volume control 
circuit, connected from the moving arms to the 
ground ends of RlA and RIB. 

The tuning meter of this receiver has a 
resistance of approximately 440 ohms and the 
deflection is approximately 10 ma. 

The A. F. output of V6 actuates tube Vll 
which, in turn, controls the bias on the am- 
plifier tubes fur A.V.C. operation. By manual 
adjustment of R2 the degree of background 
noise is controlled to suit individual prefer- 
ence of sensitivity. 

Note that the transformer secondary supply- 
ing tubes VI, V2, V3 is bypassed by a dual- 
section condenser, C30-C31. Another unusual 
circuit arrangement is the use of a double 
choke coil arrangement comprising Chl-Ch2. 
and field coils 1 and 2. The first two choke 
coils are connected in the positive high-voltane 
lead in the usual manner, while the second 
two chokes, the field coils of the dynamic re- 
producers, are connected as an "inductive volt- 
age divider," one terminal of the two coils in 
series being connected to the positive output 
of the regular filter system, and the other 
end being grounded to the chassis ; the cen- 
ter-tap of these field coils supplies voltage 
to the screen .gr ids of Vl. V2. V4, and to 
the plate of V5. 



The tone correction furnished by C25-C26 
applies equally to V9 and V10. the center-tap 
of these two condensers being grounded to 
the chassis. If any portion of the tone con- 
trol R3, C24, becomes grounded the A. F. 
Portion of the receiver will become inopera- 
tive as the entire tone control operates at 
the potential of the plates of V7, V8. 

The manual volume control operates in the 
input circuit of the push-pull driver stage, 
V7-V8. The two sections of this volume con- 
trol, RlA. RlB. operate simultaneously as a 
dual unit. 

The first A.F. stage, V7. V8, is driven by a 
so-called split-diode circuit furnishing A.F. 
voltage from both the cathode and plate cir- 
cuits, which are out of phase (in push-pull 
relationship). 

The input circuit of VI is preceded by a 
handle lector which must be Carefully aligned 
in order to maintain the required degree of 
selectivity at all points in the tuning band. 

The A.V.C. action is obtained through the 
voltage drop across resistor R4. There is an 
initial current flowing through this unit and 
the 5 meg. grid leak, R22, furnishing a normal 
bias for the R.F. and I.F. stages. The A.V.C. 
tube Vll is delayed by means of a positive 
potential on the cathode of about 60 V. When 
an U.K. signal of sufficient intensity is applied 
to make this A.V.C. tube (D.C. amplifier) 
draw plate current, its plate current also flows 
through R4 and furnishes an additional A.V.C. 
bias. 

The ^static" control is also connected to 
change the current flowing through R4. thus 
changing the initial bias on the controlled 
tubes, so that the overall sensitivity of the set 
is reduced. 



BAND 
SELECTOR • 




KlB *< VOLUME 



''Vyvin TYPE 
! MANUAL 
» V0LUM£ 
^ CONTROL 



Y Y 



I.F " 181.5 KC 



«-SW. SW. AND R3 ARE GANGEO 

Schematic circuit of the Crosley -Chief" model I3M, 12-tube superheterodyne. Note the unusual arrangement of the circuits of V7-V8, and alsc VII, 
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THE SERVICE MAN'S FORUM 

Where His Findings May Benefit Other Radio Technicians 



AN OPEN LETTER TO THE READERS OF RADIO-CRAFT 



CONCERNING "ORPHAN" 
RECEIVERS 

Judging from the thousands of let- 
ters we receive from Service Men all 
over the country, one of the biggest 
troubles in the service business at the 
present time is the unmarked radio 
receiver. Evidently there are hun- 
dreds of "orphan" sets that bear no 
identification of any kind, or at best 
have a single word on the dial escutch- 
eon. Even the receivers of some 
large and reputable manufacturers 
are inadequately marked in that no 
chassis or model number is included. 

One of the favorite tricks of small 
manufacturers of "stencil" sets is to 
mark the chassis "Manufactured un- 
der license by the Radio Corporation 
of America," with the first five words 
very small and the last four very 
large* The manufacturer's name is 
altogether ahsent, so the label means 
nothing. 

What is a Service Man to do with 
one of these unbranded receivers if 
he gets it for repairs? The only thing 
he can do is to apply the usual tests 
with his analyzer. Sometimes the wir- 
ing is fairly simple and can be traced 
or guessed at without the aid of a 
diagram. If a condenser is shorted 
or a connection loose, the job is easy 
and the Service Man should consider 
himself lucky. However, if the wir- 
ing is all messed up, as it usually is 
in cheap midgets, or if resistors are 
open, it's just too bad. Unless you 
are willing to spend a whole after- 
noon tracing the wiring, you might 
just as well save yourself and the cus- 
tomer a lot of aggravation by frankly 
stating the set cannot be repaired. 

If there is no name of any kind on 
the set, do not waste your time writ- 
ing to Radio Craft or the Official 




"If th* manufacturer himself pleads ignorance 
because the set it an old one—" 



r PHE Official Radio Service Men's Asso- 
I ciation, sponsored by RADIO-CRAFT, 
invites all Service Men who are not mem- 
bers of the Organization to write for an 
application blank. It is the official service 
organization of this magazine and is main- 



Official lapel button of 
the O. R S. M. A. 

tained solely for the interests of Service 
Men. Membership cards are issued upon 
passing a written examination which is 
forwarded bv mail. Write for yours to- 
day. The O.R.S.M.A., 98 Park Place, N. Y. 




"We are not magicians, and it is absolutely im. 
possible for us or anyone else to identify — " 



Radio Service Manual, giving the 
tube combination or a description of 
the chassis. We are not magicians, 
and it is absolutely impossible for us 
or anyone else to identify the instru- 
ment. We have thousands of dia- 
grams on file, but we cannot dig up 
any particular hook-up unless we know 
its exact designation. 

If there is a name of some kind on 
'the chassis or the dial plate, but no 
model number, this is useful in that 
we can sometimes recognize the man- 
ufacturer from it. However, we can- 
not supply a diagram directly from 
this information; the best we can do 
is to refer you to the maker, or to 
write to him ourselves, for service 
data for future publication. 

If the manufacturer's name and 
address are marked on the set, but 
no model number or name is indi- 



cated, you can save time by writing 
to the firm directly. Describe the 
physical appearance of the receiver 
as closely as possible, as the manufac- 
turer should be able to identify his 
own product. If the manufacturer 
himself pleads ignorance, because the 
set is an old one and no one in the 
factory remembers it (and this is very 
frequently the case, sad to say), you 
are out of luck, and so is the cus- 
tomer. 

If the trouble in a particular set 
can be traced to a defective con- 
denser a repair can sometimes be 
made because the capacity of filter 
and bypass condensers is by no means 
critical, and differences in capacity 
of as much as 1007c have no appar- 
ent effect. However, if defective re- 
sistors are found, and they are not 
marked according to the R.M.A. 
standard color code, you will have to 
do some fancy guessing. 

One thing that Service Men must 
remember is that the mortality rate 
among radio manufacturers has always 
been very high, and therefore infor- 
mation of many receivers cannot be 
obtained simply because there is no 
one to obtain it from. 

We frequently receive complaints 
from Service Men that diagrams pub- 
lished in Radio Craft or Thk Offi- 
cial Radio Servkk Mantal do not 
check with the actual sets in many re- 
spects. The reason for this is obvious: 
the manufacturers made changes dur- 
ing production and didn't bother to 
make a record of them. This may sound 
unlikely, but anyone who has worked 
in radio factories around the country 
will tell you that this is a compara- 
tively minor transgression. The writer 
(Continued on }>a</e 49 ti) 




"Evidently the™ are hundreds of 'orphan' sets that 
bear oo identification of any kind — " 
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SHORT CUTS 

IN RADIO SERVICE 



Prize Award 

A POINT-TO-POINT RESISTANCE- 
TEST ADAPTER 

AL. BEERS 

IN regards to shooting trouble in 

radio sets via the resistance method, 
that is, a tube-socket to chassis test, I 
would like to submit the device I have 
been using for some time and found 
excellent (Fig, A). 

The sketch, I believe, explains itself. 
First, it's speedy, and you not only 
have a complete resistance measure- 
ment, but a continuity test as well. 
You can use the same plug and cable 
that is used for the analyzer, and you 
do not have to remove the chassis; re- 
membering, of course, to remove the 
tubes and disconnect the aerial, 
ground, and line plug. Second, it 
does away with that tedious job of 
probing around with test prods. 

Of course, it is absolutely necessary, 
with this method, to have the sche- 
matic diagram on hand to know what 
you are reading. This is where the 
Radio-Craft Manuals come in. 

One can take a resistance test of a 
receiver, known to be in the proper 
condition, log it, and when you run into 
trouble in a similar receiver, make a 
comparison. I have yet to 
see this method of testing 
fail to disclose the trouble 
and centralize it. Personal- 
ly, I am using it more than 
the analyzer, especially 
since the advent of auto- 
matic volume control. 

Figure 1 shows the neces- 
sary material needed which 
consists of one inductance 
switch; seven switch points; 
one pin jack; and one Yax- 
ley male, 7-contact multi- 
plug or one 7-prong tube 
socket, depending on the 
kind of receptacle one is 
using on the analyzer plug 
and cable. 

The ohmmeter, B, and 
analyzer plug, C, are drawn 
in to clearly explain the 
diagram D. The dotted lines 
show the plate circuit of a 
set under measurement. 
Referring to D, it can be 
seen that it consists of two 
resistors, a speaker field, 
and one-half of the primary 
of an output transformer. 

The entire unit may be 
mounted on a piece of 
bakelite 3 in. x 2 in.; or if 
one is rebuilding their an- 
alyzer" or ohmmeter, it may 



be incorporated in it. Because of the 
high resistors used in the late model re- 
ceivers and the combination of resist- 
ances that will be measured via the 
tube-socket to chassis, an ohmmeter ca- 
pable of reading several megohms is 
necessary. For this, refer to the July 
issue of Radio-Craft, page 22, article 
by Bertram M. Freed and A. R. Gould. 

The device looks somewhat shop- 
worn and I must confess I didn't spend 
much time putting it together, but was 
busy when I needed something to get 
a socket-to-chassis test quickly, and 
that's it. 

Attached is a socket-to-chassis re- 
sistance chart of a Philco model 70 
chassis. I believe if manufacturers 
would issue a like chart of their re- 
ceivers it would be a great aid to the 
service field, for the Service Man would 
have something, then, for comparison. 
Line voltages in any city vary, and the 
voltage and current readings vary, but 
with the resistance chart, there would 
be no outside variations, for you have 
a fool-proof comparison. 



Tube P<». 

*24 I.R.F. 

'24 1 l>t. 

'27 Osc. 

'24 1 I. F. 

|24 2 IM. 

'47 Audio 

'80 Koct. 
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80 
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Fig. 

At the left. 
At the right, 
In a 



A, Fig. B 

photograph of the simple model using an external ohmmeter. 

. photograph of the completed unit which has all parts mounted 

single case and incorporated with a regular set analyier. 
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Fig. I 

Schematic circuit of the tester without the ohmmeter, as described in the 
text and illustrated in Fig. A, above. 



$10 for Prize Service 
Wrinkles 



Previous experience has indicated that many 
Service Men, during their daily work, have run 
across some very excellent Wrinkles, which 
would be of great interest to their fellow 
Service Men. 

As an incentive toward obtaining informa- 
tion of this type, RADIO-CRAFT will pay $10.00 
to the Service Man submitting the best all- 
around Radio Service Wrinkle each month. All 
checks are mailed upon publication. 

The judges are the editors of RADlO.CRAFT t 
and their decisions are final. No unused manu- 
scripts can be returned. 

Follow these simple rules: Write, or pref- 
erably type, on one side of the sheet, giving 
a clear description of the best Radio Service 
Wrinkle you know of. Simple sketches in free* 
hand are satisfactory, as long as they explain 
the idea. You may send in as many Wrinkles 
as you please. Everyone is eligible for the 
prixe except employees of RADIO-CRAFT and 
their families. 

The contest closes the ISth of every month, 
by which time all the Wrinkles must be re- 
ceived for the next month. 

Send all contributions to the Editor, Service 
Wrinkles, co RADIO-CRAFT, 98 Park Place, 
New York City. 



A glance at the schematic circuit and 
also the resistor values in the service 
sheet will show the above about correct. 
Of course, the 0 readings mean full 
scale deflection. It might appear con- 
fusing to note the filament of the '80 
shows 6,000 ohms; however, we are 
measuring to ground and not the 5- 
volt winding. The filament of the '80, 
being the high potential lead, goes 
through one choke in power 
pack, another choke in field 
coil, and a resistance net- 
work before reaching the 
common or ground point. 
Hence, the high reading. 

Whenever I encounter 
trouble in a receiver and if 
I happen to have a resist- 
ance chart of same, I don't 
bother with voltage and 
current readings, but make 
a resistance test and com- 
pare. It has yet to fail. 

The entire arrangement 
shown in Fig. 1 has been 
put in a single cabinet and 
is illustrated in Fig, B. 

A short description to ex- 
plain the resistance test end 
of the analyzer : 

Looking at the photo- 
graph, in the center at the 
top and bottom are seen the 
two Yaxley male recep- 
tacles. The one at the bot- 
tom is the analyzer recep- 
tacle for voltage and cur- 
rent readings; the one at 
the top is the resistance re- 
ceptacle. The same plug 
and cable are used for both 
tests. 

Resistance measurements 
(Continued on page 507) 
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HOME RECORDING AT HOME 

Editor, Radio-Craft : 

I was much interested in the article 
in your April number, "Fidelity in 
Home Recording,." by Mr. Sal i ha. For 
the past two months I have been 
spending considerable time experi- 
menting in this highly interesting art. 
Having a limited amount of funds to 
spend at this time, it was necessary 
for me to use whatever equipment 
I had on hand, or else build it myself. 
And then I have to depend entirely 
on battery current, as we do not have 
access to the usual 110-volt A.C. (I 
live on a farm.) 

I found directions for constructing 
a condenser mike, and I found a way 
to connect it to my five-tube Atwater 
Kent receiver so it would amplify or- 
dinary speech or music through the 
loudspeaker with volume nearly equal 
to radio program reception. 

My next problem was that of pro- 
curing a cutting or recording head. 
I removed the reproducing head from 
a phonograph tone arm, and took out 
the diaphragm, leaving the needle- 
holding finger in place. I then fas- 
tened a Baldwin speaker (with its dia- 
phragm also removed) on the side 
opposite to that which holds the 
needle fixture, and with a small wire, 
connected the end of this needle 
holder which formerly fastened to 
the diaphragm, with the little vibrat- 
ing plate which is found between the 
two coils of the speaker unit. The 
result, anyhow, is that vibrations in 
the unit which would have been caus- 
ing the mica diaphragm to move, now 
causes the needle to vibrate. I found 
it necessary to provide a spring ten- 
sion to the needle holder to control 
the needle's action. Perhaps I should 
have left one diaphragm in place to 
accomplish this. 

I mounted this assembly on an iron 
rod about 15 in. long and placed it 
so it would ride the record disc prop- 
el I> , 

The turntable is powered by a 6 V. 
motor having a rubber pulley bearing 
against the inner edge as the illustra- 
tion in your paper showed. 

For lecoids, I use RCA-Victor 
blank, hard rubber discs, which are 
already grooved. I use the needles 
they advise for these discs. An or- 
dinary needle would cut into the 
track. 

To operate this device, I first make 
sure the voice or music comes 
through the loudspeaker in good 



IMPORTANT NOTICE 

In the interest of those readers who do not 
like to mutilate this magazine, we have asked 
some of our advertisers not to place coupons 
in their advertisements. 

Instead of the usual coupons, you will find 
a number of convenient post cards inserted 
between the last page and the back cover of 
this magazine. 

This new service will save you time and 
work. No need to cut coupons, nor is it neces- 
sary to hunt for and address envelopes. More- 
over the space for your name on a coupon is 
usually so small that the advertiser is often not 
able to make out your writing and then you 
wonder why you do not get the literature 
sent for. 

Then, last but not least — the postage for a 
postal card is only 2c whereas a letter now 
costs 3c. 

Road the advertisements and then turn to 
the page containing the special postal cards. 
Detach, fill out and mail the card of the 
advertiser whose literature or offers you want 
♦o have sent to you. 

Mail your card today! Show the advertisers 
that you appreciate their cooperation and 
thoughtfulness. 

RADIO MANUFACTURERS, NOTICE 




Fig. I 

This suggestion would go a long way toward reduc- 
ing cursing — if the idea were adopted. 



shape, and then I detach it from the 
set and connect in its place the two 
wires leading from the recording 
head. I start the needle in the groove, 
add about a one pound weight to the 
head right over the needle, and then 
start recording. 

I found it required considerable 
adjusting of needle tension, motor 
speed, as well as proper microphone 
placing, etc., before the results suited 
me. My latest recording is quite 
good, I think. The voice comes out 
clear and understandable, even when 
played on an ordinary phonograph 
without electrical amplification. Per- 



^The Bulletin Board for 
Our Experimental Readers 

haps to one more advanced in this 
line, and with greater experience, my 
efforts would seem very poor, but I 
certainly am having a great time with 
the outfit. 

Howard Under hill. 
G ib son burg, O h I « . 



YOU'RE RIGHT, KEEP GOING! 

Editor, Radio-Craft: 

I wish to take the least possible 
amount of your time, and I'll try to 
be brief. 

I constructed a so-called Tube Re- 
juvenator such as described in the 
October issue of Radio-Craft, by Mr, 
Shaw. To my knowledge this outfit 
works very fine and I did increase the 
electron emission of many tubes of 
the oxide-coated filament type. On a 
Supreme 400-B, before the rejuvena- 
tion was tried, the readings were 14, 
14, 11, 11; and after, 34, 38, 24, 28 
for a 171A tube. 

I happened to meet one service en- 
gineer from a big concern of Halifax, 
N. S., and he told me that I could not 
rejuvenate A.C. tubes, and I was kill- 
ing myself so far as radio knowledge 
is concerned; and he told me that in 
front of some of my customers. 

I'd like to hear from others inter- 
ested in this rejuvenation process. 

What do you think I should do 
about it? 

J. MURILLO LAPORTE, 

75 St. Francis St., 
Edmnndston, N. B. 



RE. "THE DECLINE OF RADIO SETS" 

Editor, Radio-Craft: 

Your editorial, "The Decline of Radio 
Sets," in the November issue, is very 
timely — a true and just denunciation 
of damnably rotten design on most 
modern radio sets. 

Here's my solution of the tube- 
socket trouble we are having. It will 
cost the set manufacturer about two 
cents pei- socket and the tube manu- 
facturer about a quarter of a cent to 
accomplish it. 

At the point of each tube socket, 
exactly between the heater prongs, a 
lip is punched up in the steel chassis 
which should extend into the zone of 
the tube base 1/16 inch. 

The tube base is then slotted 1/1 
in. deep just between the heating 
prongs up the side, as shown in Fig. 1. 
W, W. Brackenriw;e, 
Harrison, Ohio. 
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RADIO-CRAFT KINKS 

Practical Hints From Experimenters* Private Laboratories 



PHILCO ECONOMIZER 
RESISTANCE 



Outlet for 

SOLDERING IRON 



rnrn 



t 



M10 V.. 





Fig. I 

series resistor made from a Philco "A" and "B" 
eliminator makes a good regulator for the solder- 
ing iron that always gets so hot. 



VJ lB 
UMLETS 




Vf'ALUMlNUM 
WP. SOCKET 

■ I'/^SKAOC 

m 

SHADE 
!"PIPt CUT TO 
OESiREO LENGTH 
AND WIRE WITH 
Nt|4 STRANDED 
D C WIRE 



Fig. 2 

Proper illumination is very important. You need 
it while you are working, but, for some reason, 
never build anything to have it when you're not 
working. 



PHONOGRAPH 



RECORDING 
DISC . 




At^y r T o Output of 

— - ^ SET TO RECORD. 

HO INPUT OP AMPLIFIER WHEN 
PLAYING RECORDS. 



TRANSMITTER 
BUTTON 
FASTENED 
TO ARM. 



Fig. 3 

By placing this microphone, preferably of the 
lapel type, in the tone arm of the "gramophone," 
the vibrating air actuates it giving electrical 
reproduction. 
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Prize Award 

SAVING THAT SOLDERING IRON 

N. E. Foien 

IT SO happens that the line voltage 
' supply in Portland homes is one hun- 
dred and twenty volts, or over. The 
same may be true of other cities in the 
United States, therefore, this article. 

I use one of the resistances from a 
Philco "A" and "B" eliminator, as per 
the attached sketch of Fig. 1, to save 
my soldering iron tips. 

'•Low charge" puts about 00 volts to 
iron; "Medium charge" puts about 100 
volts to iron; "High charge" puts 
about 110 volts to iron; "Boost charge" 
puts about full line voMage, 

The iron can be left on all day on 
"low" without hurting the tip. It then 
takes only about one-half the time to 
get soldering heat than it would if the 
iron were cold. 



Fig. 4 

Here is a small but handy device that every 
Service Man or experimenter needs — and needs 
badly— at some time or other. If you most build 
it eventually, why not now? 
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AN ALL-POSITION BENCH LIGHT 

W. E, Bailey 

COR over a year, the writer has been 
using the very flexible work-bench 
light illustrated in Fig. 2, and so far, 
has not been able to find anything to 
beat it for convenience. 

Through the ' use of ordinary pipe 
parts, this universal -joint bracket may 
be built up. For a shade, a tin can is 
cut to form, and soldered onto a shade 
holder, as shown. 



$5 for a Practical 
Radio Kink 



As an incentive toward obtaining radio hints 
and experimental short-cuts, "Radio«Craft" will 
pay $5.00 for the best one submitted each 
month. Checks will be mailed upon publica- 
tion of the article. 

The judges are the editors of "Radio-Craft" 
and their decisions are final. No unused manu- 
scripts are returned. 

Follow these simple rules: Write, or prefer- 
ably type, on one side of the sheet, giving a 
clear description of the best radio "kink" you 
know of. Simple sketches in free-hand are sat- 
isfactory, as long as they explain the idea. You 
can send in as many kinks as you wish. Every- 
one is eligible for the prize except employees 
of "Radio'Craft" and their families. 

This contest closes on the 15th of every 
month, by which time all the Kinks must be 
received for the next month. 

Send all contributions to Editor, Kinks De- 
partment, c-o "Radio-Craft," ?8 Park Place, 
New York City. 



AN EMERGENCY PHONO PICKUP 

W\ D- Gibbs 

W/IIEN an electric pickup is needed, 
^ and none is available, I have found 
that the arrangement shown in Fig. 3 
gives surprisingly Rood results. 

As shown in the figure, an ordinary 
transmitter or microphone button, 
after being placed inside of the phono- 
graph tone arm, is connected to the 
usual microphone transformer, and 
thence to the amplifier. 

The experimenter may wish to ex- 
periment with direct coupling, by 
wedging the microphone unit solidly 
against the tone arm, or with acoustic 
coupling by interposing sponge rub- 
ber between the edge of the button 
and the wall of the tone arm. 



A HANDY TOOL 

Maurice B. Knight 

THE best kink I know of is a tool de- 
signed by the writer used in his shop. 
Tn Fig. 4 this instrument is illustrated. 
It is made of a piece of brass rod, 
12 ins. long and VJ in. in diameter. It 
is ground to the shape shown; hack 
saw a slot 1 in. deep at each end to 
obtain the required spring effect. 

This little tool will not only enable 
screws to be placed in otherwise inac- 
cessible positions, but also makes it 
convenient to start nuts in out-of-the- 
way places in order that the socket 
wrench may be brought into use. 



VOLTAGE DOUBLING CIRCUIT 

Joe ReiJIy 

K/4ANY, many times have I wanted 
to raise the voltage from my "B" 
unit, but just as many times have I 
failed. Finally, I hit upon the scheme 
shown in Fig. 5. Since hitting on the 
idea, I came across several similar 
schemes — which always happens to me 
— but thought the circuit may help an- 
other unfortunate brother. 

As may be seen, dry rectifiers are 
used, and the condensers should have 
a capacity of about 4 mf. Other than 
this, the circuit is self explanatory. 
This is also the circuit of the device 
described in the May, 1932 issue of 
Radio-Craft, page 656, 




Fig. S 

Voltage Double Circuit. 
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Radio's Greatest 

The most 

Complete Directory of llailio Circuit Diagrams — | 
in OAK VOLUME of over 2..'iOO Pages 
iff ih Extra Henry Vorer — lAmsvlvaf Hound 



liny this Dig Volutin* on our AV»w 

DEFERRED PAYMENT PLAN 



Here are two of the most surprising 
announcements that we have ever 
made to the radio trade and we know 
that it is such good news that every 
radio man will be greatly enthused. 

FIRST — that the three editions of the 
OFFICIAL RADIO SERVICE MAN- 
UALS have now been combined into 
one big volume of over 2,300 pages. 

SECOND — that this new single volume 
of consolidated radio circuit dia- 
grams and complete radio servicing 
course can be bought on a deferred 
payment plan — and at a big saving 
for you. 

It is needless to say how valuable the 
OFFICIAL RADIO SERVICE MAN- 
UALS have been to members in every 
branch of the Radio Industry, and how 
many thousands of each edition have 
been sold to manufacturers, jobbers, 
dealers, Service Men and experiment- 
ers. But we must emphasize this one 
fact: Service Men now realize that 
they are tremendously handicapped 
without the full set of Gernsback Man- 
uals. So much so, that those who 
have purchased onlv one or two vol- 
umes, are NOW ORDERING THE 
MISSING BOOKS. They want their 
tiles to be complete. 

The complete book gives you a vol- 
ume of over 2,300 pages with over 
5.500 diagrams, charts and photos. 
There are absolutely no pages or il- 
lustrations or diagrams duplicated. 



There is no radio book published today 
which is so modern, up-to-the-minute, 
and which contains so much useful in- 
formation as is to be found in this 
single volume. It is a book that will 
outlast any other radio book in print. 
Look carefully at the photograph of 
the complete edition on the opposite 
page. It measures 9" wide, 12" long, 
4 Mi" thick. 

Included in this volume is a com- 
plete radio servicing course. This 
course covers every step needed to 
learn the servicing business . . . from 
starting in business . . , materials 
needed . . . and how to go about 
servicing receivers and repairing other 
radio equipment. This course in it- 
self, is actually worth the price of the 
entire book. 

Our new plan now enables every radio 
man to get this single volume — a Com- 
plete Directory of all Circuit Dia- 
grams, of over 2,300 pages, on de- 
ferred payments. You can order this 
book immediately — get it in a few 
days, and use it while you are doing 
servicing work. You can make the 
first few calls pay for the entire cost 
of the book. 

For you to get this book is quite simple 
and it is sent to you as soon as your 
order is received. You pay for it in 
small monthly amounts which can be 
taken from your earnings. If you 
were to buy the three volumes sep- 
arately, the total cost would be $17.00, 
including the supplements. 



Now you can get the 

1931 OFFICIAL RADIO SERVICE 
MANUAL, with Supplements, 

1932 OFFICIAL RADIO SERVICE 
MANUAL, with Supplements, 

and the 1933 OFFICIAL RADIO 
SERVICE MANUAL Complete 

at a big saving. 

THE SPECIAL NEW PRICE FOR ALL 
THREE MANUALS, WITH SUPPLE- 
MENTS, IN ONE VOLUME, WITH 
HEAVY BINDER IS ONLY 

fl4.00 

You buy this book this way — 

Send $3.00 with order — 

Pay $5.00 to Express Company upon 
receipt of book. 

Send $3.00 thirty days after receipt 
of book. 

Send $3.00 sixty days after receipt of 
book. 

Total $14.00. 

IF THE ENTIRE AMOUNT IS SENT 
WITH YOUR ORDER, WE WILL 
ALLOW YOU A 10% DISCOUNT. 
THIS CAN BE DEDUCTED FROM 
YOUR REMITTANCE. 

IMMEDIATE SHIPMENT 



Mail Vaupan Today! 



GERNSBACK PUBLICATIONS. Inc.. 
96 98 Park PUee, New York. N. Y. 

Ceiitlemcn: 

In nrrordapce with vour Soerial Offer. I enclose 
J r*<Wth $3.00 as tir>i payment toward the One 
\ illume Itadio Manual. Please forward it to me 
tmmiptly. I'pon receipt of the book. 1 shall pay 
>«\ press company $3.00. Thirty days later 1 shall 
-end you $3.00. and aim day* after receipt of 
•<Hik*. I shall send you my last Payment of $3.00. 

If vou want to take advantage of the Special l»l.< 
■mint of 10%. remit only $12.60 with thla coupon 



Over 2.:tOO Paiges 



Over 5.500 Illustrations 



THIS IS THE 4»lt EAT EST SIX4.LE 
VOLUME HAIMO HOOK l\ PHIXT TODAY 



< itj . 



State 



R0233 



GERNSBACK PUBLICATIONS, Inc. 



96-98 Park Place 



New York, N. Y- 
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RADIO-CRAFT'S INFORMATION BUREAU 

SPECIAL NOTICE TO CORRESPONDENTS: Ask ax many questions as you like, but please observe theso rules: 



Furnish sufficient information, and draw a careful diagram when 
needed, to explain your meaning; use only one side of the paper. 
List each question. 

Those questions which are found to represent the greatest general 
interest will be published here, to the extent that space permits. 
At least five weeks must elapse between the receipt of a question 



and the appearance of its answer here. 

Replies, magazines, etc., cannot be sent C. O. D. 

Inquiries can be answered by mail only when acompanied by 
25 cents (stamps) for each separate question. 

Other inquiries should be marked "For Publication," to avoid 
misunderstanding. 



SKT SENSITIVITY — "M ICROVOLTS-PER- 
METER" — CORRECTION 

(183) Mr. Basil Farragut. Chicopee Jails, 
Mass. 

(Q. 1.) What is the difference between a *et 
with a sensitivity of perhaps 1. microvolt and 
another of 0.1 -microvolt ? 

(A.l.) This question is perhaps most 
easily answered hy considering tw«> actual 
receivers of similar type but havinvr different 
decrees of sensitivity. For this comparison 
we are using the automotive receivers of 
Galvin Mfg. Co. The model 61 superhetero- 
dyne receiver shown in Raiho Craft Data 
Sheet No. 75. October, 1932, has a sensitivity 
of 1- microvolt absolute (this is equivalent 
to 0.25-microvolt-per-meter) ; the model 88 
superheterodyne receiver has a sensitivity of 
0.1-microvolt absolute (or 0.025-microvolt- 
per-meter). The circuit of the latter instru- 
ment is shown in Fig. Q. 183 A. 

In the type 61 receiver a power output of 
2 watts is obtained with an input potential 



of 10 microvolts ; in the type 88 receiver a 
power output of 2.5 watts is obtained with an 
input potential of 4 microvolts. 

A receiver of more Bimple design, the type 
5T71 T. R. F. set. has a aensitivity of 5 
microvolt* absolute (1.25 mic ro volts- per- 
meter). With an input of 30 microvolts 
there is obtained a power output of 900 milli- 
watts. The schematic circuit is Fig. Q. 183 B. 

Incidentally, the models 61 and 88 super- 
heterodyne receivers have an I. F. of 175 kc, 
and the tuning condensers have a capacity 
of 3ti7 rnnif. : the oscillator plates are shap^l. 

(Q.2) What is the difference between the 
terms "microvolts" and "microvolts-per- 
meter" ? 

(A.2) The term microvolts is not Used 
a | one — the correct designation is "microvolts 
absolute" or "microvolts-per-meter." The 
term microvolts-per-meter is based on the 
use of a theoretically perfect antenna ele- 
vated four meters (13.12 ft.) above a theo- 
retically perfect ground. Measurements made 
with such antenna conditions are indicated as 



microvolts absolute; per meter above ground, 
a more convenient fisrure to use, would he 
one-quarter of this, or the number of micro- 
volts-per-meter (thus, a good antenna 3**.*«. 
ft. (12 meters) above a good ground would 
have a pickup three times as great as the 
"standard." in t.-rms of microvolts absolute, 
or 12 times as great in terms of microvolta- 
por-meter. 

The sensitivity is determined by adjusting 
the microvolt output of a calibrated A. F. 
modulated. K. F. Oscillator connected to the 
input of the receiver until the audio output 
of the set as indicated on an A. F, output 
meter is the rated output of the power tubes. 
This sequence of operations is indicated in 
the block illustration. Fig. Q. 183C. The in- 
ductance L in the standard or "dummy" an- 
tenna may be made hy winding 50 T. «f No. 
28 D. C. C. wire on a form ?±-in. in dimeter, 
which is designed to simulate the character- 
istics of our "theoretically perfect" antenna 
elevated four meters above ground. 

(CotUrnvcd on jhiov Wt) 




fiq O 183 At A the Galvin model 88 automotive receiver; condenser CI, 13.4 mmf.; C2. 500 mmf.; C3 to C5. 80 to 200 mf.; Ci. .05-mf.; field coil, 4 ohms. 
' At B, the model 5T7I; tuning condensers. 410 mmf. At C, details for a "dummy" or substitute antenna for testing rad»o sets. 
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L W. TUNER 

(Continued from page 461) 

—German, U.S.S.R., French and KnjrIUh 
stations on their long waves, above the 
American "broadest" band — and quite an- 
other in its accomplishment. 

The following factors were found in the 
equation: Overall sensitivity, selectivity, 
threshold sensitivity, zero-beat tuning, 
cross-talk, and output volume. 

The first consideration is "overall sen- 
sitivity," or the "gain" of the tuner chassis. 
Anyone who has experimented with long- 
wave phone reception will verify the state- 
ment that extreme sensitivity is absolutely 
essential. Preliminary work indicated that 
a minimum of three screen-grid tubes 
would be required, plus a screen-grid detec- 
tor. Resistor IU controls the overall sen- 
sitivity of the set, while resistor R4 estab- 
lishes a minimum bias which prevents the 
R.F". tubes becoming detectors at low input 
signal levels. Adequate bypassing prevents 
parasitic circuit oscillation. 

Long-Wave Band Selector 

It was then found that the set would be 
quite useless unless some means could be 
provided to eliminate static, code signals, 
and cross-talk due to adjacent-channel re- 
ception. Since "high-gain" R.F. trans- 
formers were required in connection with 
thr screen-grid tubes, it was found that 
the four tuned input circuits were not quite 
sufficient, therefore, the circuit of L3, LI 
wns arranged as a band-selector. 

To overcome the loss occasioned by the 
use of this band-selector, and to maintain 
high threshold sensitivity at the detector, a 
regenerative circuit was used for V4. For 
continuous-wave code reception, and to fur- 
nish zero-beat tuning as a convenient 
means of locating the phone stations, this 
circuit is permitted to oscillate. 

The high degree of selectivity obtained 
thnmgh the use of four tuned stages and 
a band-selector, plus a regenerative de- 
tector, makes it cut side-bands. However, 
side-band cutting and regeneration are 
desirable factors, since fidelity is of less 
importance than DX (long distance) re- 
ception. 

To still further enhance the threshold 
sensitivity of the detector, a grid-leak-and- 
condenser circuit is used. The grid leak, 
R3. is one of the panel controls. The sen- 
sitivity and. to a certain extent, selectivity 
(as determined by the degree of regener- 
ation), and the reception of C.W. code 
signals and broadcast station carriers (by 
"spilling over" or oscillating the detector 
circuit), are under the control of R2, which 
varies the screen-grid voltage of V4. 

To prevent high input signal levels 
causing the control-grids of the R.F. am- 
plifiers to go positive, type *35 tubes were 
selected, because of their variable-mu char- 
acteristic, as VI, V2, V3. This prevents 
k *cros<-talk" or adjacent-channel interfer- 
ence due to the R.F. amplifier tubes be- 
coming detectors. 

The output volume is dependent upon the 
circuit arrangement following V4, and is 
entirely a matter of individual n reference. 
In the writer's design, for instance, the 
detector is connected to a type '24 first A.F. 
amplifier (through the operation of a 
master change-over switch which connects 
th»> assembly :i> a short-wave, broadcast, 
or long-wave leceiver), and the '24 is 
coupled to a single M7. Resistors R5 and 
R<? (in the separate A. F. amplifier) are 
adjusted for best results and then left at 
this setting. Another experimental ex- 
pedient, to secure better ganging, was the 
use of a panel-operated variable condenser 
as CIA, in lieu of the unit supplied with 
the condenser gang. 

Coil Construction 

The long- wave transformers were made 
as follows: Kach secondary (except that 
of LrO is made by winding* 180 T. No. iJti 
enam. wire, lea\ing a space of H-in», and 

(Continued on page 491) ' 




RADIO 

MEW! 



Get This New 

1®C RESISTOR INDICATOR 

An ingenious device which tells INSTANTLY the re- 
placement value of any burned out or damaged resistor. 

Small, compact, neatly boxed — slips into your vest 
pocket. Devised by L R. C- engineers to be your con- 
stant companion on every repair job. Complete infor- 
mation on operation 



List price $4. Sold for $2.40 NET to 
Dealers and Servicemen (Higher in 
Canada) 
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goes with it 

FREE with the 
COMBINATION KIT No. 



This most valuable of all Kits, is a permanent steel 
cabinet for your service bench. Contains \i Watt, J 
Watt and 2 Watt Metallized Resistors and 5 Watt and 10 
Watt Power Wire Wound Units — all in the most popular 
ranges used in all makes of radio sets. Has compart- 
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tools. An orderly method of keeping resistors and equip- 
ment. Stock card in lid acts as quick reminder for re- 
plenishing stock. Once you see this Kit, you'll give it a 

hearty welcome and a per- 
manent home on your bench. 



List price of Kit $.10. Sold for $16.50 
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(Hijrher in Canada) with free sales 
helps listed in coupon. 
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Speakers 
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15 to 550 meters. Besides 
I the regular broadcast 
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police calls, ships at sea and aeroplanes. One 
ilial control. No phi* in coils. Latest super- 
phonic tubes. 

AERO 4-TUBE MIDGET 
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due to them. Thus, the entire theory of having 
two differently peaked speakers is broken down, 
for if there are no sharp peaks to be compen- 
sated for, then there surely is no need of delib- 
erately putting these peaks into the design of 
the reproducers. 

If, now, these two excellent, well-designed 
speakers are connected across the amplifier out- 
put, then the question of doubling the high fre- 
quency distortion looms up at once. The ideal 
solution to the problem would be to use a third 
speaker especially designed for the higher fre- 
quencies. Then, by shunting both original 
speakers with low-pass filters, and by using a 
simple high-pass filter on the high-frequency 
speaker, each will reproduce only three frequen- 
cies that are passed by the filters. At the same 
time, advantage is taken of the low-frequency 
gain <ns shown by Wolff), but with the elimina- 
tion of the frequency distortion in the higher 
frequencies. This is shown in Fig 4 A. 

If the use of si third speaker is not desired, 
then <me of the two original speakers should 
have a low-frequency filter across it, so designed 
as to cut off sharply at about 800 cycles, which 
is the optimum value of the low- frequency gain 
through this arrangement (Fig. 4B). If this is 
done, then only one speaker will operate on the 
higher frequencies, with the result that high-fre- 
quency distortion could be no greater than that 
obtained with a .single speaker. 

Many manufacturers have claimed that the 
frequencies above 5.000 cycles are valueless, and 
only give the listener the impression of consider- 
able background noise. However, it is an actu- 
ality that certain mu&ical instruments, voices and 
many common sounds such as handclapping. or 
the jingling of keys or coin have harmonics or 
overtones which make a system of good repro- 
duction have a decided lack of brilliance, if fre- 
quencies above 5,000 cycles are eliminated. 

In conjunction with this, is the fact that the 
present engineering trend is toward the repro- 



duction of the higher frequencies, aud this is 
evidenced by the work of the Bell Tel. Labs., 
whose work with new type phonograph record- 
ings has already been mentioned. Now, so far 
as the broadcaster is concerned, it is an estab- 
lished fact that the average broadcaster is satis- 
fied if his station is transmitting up to 5.000 
cycles. There is nothing in the Federal Laws 
that prohibits the broadcaster from transmitting 
more than 5.000 cycles, if hr ran do it. Broad- 
casters are separated by a 10 kc band width ; but 
this separation applies to the carrier frequency, 
and if it were possible to transmit up to ,say, 
7.500 cycles, the listener would find it advan- 
tageous to have a receiver capable of reproduc- 
ing these higher frequencies, as there is a real- 
ism that is entirely lacking when these frequen- 
cies are absent. Unfortunately, our wire tele- 
phone network lines have difficulty in transmit- 
ting over about 0.000 cycle*; but when we con- 
sider the average radio receiver, we find that 
there are very few that even reproduce as high 
as 1.000 cycles! 

Thus, it becomes at once evident, that pos- 
sibly the best arrangement of speakers for the 
home receiver is one in which these higher fre- 
quencies can be reproduced, Though some may 
consider the tone control a contaminator of good 
music, nevertheless if such a high frequency 
system were incur pi i rated it would also be good 
policy to have a tone control that would cut 
down to about t.000 cycles as there are many 
people who do not appreciate true reproduction, 
but like only to listen to the lower frequencies. 

The high-frequency speaker should start work- 
ing at about 2.000 cycles, and go to the highest 
frequency desired without breaking up. The 
speaker that is used by the Bell Lab. is shown 
in Fig. 1. Personally. 1 believe that a good 
dynamic unit with a small molded cone will 
prove more satisfactory than the Bell Labs, 
speaker, but, of course, this remains to be 
proved. 



SLEUTHING FOR STATIC 

(Continued from page 469) 



per-nnt<r. This whole amplifier, which covers a 
spectrum from 530 to l.o'lO ke.. is so designed 
and shielded that if the six-foot telescopic rod 
antenna is removed, the instrument may be 
placed in a location where the field strength is 
as great as 10.000 mierovolts-per-meter without 
giving an appreciable indication on the meter! 

The Schematic Circuit 

The diagram of the "232" receiver is pub- 
lished for the first time (without the signal- 
generator portion of the circuit) in Fig. 1. It 
will be noted that a resistance-coupled A. F. 
system is employed, with a type '30 tube in 
the last stage feeding into an output trans- 
former. T. As the instrument is designed to 
be as light as possible, it was not found feas- 
ible to even use the type '31 power tube in 
the last stage, as this would draw consider- 
ably more power from the small "A" and "B" 
batteries. 

The output meter recording the intensity of 
the signals is critically damped to a half-sec- 
ond period. Considerable experimenting has 
shown that if an undamped meter is employed, 
the pulse type of interference, such as emitted 
by various devices, would give a greater in- 
dication on the meter than corona, etc., where- 
as, the latter is more disturbing to a broad- 
cast program. Also, if the meter has too 
short a period, ordinary interference or broad- 
cast signals will be extremely difficult to read, 
as the indication of the meter will follow the 
intensity of the signal too closely rather than 
indicate somewhat average values. Thus the 
meter employed is designed to give a fairly 
accurate value of the intensities of all types 
of interference as to their effect in disturbing 
broadcast programs. 

A signal generator is incorporated in the 
same case with the receiver so that the in- 
tensity or noise range of any signal may be 
measured in terms of microvolts-per-meter. 
Adding this generator presents a number of 
problems. First, the generator must be total- 
ly shielded so that its signals enter the re- 
ceiver only through the calibrated attenuator, 
which varies the input from 0.5-microvolt-per- 
meter to 50,000 microvolts-per-meter. Then, 



too. its output waveform should be designed 
to simulate "noise" (interference) rather than 
a pure note: also, like normal static (interfer- 
ence), th»» signal should blanket the entire broad- 
cast band of 550 to 1.500 kc. with an intensity 
depending upon the setting of the calibrated at- 
tenuator. 

In this design a multi-vibrator system is 
used and set to give out approximately a 120- 
cyele note: its harmonics extend to all fre- 
quencies in the broadcast spectrum. Although 
the intensity of the harmonics diminishes as 
the frequency increase's, which would mean 
that the input of the set would change quite 
radically with the frequency at which the re- 
ceiver may be tuned, with the present design 
these characteristics can be smoothed out by 
filter circuits. 

The instrument measures only 8 x 12's! x 
14 ins.: with batteries, antenna and all equip- 
ment, including the headphones, the weight is 
slightly less than 'A\ lbs. 

Operating Procedure 

Now let us travel around a bit with the 
Service Man and find out just what is his pro- 
cedure in shooting trouble. His first step, 
upon arriving at his destination, is to connect 
the home antenna to the interference locator, 
after having removed the collapsible rod an- 
tenna. Then he tunes in a broadcast station 
and sets the volume control so that the meter 
gives about fuJl-scale reading. By the turn 
of a switch the signal generator is started and 
correctly connected to the interference meter: 
then, by turning a knob, the generated signal 
is brought to the same meter reading as that 
previously obtained for the broadcast signal. 
Interpreting the setting of the generator at- 
tenuator dial by means of a curve (calibrated 
for the individual interference meter) gives 
the intensity of the signal in microvolts. This 
process is repeated for the interference, and 
the ratio of signal-to-interference can be read- 
ily calculated. 

If the complainant's set is of the A. C. type, 
it is necessary to connect the interference lo- 
cator to the light-line through an adapter, to 
determine whether the interference is being 



490 



RADIO-CRAFT for FEBRUARY, 



933 



www.americanradiohistorv.com 



picked up "backward"; that is, via the light- 
line outlet, through the power pack, and thence 
into the tuner portion of the receiver chassis. 
Usually, the interference is picked up over 
the antenna, and a survey (with the locator) 
ox" the immediate surroundings will show 
whether a change in direction, or position, or 
both, of the complainant's antenna would help 
hint. Figure C illustrates a test of this type. 
If the interference in sufficient to warrant lo- 
cating its source, the trouble-shooter takes his 
car and makes a complete survey of the sur- 
rounding territory, taking intensity readings. 
Faults in power systems are located in the 
same manner, as shown in Fisr. D. After some 
experience, it is quite easy to run down and 
determine the origin of interference- 

The interference meter may also be used in 
determining field strengths of various stations 
at di tie Kiit imes of the day. For instance, 
one evening WKAF (New York) had a field 
strength of 38 micro volts -per- meter, while 
in the daytime the figure had dropped to U»s* 
than 3 microvolts-per-meter. In another in- 
stance KFI (Los Angeles) had a field strength 
of 2 niicrovolts-ner-meter, and KNX (Holly- 
wood) 1 ! j microvolts-pet -meter, at Winches- 
ter, Mass., one morning at 2 a. m. 

The writer feels that the type 232 inter- 
ference locator has opened for progressive 
radio service stations a new field and source 
of income. A man equipped with one of these 
instruments and having a reasonable knowl- 
edge of the art will be capable of engaging 
in the work of making interference surveys 
for a good many cities and towns now des- 
perately in need of such service. 

Finally, the writer wishes to point out an 
entirely new and hitherto unheard summon- 
by "Opportunity." Police radio stations are 
springing up throughout the country with a 
rapidity almost akin to the growth of mush- 
rooms. Strati re to relate, there is seldom any 
effort made to take field intensity measure- 
ments to determine the most suitable location 
for the transmitter, a procedure which in many 
instances would effect a saving of thousands 
of dollars and permit good reception in dis- 
tricts which otherwise would not be in the 
area of good service. Bastante? 



L W. TUNER 

(Continued from page 489) 
then winding another 180 T. (The wind- 
ing length of each section is 1 in.) 

The secondary of L3 has 175 T. per sec 
tion. The secondary sections of L5 are 
separated only 1/64 -in. All the secondaries 
are wound on a tube lVi-in. in dia. 

The primaries of all the coil units are 
wound over the filament end of the re- 
spective secondaries. No. 30 en am. wire 
being: used. iViniary and secondary are 
separated by one layer of Empire cloth. A 
tabulation of coil turns s jriven below: 
Coi7 Ptitnnrtf Secondary 

LI 40 :ujo 

1.2 7f» 360 

f.-i 'in 

L5 75 360 

The R.K. choke, R.K.C.. is made by wind 
inj* two two-sect ion layers, one over the 
other, on a form IK -in. in dia.. using No. 
36 erum. win . The first and second sec- 
tions of each layer are spaced 3/16 in. 
After the first layer of 360 turns (180 
turns in each section of each layer) is 
completed, three layers of Empire cloth are 
wound over the secondary and the second 
layer of :160 turns is wound; the starting 
lead of the second layer is cut oack direct- 
ly across the first layer (inside the tube i, 
to a position tliwtly over the starting 1»?*id 
of the first layer. 

List of Parts 
One Clnrostat long-wave coil kit (*ee 
text), LI to L5; 

One special R.F. choke (see text), R.K. 

One Pilot 3-gang condenser (with trim- 
mers). 350 minf., Cl to C3; 

One Pilot 2-?ang condenser (with trim- 
mers), 350 mnif-, C4, C5; 

One Pilot midget condenser, fin mnf., 
CIA; 

(Con t bitted on page MW) 



NEVER / 
BEFORE. 




15 DAYS' 
FREE TRIAL 




announces 

AMAZINGLY NEW 
1933 RADIO RECEIVERS 

Beautiful Cabinets — Not to be Compared 
with any other line on the market .... 

OUR PRICES BEAT ANY LINE SOLD COMPARABLE IN OUALITY 

We are the largest exclusive producers of midget 
radios in the world. 



Model AC-25-795 



5 



TUBE 
RADIO 



USING 
I-C56; I-C57; I-C58; 
I-C47; and I-C80 

CUNNINGHAM 
TUBES 



FOR RURAL 
COMMUNITIES 

Model AC-35-916 us- 
ing 2-C57; I-C58; 
I-C47 and I-C80 



The Squire Radio Receiver \» the last word in TiitHo 
-nuinecrinK UpRiRn. Mr. Frank Sntllrc ha* been in 

.tilio since 11>08. bc>:iniiln« hi* <«reer with A. H. 
<:rehe & Company, he served the Oel'orcst Coin- 

;iiiy a chief engineer for hIx yewr*. ami has been 
rr4imn»ible for fhe design* of* most of ihe radio re- 
i-flrem now on the market 

The chassis )n tJie radio < ablnet nbove is the result 
»f years of experience. AH imriu arc mounted 
on t.-el such famous radio mm ns Dubllier. Kola, 
lliiintimrlurid. Cunningham. Centralab. Croae. General 
Instrument. Cutler-Hammer. AeTovox and other prod- 




PRICE 

COMPLETE 

WITH 

CUNNINGHAM 
TUBES 



.»s 



*18 



FOR RURAL COM- 
MUNITIES 

$19.95 



oris are used in the ronstruciion of our receiver* 
The cabinet i.< of beautiful oriental walnut, ex- 
treme 1) graceful in design, with ituted legs ami 
pilasters, it is sturdily constructed to last a life- 
time. Height 29"; Width 17^": Depth 0*4". 
Hie receiver employs a Kolu Dynamie speaker uhhh 
as most radio people know is the linest speaker on 
the market The set utilizes the new 56-57-r»8 series 
t ulies. This set has u 4000 mile receiving range 
without noise or hum. 



WRITE FOR CIRCULAR. WE MANUFACTURE 22 DIFFERENT MODEL RECEIVERS 

AND CHASSES 



DEALERS/ Write for Exclusive Territory. 

Licensed under patents granted 
RADIO CORPORATION OF AMERICA— GENERAL ELECTRIC— WESTERN ELECTRIC- 
AMERICAN TELEPHONE * TELEGRAPH COMPANY — WESTINGHOUSE ELEC & MFG CO 
AND THE HAZELTINE CORPORATION 



RADIO CHASSIS, INC. 



112-116 West 18th Street 



(Formerly Marquette Radio, Inc.) 



New York, N. Y. 



Export Department: 1457 Broadway, New York, N. Y. 



RADIO-CRAFT 



f c 



FEBRUARY, 



93 3 



491 



WWW.i 



Attention 
Supreme 

Jewel 
Weston 
Owners! 

Have your old Model Diagno- 
nietcrs or Analysers converted 
or renianufactured to 'this new 
and modern instrument just 
announced. 



A. C. METERLESS TUBE TESTER 

( Continued from page 47 S) 




t t t t t 

The many exclusive features of the 
new Model 400- C will amaze you— 
complete resistance analysis directly 
on the analyzer panel, all tubes, 4. 5. 
6, 7, prong types WITHOUT adap- 
ters, tube tester, capacitor tester, 
shielded oscillator, etc. And the best 
part is that we save you real money 
l)v using the meters, resistors, etc.. 
from your old instrument. Many 
combinations to choose from — many 



prices. 



Send Today 



I 



SLPREME INS TRIMKNTS CORPORATION | 
455 Supreme Bldg.. (Greenwood. Miss 

I'lfiiM* *cnd me without obligation \our new I 

. rciilar 40IM* and include all d.itn ami price* | 

hi tnodertmiiiK niy . . i 

Analwer. Make Model 



I 

I Vann 

I 



A Mi es> 



| < UN 



State 



audio transformer, AT. A varrable-ratio A.F. 
transformer is used in this circuit because the 
pairs of terminals, chosen, work very nicely to 
give the best results for all makes of tubes; al- 
though any make of transformer may be used 
if a special chart is made. The use of the 
parts specified is advised, as it simplifies con- 
struetiun and obviates any extra work. 

Inside the box we mount the filament trans- 
form* r FT at the top, and the audio trans- 
former AT at the bottom, as shown in Fig. IJ. 
making sure that no hum is induced into the 
latter by coupling. The correct placement may 
easily be determined by connecting phone 
tips to terminals GS and F6 of AT and listen- 
ing for hum as FT is turned on and AT is 
placed close to it. When the fiO-rycle hum 
is heard, rotate AT 90 decrees and the hum 
will disappear. The "C" battery is held close 
to FT by a removable **trip of Wood to allow 
replacement at the rare intervals when neces- 
sary. 

The wires running from the box to the 
pane] may be tied into a cable with strinn to 
allow the panel to be mounted and removed 
without entangling alliances. Be sure to mark 
which throw of the toggle switches is which 
to avoid guesswork ^ftcr the panel is inounten. 
The binding posts provided for the measure- 
ment of filament voltage. HH. and "C** battery 
voltage, CC. are convenient for cheeking volt- 
ages, though not necessary for actual opera- 
tion. No great precautions are necessary to 
avoid coupling between leads in this circuit, 
except to twist the A.C. leads if they are too 
long. 

In connecting the potentiometer be sure 
that the plus end of the *'C" buttery connects 
to the end of R3 marked 1. which is the last 
tap when R3 is rotated to the right, otherwise 
the readings will be reversed. The method of 
using a flexible lead from the screen terminal 
of the 6-prong socket was used because this 
lead remains connected to the P binding post 
for all tubes except in the one case when test- 
ing the triode section of the 55. This infre- 
quent use does not warrant providing a switch. 

Operation 

Proceeding now with the operation of the 
tester, all switches are thrown to their normal 
position as shown in Fig. 2 and (N) on the 
chart. Locate the tube type number on the 
chart and set the switches and rheostat to the 
points given. Rotate the potentiometer dial. 
R3, from its 1(1 position toward the right un- 
til a note is heard in the phones. We take as 
our figure that number where the tube first 
starts oscillating (that is, the highest number). 
If. for example, the note i« first heard at 8 
(though naturally it will be heard at all num- 
bers less than 8, in the case of a '27 tube) we 
consult the chart for the limits of a good tube, 
and since, in this case, 1 0 to 5 means it is sat- 
isfactory, the tube is rated "good.*" 

In the case of heater tubes, try the R3 dial 
about three times to get the same point of ini- 
tial oscillation, in order to be sure that the 
tube is neither heating up n«>r cooling off while 
it is being tested. For non-heater (filament 
type) tubes, with R3 dial at some low number, 
rotate 11 A I center. tap dial) either way. until 
the 60-cycle hum is least noticeable. There 
will be no trouble in distinguishing the much 
higher pitch of the tube oscillation from the 
60-cycle hum. With R4 set. use dial R3 to get 
the figure for the tube, as described before. 
If the tube does not oscillate, disconnect one 
phone tip and tap it to its binding post to 
provide excitation for the circuit. If nothing, 
or only a click, is heard, you may be sure that 
the tube is unsatisfactory. If a voltmeter is 
used to check the filament voltage, at the 
filament terminals of the socket (binding pests 
HH). it should read 1.5 volts, when a *27 tube 
is being tested. 

Tube Rating Chart 

A chart is given to interpret the reading of 
dial R3 in terms of the worth of the tube. It 
is based on results obtained from many tubes 
of each of the forty types listed. As ex- 
plained before, it is not valid except with the 
same make of major apparatus listed at the 
end of the article. 
I To make an individual chart, obtain read- 
, ings on the finished tester for tubes known to 



be good, weak, or worthless, using the same 
R2 and switch settings as listed for tubes 
having the same filament voltage and socket 
connections. In setting the limits for each 
class according to these readings, the limits 
will naturally be more accurate as the number 
of readings that are obtained for tubes of any 
given type arc increased. The chart is reliable 
for all the tubes listed and can be extended at 
will. Those positions of the switches which 
vary from the normal position, for each type 
of tube, are given, but it may be well to clas- 
sify the switches as follows: 

SW.l. On-off switch for "A'* supply and 

for "C* battery to prevent drain through 

potentiometer, 1(3. 

SW.2. switched off for 2-volt tubes, thus 
inserting the extra Id ohm resistance. 

SW.3. thrown to P for screen-grid tubes. 

SW.l. thrown to P for pentodes. 

SW.5. thrown to HI. for all tubes not taken 
care of hy the LO. winding, 
. (Note: 5 V. tubes are tested on the LO. 
winding.) 

Fl.. thrown to F for testing the triode part 

of the 55. 

Gc, the grid cap, which naturally must be 
attached to the cap of the tube. 

Optional Addition 

It will be noted that the chart does not in- 
clude the rectifying tubes, (such as. the '80. 
etc.). Rectifiers, however, can be tested. The 
additional circuit and test parts are shown 
in Figs. 3 and C. It was purposely not in- 
cluded in Fig. 2 because, in the writer's opin- 
ion, it is unncct'HuarH and adds to the cost and 
complexity of the circuit. The most satisfac- 
tory test for a rectifier, the "80. for example, 
is to substitute a spare, good tube in the 
socket of the uucstiunable '80 and note any 
change in the output of the set. Where, or- 
dinarily, substitution of one tube at a time in 
a multi-tube set is a very doubtful method, 
we have a positive test in this ease, since we 
can eliminate consideration of the other tubes 
in the set by first testing them on the tester. 
This confines the test by substitution to the 
*80 only, and removes the previous objection. 
By taking ad vantage of this fact, we can avoid 
the additional cost and the use of any high 
power. 

Figure 3 is given, then, for those cases 
where the substitution test for rectifiers can- 
not be used. The scheme employed is to use 
the rectified output of the '80 tube, being 
tested, as Plate voltage instead of the 7*» V. 
ftatti nt. This plate Voltage W'll then deter- 
mine the worth of the *8() when it is applied 
to the plate of a standard. "27 tube (a good 
tube, which now becomes one of the acces- 
sories of the tester) to cause an audible oscil- 
lation. Thus, in Fig. 3. a good *8u being 
tested will supply about 80 ma. through the 
1,800-ohm resistor R5 and 50-ohm potentiom- 
eter R6 connected in series. The voltage 
developed across R6 (about 4 volts) is then 
used as plate voltage on the standard '27 tube 
in the tester socket, and will cause a note to 
be heard at 8. let us say. as the RG dial is 
rotated. When a poor '80 is being tested, its 
output. bcinK lower, will cause less voltage 
across R(J and we will have to turn the Rf> 
dial to a lower number (e. g. 2) to find enough 
positive voltage to start the oscillation. Hy 
consulting the rectifier chart, we then inter- 
pret the hinher dial reading in terms of great- 
er output and therefore greater worth of the 
*8U tube (or the 82 or 83) being tested. The 
'2 7 tube was arbitrarily chosen as the stand- 
art! because of the ease with which it oscil- 
lates. 

In practice, then, after the "27 tube is in- 
serted and is oscillating in its regular testing 
circuit, connect the rectifier unit to the tester. 
Fig. 2. The phone tip 1'hA is removed and 
inserted in pin-jack I'tiH. (as shown by the 
dotted lines) thus connecting Rli in place of R3. 
With the rectifier turned on, and SW.7 thrown 
to f> volts for the '80 tube, rotate dial RG 
until a note is first heard in the phones. The 
chart is then consisted for this reading as be- 
fore, giving the worth of the *80. 

In constructing this unit, the usual care 
must be taken with the insulation of the high 
voltage leads. Since R> becomes warm with 
(Continued on /*«//c .107) 



492 



RADIO-CRAFT for FEBRUARY. 1933 



OPERATING NOTES 

(Continued from page 479) 



the upper amplifier, of h well-known installa- 
tion. This equipment is of the rack and panel 
type. »nd contains two main amplifiers *if three 
stages, dnuhlc push-pull each. There are the nec- 
essary multi-contact switches to switch in re- 
production from two sound heads, or from two 
pickups located near the projectors. Another 
multi-contact, douhle-throw switch selects the in- 
put of the amplifier to be u-u-d at the running ; 
still another double-throw switch connects the 
output of either amplifier in use to the dynamic 
speakers behind the screen. At the upper end 
of the panel are two millianimeters with switch- 
hoard cords and pluifs to read the plate current 
of the tubes in either of the main amplifiers, 
the plate current of the tubes in the head ampli- 
fiers on the wall, and also the Voltaire of the 
"FT* batteries. 

When the upper main amplifier was switched 
on for use, reproduction was very weak, but full 
\olume could be restored by snapping the field 
switch of the monitor speaker tiff and then on. 
Sometimes there was difficulty in maintaining 
the correct volume level during the program. 

The first thing that the writer did was to 
measure the operating voltages during the fad- 
ing: these were found to be correct. Then new 
tubes of known oiiality were tried. Still the 
trouble remained. The writer, working on the 
theory that a faulty connection somewhere was 
causing the trouble, tried rocking the tubes 
around in their sockets, but there was no in- 
crease in volume. This eliminated the possibil- 
ity of bar! tube contacts causing the trouble. 
Since reproduction from the head amplifier* 
passed through two selector switches associated 
with that amplifier there was a chance that dirt 
on the contacts was causing the trouble. The 
writer burnished these contacts with a relay 
contact burnisher, and made cardboard tubes to 
fit over the switches, keeping out dust in the 
futurt*. However, this did not remedy the 
trouble. Fully realizing that there could be a 
badly soldered connection somewhere, he re- 
soldered every wiie and connection with a hot 
iron, and was confident that this would put an 
end to the trouble, but he w«-» badly disappointed. 

After a serious >tudy of the circuit*, and some 
theorizing, the writer derided to concentrate on 
the audio transformers, which are a combination 
of resistance, condenser, and choke coup! in jr. 
which accounts for 11 good fidelity of reproduc- 
tion in this amplifier. Believing that leakage, 
or intermittent open circuiting of the coupling 
condensers might cause this trouble of fading, 
the writer tested those in eaeh transformer at 
a higher voltage than normal. Kach condenser 
hs>d a small leakage of around thirteen megohms. 
Thi* seemed to be normal, as all of theni were 
the ^anie. Since the condensers in each trnus- 
lormer unit were tested, the shell was rapped 
smartly with a si rew driver to locate possible 
open circuits wilbin, However, these tests 
showed nothing. The writer, despite all tests 
and the possibility of trouble in some other unit, 
still hud a hunch that the trouble was in these 
studios, and he had to try the ln«*t resort to 
prove it. 

Since there are two amplifiers exactly alike 
in the installation, one being the auxiliary, or 
alternate, the writer decided that the only way 
to find the t roubb was to exchange parts from 
the amplifier affected to the spare. One by one 
the audios were transferred between the two 
amplifiers, until the writer was elated to observe 
that the second amplifier had the failing trouble. 
In this manner the trouble was definitely cen- 
tered on one of the audios. Up to this time, 
just what the trouble is with this transformer 
has not la»en definitely determined, as it tests 
O.K. in every respect. The writer does not be- 
lieve that heating and intermittent opening of 
the transformer primary circuit is the cause of 
the trouble, since the trouble was in existence 
when the amplifier was first turned on, and, 
therefore, the transformers were cold. 

The writer was working on a certain radio 
which had low volume. All ordinary procedures 
were tried without good results, and the writer 
spent much time on it. A connection to con- 
nection test with a low reading ohmmeter, look- 
ing for bad connections, revealed nothing Pres- 
sure on the condenser gang assembly which was 
a separate unit bolted to the chassis, caused 
the volume to be suddenly restored. Tightening 
up these bolts remedied the trouble. 



Majestic 52 

A customer brought the writer a new Ma- 
jestic model .12 super het. which would cut in and 
out of operation at frequent intervals. The 
Service Man for the company, who sold it. 
worked on it for a time, but was unable to 
find the trouble. He returned the set, blamed 
the trouble on a bad tube, and made a service 
charge. Meanwhile the radio was merrily cut- 
ting in and out in a most perplexing manner. 
The tube socket voltages, and unit values, were 
normal at all times. The writer discovered that 
Uy putting a certain amount of pressure on the 
r.ar end of the chassis near the risht side, he 
could cause the radio to cut in ami out at will, 
just as it did in operation. The chassis win 
turned over to expose the wirini* and units 
underneath. Probing among the tube contacts 
brought lio results, but it was discovered that 
pulling on the condenser shown as in the 

service data on page l*>2 of the February, VXM 
issue of this mairaxine would cause the trouble. 
This condenser is a .01-mf. unit. 

Westinghouse WR5 

The writer was sent to a bottle by a dealer 
to locate a roaring noise in a Westinghouse 
WR,") snperbet. No noise was apparent at the 
time, so tube socket voltages were read, ami 
each tube was tapped to locate possible loose 
elements within. The screen -grid caps were 
cleaned, also tho prongs, and the aerial and 
ground. The writer attributing the trouble to 
some local interference lasting temporarily, de- 
parted, but made several calls later to n -certain 
the customer's satisfaction. 

Several weeks later the customer reported the 
noise bothering again. The radio was brought 
in for a going over, but operated well for sever- 
al hours. Pol lowing a definite plan, the writer 
discovered that tipping the radio a little to one 
side would cause a short, popping noise, similar 
to arcing of a loose connection. Rapping smart- 
ly with a screwdriver handle on the radio- fre- 
quency chassis which is separate from the audio- 
freiiuettcy and power pack chassis, produced 
nothing. However rapping on the audio-fre- 
itueney chassis resulted in a popping noise being 
reproduced in the speaker, a sure sign that there 
was a loose connection within this chassis. Turn- 
ing this over so as to expose the wiring with 
tin* set still playing, and pulling on the primary 
wires of the power transformer, caused this same 
popping noise in the speaker. This of course 
centered the trouble in the power transformer. 

Another Westinghouse superhet had a per- 
plexing popping noise only at resonance, so 
much like interference that the writer was mis- 
lead for a few moments. The fact that the 
interference appeared only at resonance point 
was very peculiar, and unusual. The writer 
bad u happy thought and adjusted the voice 
coil of the dynamic speaker, which remedied 
the trouble. This is the first time that the 
writer ever heard speaker rattle, resemble inter- 
ference so closely. 

Considering these troubles the writer has come 
to the conclusion that when a good set analyzer 
will not disclose the trouble, then the only thing 
to do is to rap smartly, shake, and pull on every 
unit and wire in the entire chassis. The idea 
is to try and duplicate the trouble, if possible, 
by working on each part as just mentioned. 
When a unit is found that causes this trouble 
when disturbed by the hand, then it is likely 
that it is causing the trouble during the opera- 
tion of the set. 



NEW RADIO SCHOOL 

In these times of depression, many Service 
Men are turning to allied fields to help fill 
their deflated pocket books. One of these allied 
fields is refrigeration. 

Having founded the Philadelphia School of 
Wireless Telegraphy in 1912. Mr. J. 0. Van 
Horn announces that he will opeti a new school 
for instruction in radio and refrigeration in 
Philadelphia, his home town. 

A feature of this school will be the inclusion 
of special refrigeration servicing courses for 
radio men. 

All radio men. or men interested in learning 
radio, should communicate with this school. 
Write to Rawo-Chaft, 98 Park Place. New York, 
attention of The New Radio School. 
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able radio servicing. And it takes only 
Si a week new business to pay for this 
modern testing equipment. 

srrm >n: sn**** 

SET AN \ LYZKK •PIP' 

M O It K I. Ji U 



I>«*iiI«tm net price I. «». It. I !r«*eitt»tM»d. Minn. 



Produced by the creators of the Su- 
preme Diagnometer, "the complete 
portable radio testing laboratory." 

Ask your jobber to 
demonstrate. and 
send the coupon tor 
the free catalog that 
Rives all the details 
of this incredibly 

• flexible, popular 
priced Analyzer, al- 
so the Diagnometer. 
myriad other Su 
preme Instruments. 
Kits, and attractive* 
ly priced parts and 
replacements. 

I SUPREME INSTRUMENTS CORPORATION, | 

| 452 Supreme Bldo.., Greenwood. Mitt, 

, Plca-se -send mc ine new Supreme Iti.l.T ''ntHln^ • 

| whWh include- ilrtU on tin- Supreme Set tmih&'r I 

| Model j 
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GREAT 
BOCK/j 

: .tNatw*ll, 

BRING YO 
MORE MONEY , 



■•■\ 



MAIL THIS COUPOMAT ONCE 



! RADIO TECH. PUB, CO.. Dept. R.C. 2 ! 

1 SO Fifth Avenue. New York Crly 

_ _ Knr<-»^d find check, c**h ur money order for copies of ■ 

I Ra.n, ('t>y«i.'itCour<i*at S3.S0e»eh. and . . copies of the Radif I 

■ Servi, iriK r.iurif »t ll.&O e«*-h . Clieck here for KftEE circular ■ 

I drarrir>i<ig ilir ronieni* of rncli hooL in dm<iil 

[ N*WK ! 

I ACDKUSS I 

J^CIfY . STATK 

I. C~ A7 V A RIO A PTER 

TESTS 54 IVIls 01 ; 

No need to junk expensive 
equipment now that you can 
ha\e lhi% marvelous unit. Pro- 
vides for all t> po tuhes — pres- 
enl and FUTURE! Checks 5, 
6 and 7 prong types including: 
29. 3:t. 34. 39. 41. 42. 43. 4 1. 
16. 47. 51. 55 (diode) 56. 57, 
58, 61. 65. 67. 69. (both plates 
of 80, 82. 83) 85. 89. Wunder- 
lich. 91 (triple-twin) 93. 95 
\our jot/ber can supply you or 
order dire* t from us using the 
coupon. Instruction sheet with 
each unit. Dealers Discount 
40"! off. 




Insulin* Corp of America. Hi' 
2i-25 Park Place, N. Y. C. 

Kit<lo-r,l IS ii.l fhi-iK— m»n» v unh r fur $3.IM>. Send Hie 
h VAUK) IIAI'TKK. |h»U>,iM. 

n\mi: . . - 



BETTER CONDENSERS 
AT LOWER 
PRICES 



Yes, and we can prove it \ 
— 4 Never was such quality 
j9^^^fc / offered in condensers. Nev- 
tfwIS r 8l,cn lr,w prices. Re- 

!?J-^jf f cause never were such en- 
gineering efforts, new ma- 
terials, novel production 
methods and rigid Inspection 
placed behind such products 
Dubilier — world's largest and 
oldest condenser specialist — 
offers you ehvtrolyti". paper, inlea. 
receiving. tran^iiittlnK. industrial, 
laboratory and other condensers for tin* 
mo»i rellatile, longest and moat eco- 
nomical jierrlee. 
is yours for the asking. Just issued. Covers 
entire line. Write for your copy today. 




INFORMATION 

(Continued from page 488) 

(Q.3,) In building Mr. Cisin's receiver which 
appeared in the October issue of Radio-Craft, 
page 212, entitled "A Modern '3-Tube' Reflex 
Receiver,'* I cannot secure satisfactory result?. 
Is there any data you may have available that 
may assist me. and that was not published in 
the article? 

(A.3,) Yes. Inadvertently, we printed the 
size of resistor 14 as 500 ohms, x i watt. It 
should be 5,000 ohniu, Va watt, Hope this helps 
you, old man, 

CLASS A, B AND C AUDIO AMPLIFIERS 

(184) Mr, Walter Schumann, Hoboken, N, J. 

(Q.l.) The term.* "cla*s A," "ela^s B." and 
"class C," used in connection with audio ampli- 
fiers do not moan a thing to me. Please explain 
just what is the meaning of these terms in am- 
plifier classification, 

(A. l.l The following material, reprinted 
from the Yeah Book of tiik Institute of Raiuo 
Engineers, completely answers this cpiestion. 

Class A 

In a class A amplifier the plate output wave- 
form has essentially the same shape as that of 
the exciting grid voltage, 

"This is accomplished by operating with a 
negative grid bias such that some plate current 
flows at all times, and by applying sueh an 
alternating voltage to the grid that the dynamic 

' operating characteristics are essentially linear. 

. The grid must usually not go positive on excita- 
tion peaks and the plate current must not fall 
low enough at its minimum to cause distort ion 
due to curvature of the characteristic. The 
amount of second-harmonic present in the out- 
put wave which was not present in the input 

| wave is generally taken as a measure of dis- 

. tortion, the usual limit being 5^. 

I "The characteristics of a class A amplifier 
are low efficiency and output with a large ratio 
of power amplification/' 

Class B 

In a class B amplifier the power output is 
proportional to the square of the grid excitation 
voltage. 

"This is accomplished by operating with a 
negative bias sueh that the plate current is 
reduced to a relatively low value with no grifl 
excitation voltage, and by applying excitation 
sueh that pulses of plate current are produced 
on the positive half-cycle of the grid voltage 
variations. The grid may usually go positive on 
excitation peaks, the harmonics being removed 
from the output by suitable means. 

"The characteristics of a class B amplifier are 
medium efficiency and output with a relatively 
low ratio of power amplification.*' 

Class C 

III a class C amplifier the output varies as 
the square of the plate voltage within limits. 

"This is accomplished by operating with a 
negative grid bias more than sufficient to reduce 
the plate current to zero with no excitation. 
An alternating grid excitation voltage is applied 
such that large amplitudes of plate currents 
are passed during a fraction of the positive 
half-cycle of the grid excitation voltage varia- 
tion. The grid Voltage usually swings sufficiently 
positive to allow saturation plate current to 
flow through the tube. Thus the plate output 
waves are not free from harmonics, and suit- 
able means are usually provided to remove har- 
monics from the output. 

"The characteristics of a class C amplifier are 
high plate circuit efficiency and output with a 
relatively low ratio of power amplification." 



free 
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DUBILIER 

CONDENSER CORPORATION 

4J77 Bronx Blvd., New York 



NEW SERVICE CO.'S 

# Since the original breakdown of Sil- 
ver-Marshall, Inc., three separate com- 
panies have been formed, all composed of 
members of the original firm. Their chief 
engineer, Mr. Clough, has consolidated 
with Mr. Brenple to form the Clouph- 
Brenple Co., manufacturers of service 
equipment. Mr. Silver has formed Mc- 
Murdo-Silver. Inc.; and some of the origi- 
nal executives have retained the original 
name of Silver Marshall, Inc. This latter 
firm will continue with the original Sil- 
ver-Marshall line of radio receivers. 



NEW 




950XYL 



ADAPTER 

AND ANALYZER 
EQUIPMENT 



SPECIAL 

40 'n 1 

ADAPTER 



Here's what you have been looking for — mitbing 
like it— highgritdc tube cheeking adapter — tests 
over 40 tul>cs. No trail* — no jacks or plug - 
in* eon ipli rat eel directions. Resistances ami 
toggle switch fur instant reading of both plates 
of dual plate tubes— beautifully and ruggedly 
made— a t\pical Na-Ald product. List $o.tX). 
Servicemen's postpaid price $3.7,">. Order* filled 
in sequence received. Do not delay — semi order 
todav. TuU>s it will cheek in practically any 
checker are 20. Stt, 3K, 37, 3\ 3S, 41. 42, 41, 
li">, 47, 4*1, o'J, oo. ."»7, .7.1, f»4, rS5, to 7 , liS, tW*. 
70, Ml, S2, K3. S.>, SS, SO, !«, !»."», 985. 086, (5-2, 
C-l. LA, PA, PZ, PZH, Wundcrlich A and U. 
No. 950XYL. Sen icemen's price $3.75 postpaid 



NEW 7-Prong Analyzer Plug 

f» 907WL Na-Ald 7-Pmng latch-luck 
J^fc analyzer plug. 

1 |T $3,50 

It 



907WL 

m 

w 

976DS 
97SDS 

w 

974DS 



907WLC Alwive plug with five feet 
of Kit HIT wire cable. Kighth wire 
insures adaptability to jiossible future 
developments. 

List Price $5.50 

Tl'is new plug has a seven prong base 
which is reduced to a 5 or 4 pnmg 
base by locking oil the following 
adapters: 

976 DS 7-holc to 6-prong adapter with 
locking stud. 

List Price $1,25 

975DS 7 -hole to 5-prong adapter with 
locking stud. 

List Price .$1.25 

974 DS 7-liole to 4-prong adapter with 
locking stud. 

List Price $1.25 



Itrnlurr the present HX 
Mii-kct ««f mmlyzer with the 
4.'tf> or 4oi\E i-4i(ii]Mwit6 
.nckrt which take* 4. 3 anil 
fi |in>t»K Kibe* >o»<i the hro-cni 
l"Y >ockct with the 4.J7 or 
-1 ;{7 1 ; -even holr MK-krt. 
4,*.C^50c. 4.".»>i: fiOc, 
437- 3Sc, t:«n 40c 



I 



496C 



PS 

437 



lltrcetioit* f««r 



dcmizitiR any Sel Analyzer with 



primp AiiMlSxrr 1'lnK. A.xsMii'inlc Adii|»tcn«, I'lim- 
- hihI 7-lmlc Sockf-ti nro funu»hi«<l wtlU order-. 



for ~io< 

976GL tjik. - nrven i 
.nmb/rr -....kit. T 
insert I'd iron the vv 
loxt l'rire 

967SGL KiiKoU th 



unc tnHr« in thr f> luilr 
■ Iriul (in. I -honti) 
rrul-Kriii |i»i-imv 
$I.2S L 
KitmnK Ijiti-h 



l<i.i-k An»1y<er I'Imk for tin- in 7-h<ile 

krt«. <"lii> i** cimnectcil to iiititrnl 

Krai Htm! on eltiir. 

l^t l'rkc tl.SO 



9^9 

WW 



976GL 967SGL 

Al*»ve two iii 1m hter^ h-»hI with 
Weston 060 hih! other «et analy/rri. 



9^5xny~ r 965DW rna)»loi any nualyzrr whirh can 
text '24 l ii he rirrtiiti to te«t all the new 
G jironK tul>e rirciiilx. 
97SDW rnablex any analyzer tot in* 
'24 k'ireuitH to analyze the new 7 iiruiiK 
rireuiu. 

Li«t Prire $2.50 each 

975 OW 

S«>t of fotir prerwion 
wuund short- whv« e«iil> — 
2(1 to 200 meter* with 
.(NK>I4 mfil. conileiiMer. 
704SWSI.ut Price $2.00 -et 
Sot of two colli to etiver 
1(H) to 540 meter* with 
.00011 mfil. condeQxcr. 
704SWW and 704SWO Iiat Price $1.50 




704SWS 



•heets showifis 300 diagrams, tuba coimactione, 
ate. 



Servicemen's Discount 

On orders amounting to S10.00 List 



35% 
40% 



ALDLN PRODUCTS CO. 

NA""*l.Di O#ot - R * 719 Center St. 



BROCKTON, 



MASS. 
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BUILDING THE SUPREME ,, 56 M 



( Continued fr 
rantffs up to 5 00,0 DO ohmt» when u^l with tin* 
M»]f-contaim»4] 1.5-vnlt tla^hliKht battery. A low 
ram??. 0-5,000 ohm*, is nrmmYil -<> that resistor 
\aui<»> a^ low h»» 2.." «ihms» ran Ih» directly in- 
dicated. Th.« ba»ic Mm-itivity i> also calibrated 
for three hi>ch.re*i>.taiM-<\ 2.750-ohms-per-volt, 
O.C. vnltmWer rank's uf 0-S.2. 0-82 ami 0-320 
*olt*. For A.<\ ami D.C. potential measure- 
ment* a» 1,000-ohins per-\olt in six ranges, i. e., 
0-3, n-il. 0-90, 0-H00. ami 0-900 volts, the 

im'ter is utilised with the r«Ttifi«*r and com- 
pvt^at itiif n-sistor* *hunt<>tl to a full-scale sensi- 
tivity of 1.0 milliamivrc. Th«- shunt is divided 
for providing llv.- rurrwit ranges, i. e.. 0-3. 0-0, 
0-H0, 0-00, and O-tfOO milliampt-rvs, A.C. or D.C. 
Any ran>c«» of the meter can he used for any 
analyti.-al t.-st of radio cin-uiN. 

Thi- six poiential nwa-urinK ranges of the 
meter may he aj-mh! for radio output measure- 
ments. A self-contained 0.,*i-inf. ca}»acitor is in- 
cluded in the on t pi it meai-turing circuit so as to 
eliminate the I).<*. t-omiioneiit when the output 
measurements ar»- taken directly from the plates 
of output tidies through out nut adapters. The 
complete instructions mi p plied with the analyzer 
include a capacitor chart which outlines the sim- 
ple priM-edure io he followed for accurately 
rn.-a^urinir the rapaeitue values of paper bypass 
and filter capacitor*, from u.002 to 6.0 micro- 
fa radv. 

The Model ."o> includes a 10% in. x 6*4 in, 
hakelite finish panel drilled, and marked by the 
Veri-Chrome pr«i»n. A list of all parts is in- 
cluded at the end of thi* article for the benefit 
of those concern* d. A pictorial diagram, Fiff. 1, 
shows the relalki- position of every part to be 
itsed in building the unit. The first step, then, 
is to become act main ted with the pictorial dia- 
gram. Locate the pin-jacks, jack-switches, etc., 
by reference to Fig. I. He sure to follow this 
pictorial diagram in the procedure of building 
the analyzer, since it shows the correct relation 
among the different parts used, whereas the 
point-to-point diagram ( Fig. 2) represents 
merely the electrical circuit from point to point, 
and does not necessarily show the actual me- 
chanical relation between the parts. Con- 
tinent ly, it should only be used for continuity 
te^ts. for repair inirno-e*. as well as for check- 
ing the \alues of r«»sisturs, capacitors, etc. 

Building Procedure, I 

(h) Turn th. naiiel over so that its back 
races the builder 

(b) In-crt all pin-jacks, J, in pin-jack holes, 
ami tighten on panel wilh accompanying nuts. 

(e> Insert ."i-. and 0-holo universal tube 
socket in the socket -lioli- located in the upper 
right " orner of panel. V"2. Hold it to the panel 
\\ ith accompanying screw., and nuts. 

fdi Insert the T-hole socket in the other hole 
ami proceed as in (el, VI. 

(el Insert the si\ clo-c-eircuit jack switches, 
•TS. in the following manner: 5 in the five 
jack-switch holes directly altove the meter hole, 
and 1 in the jack switch hole marked '"OPEN 
KOR AC MKTER." (Fig. 2.) 

(fi Insert the one open-circuit jack switch 
,IS ( , on the jack switch hole marked "CLOSE 
run o-r,,ooo OHMS." 

(g) In*en the 0 to ."i.OOO-ohm rheostat, Rl. 
in the ZERO OHMS AIUl'STER hole. Hold 
it to the panel with the nut. 

(h> Insert the 3-positinu rotary switch SW.l 
in the OHMS-HI. RES. V.M.— A.C— DC. 
MKYKK hole in ^uch a way that the middle posi- 
tion falls mi the top. This can easily be ascer- 
tained by inserting the control knob on the 
switch shaft and locating the middle position by 
»imn1y turning it. 

Building Procedure, II 

(at Make alt ""sockct-to-wocket" Connections 
following the pictorial diagram. 

ttii Make all "sockets-to-pi n- jacks" connec- 
tions following pictorial diagram. 

(c) Make all "pin-jacks-to-jack switches" 
connections following pictorial diagram. 

Id ► Make all "jack switches-to-3-position 
switch" connections following pictorial diagram 

tel Make all "3-position >s\\ itch-to- 0 to , r > 
rheostat" connections following pictorial i 
gram. 



.000 
dia- 



gram. 

(I I Make all "piii-jack-to-3-posii ion switch* 
con in-ct ions following pictorial diagram. 

Make all "pin-jacks-to-0 to 5,000-ohm 
rheostat*' connections following pictorial dia- 
gram. 



nn page 471 ) 

(h) Make all "pin-jack-to-pin-jack" con- 
nectiuns following pictorial diagram. 

(i) Connect the +RAT. OHMS pin-jack to 
the lug in the upper left of the panel, following 
pictorial diagram. 

(j) Connect the lug located in the upper 
right of panel to corresponding point in 3-posi- 
t ion-switch as shown by pictorial diagram. 

Construction Procedure, III 

(a> tVmncct metallized 750-ohm resistor, R2. 
between 3-position switch and 0 to 5.000-ohm 
rheostat, as shown in pictorial diagram. 

(b) Connect 0.5-nif. capacitor, CI, between 
CAPACITOR and AC.-D.C. METER COMMON 
li in- jacks as shown in pictorial diagram, insert- 
ing rubber sleeves in bare wires. 

(c) Connect the .02-mf. capacitor, C2, be- 
tween the C.G. CAP pi 11- jack and the cor- 
responding contact in the universal-contact tube 
socket, as shown by pictorial diagram, inserting 
rubber sleeves in bare wires. 

Resistor Panel Assembly, IV 

A small, separate panel is used to house the 
multipliers and shunts for the meter. This 
panel is located on back of the meter. Fig. 3. 
To wire, proceed as follows: 

(a) Starting with hole No. 1 and proceeding 
clockwise, bolt the following precision resistors 
on the resistor panel, as shown in Kigs. 1 and 2 
in the following order, inserting soldering lugs 
as shown by pictorial diagram : 



No. 

No. 
No. 



Hole No. 1. 
R3: 

Hole 
R4; 

Hole 
R5; 

Hole 
R6; 

Utile No. 5. 

Hole No. li. 

Hole No. 7. 

Hole No. 8. 

Hole No. 0. 

Hole Nti. 10. 

Hole No. 11. 

Hole No. 12. 



600.000-ohm 
210.000-ohm 
60.000-ohm 
21.000-ohm 



multiplier resistor, 

multiplier resistor, 

multiplier resistor, 

multiplier resistor. 



WHERE do 

you come in 
on this? 

A Big Market 

FIDQT do you r * c °9 n,zo 'h* fa** tno> r *~ 
ni^w I / sistors constitute one of the most 
needed replacement items in radio — the long 
neglected port? 

Money in Service and Sales 

A^KJft ^° y° u k now th* r *'* money 
^EW\^r^lU/ in resistor service and sole* 
the Ohiohm way? 

Know What You're Buying 

TUIDD do you roan " tnat resistors mu< 
■ rlMWKlJg be oble to conform with 10 inv 
portant points of consideration in order to hove 
genuine quality — from accuracy, permonency, 
quiet operation to such factors as mechonical 
strength, flawless oppearance, and printed re- 
sistance volues on the unit? 

Then Get the Story 
of OHIOHMS 



fi,000-ohm multiplier resistor, R7 : 
1.000-ohm multiplier resistor. Rx ; 
2,220-ohm shunt resistor, Rti ; 
T 10-ohni shunt resistor. K10 : 
25«.i-ohm shunt resistor, Rll ; 
74-ohni shunt resistor. R12 : 
2. r >.Si«ohm shunt r«*istor. R13 ; 
11.1-nhm shunt resistor. R14; 
(b> Connect all these resistors in series, as 
shown by pictorial diagram. 

(c> Of the three small resistance spools 
which come with the meter, bolt to the panel the 
two that come together in holes "A,** (R15, R16) 
and connect in series as shown in pictorial dia- 
gram. (Also see Fig. 3.) Insert remaining 
spool in hole marked 'R** (R1T) and bolt to 
panel. 

Construction Procedure, V 

(a> Complete the internal wiring of the 3- 
position switch by making the necessary con- 
nections between its own terminals, as shown 
hy pictorial diagram. 

(b> Solder the fi'j-inch wire-leads to the 
terminals of the 3 -posit inn switch which are to 
be connected to the meter studs. 

(e) Solder a 6 '—inch lead to the 3-position 
switch terminal which is to be connected to the 
11.1-ohm shunt resistor in resistance panel, hole 
No. 12. as shown by pictorial diagram. 

(d) Insert Multimeter in the meter hole and 
bolt it to the panel with corresponding screws 
and nuts. 

(e) Of the three nuts which Come with each 
of the four meter studs, remove one from each 
stud and bolt the resistance panel to the meter 
studs. Insert one large soldering lug in each 
stud before screwing the nuts back on the meter 
studs. Tighten these nuts. 

Construction Procedure, VI 

(a) Connect the two small meter resistance 
spools, R15. R16. in the holes of the resistance 
panel (Fig. 3) to the soldering lug in the proper 
meter stud, as shown in pictorial diagram. Do 
the same with the remaining meter resistance 
spool. RM. in hole "U" of the resistance panel. 

(b) Connect the open terminals of these 
three meter resistance spools to the proper 3- 
position switch terminals, as shown in pictorial 
diagram. 

(c> Solder a 5-inch lead to one end of the 
J.fiOO ohm resistor. R18. and insert rubber sleeves 
to cover bare wires ; then solder to lug in meter 
stud. After this has been done, connect the 
(Continued on page snt) 



FIRST-AID KIT 



furnished in 1-watt and 2 -watt kits with most 
popular resistance values. Handy Ohm Dial fur- 
nished free with initial order. 

SUPPRESSOR SETS 

for eliminating ignition interference on 
AUTOMOBILE RADIOS 

for 4, 6 and 8 cylinder cars 

Set contains condenser ond necessary spark sup- 
pressors to meet oli usually encountered condi- 
tions of outomobile radio installation. New 50,000 
ohm Ohiohms now available to fit Ford V-8. 



Something New! 




ICE-BOX 
and REFRIGERATOR 

DEODORIZER 



a 50c item. Absorbs offensive food odors. Sell this 
when you give radio service. Write for details. 



THE OHIO CARBON COMPANY 

CLEVELAND, OHIO 

OHIOHM RESISTORS ore made In Canada by 
C. C MEREDITH & CO.. ltd., Toronto 

•OHIOHM* 
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Samson " Jllkes" 



The micro- 
phone is the very 
"heart" of any 
short wave 
"phone" trans- 
mitter. SAMSON 
microphones rep- 
resent the high- 
est quality of 
workmanship and 
engineering design. 

For example, con- 
sider the SAMSON Type F double 
button microphone. This micro- 
phone, priced at $10.00, should ap- 
peal to hundreds of radio amateurs, 
whether the "mike" is to be used 
with an 80 meter phone set or one 
of the newer 5-meter phone trans- 
mitters. The SAMSON Type F 
"mike," although designed to sell 
at a low price, does not make use 
of the usual die-cast and cheap 
form of construction associated 
with low-priced microphones, but is 
constructed, (except for the dia- 
phragm), exactly the same as the 
higher-priced, SAMSON double but- 
ton microphones. 

The Type F "mike" is just the model the 
average amateur station or experimental 
laboratory has been looking for. This 
microphone is designed for speech only, 
and is made of machined brass finished in 
chrome. The output level is approximately 
minus 33db. Net weight is 11 oz. Overall 
dimensions are 3%" by %*\ 

With this microphone we recommend our 
microphone-to-grid transformer, type M.I. 2 
which Bells for $7.50, and our fifteen -foot 
thielded microphone cable which sells for 



$2.50. 



Special 



As an introductory offer, we will for a period of 
<>0 day* send post free to any Part of the world 
those three lteirn totalling $20.00 uhon reoelDl of 
S 10.00 in ra<h by n-tcUtered mall, money order or 
certified cheek, if *«nt U> the SaJra Manner. 

Samson EI<M*lri<* ( o. 

Mftrs. .Si /ire IH82 
i ant on, Mass., I . S. A. 



SERVICE FORUM 

(Continued from page 48 2) 

knows personally of a certain midget receiver 
that started out as a six tube T.R.F*. job. 
with the volume control in the R.F. screens 
and a single 45 output tube. In the space of 
five weeks the volume control was moved to 
the primary circuit, a new dial was installed, 
a phonograph jack added, the values of several 
bleeder resistors changed, and the output tube 
changed to push-pull '71 A's ! Yet the same model 
number was retained throughout and the only 
"service** diagram ever issued was reproduced 
from the original engineering tracing! 

Slight improvements in layout and wiring in- 
variably suggest themselves during production, 
but not all manufacturers trouble to keep track 
of them. If the sets are not marked with serial 
numbers the changes are simply lost to the 
world. If the sets do bear serial numbers, and 
if the production manager and the service man- 
ager are on speaking terms, the changes are 
duly recorded. 

Believe it or not, but there are actually set 
manufacturers who do not have diagrams or 
service data of any kind on receivers that they 
sell by the hundred. These firms are usually 
the ones that dispose of their receivers through 
department stores, furniture and chain stores, 
and they therefore have no concern for service 
problems or anything else that might happen 
after the sets leave their factories. Their so- 
called engineering departments usually have one 
copy of a schematic diagram, drawn on yellow 
paper with a hard pencil, and to Jet this get 
out of the plant would mean complete paralysis 
of the production line. Does this sound exag- 
gerated? Not a bit. It's so common it's dis- 
graceful. The writer knows of a large New 
York sales organization that had to put a Serv- 
ice Man on the job of tracing out the wiring 
of one of its most popular receivers, because the 
factory itself supplied a hookup that didn't 
match the set at all ! 

In writing to us for service information, 
please bear all of the foregoing in mind, and In- 
patient with us. We think we are doing re- 
markably well considering the circumstance*. 

Robkrt Hertz BKiic. 
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REPLACE BURNT-OUT^ 
DEFECTIVE BALLASTS 



MILLIONS of 1 
Sets including 
MAJESTIC and other standard lines 
need ballast Replacement NOW. 

JOBBERS AND SERVICE 
ORGANIZATIONS— 

Send for our plan outlining Ballast 
Replacement Market and Money Mak- 
ing Plan. Also Volume Control Re- 
placement Data Book. 



CLARCSTAT MANUFACTURING CO., Inc. 
285 N. 6th St. Brooklyn, N.Y. 



L. W. TUNER 

(Continued from page 401) 

Three Flechthcim type M-D fixed con- 
densers, 500 mmf., C6 to (\S; 

One Flochtheim type M-L fixed c»n- 
( ilenser, .02-mf., C9; 

Five Flochtheim type SF-2. r > fixed con- 
I densers, .25-mf.. C10 to C14; 

One Clarostat type Pi 8-3,000 variable re- 
sistor, 3,000 ohms, Rl; 

Two Clarostat type P1 0-100,000 variable 
resistors, 0.1 — meg., R2, K, r >; 

Two Clarostat type CGL variable re- 
sistors, 10 meg., R3, R6; 

One Clarostat type FW-150 fixi-d n-sistor, 
150 ohms, H4; 

Four Clarostat type KCH-2 bakelite 
knobs; 

Four Pilot UY-tvpe base mounting sock- 
ets, for VI to V4; 

Three Sylvania type '35 tubes. VI to V3; 
One Sylvania type '24 tube, Vl; 
One National type B, VB C clockwise 
vernier dial; 

Six shield cans (for inductances 1 , 3 1 ix2 t - 
inches in dia.; 

One Blan aluminum chassis. 10x14x8 ins. 
high ( 1 16-in. thick 1 ; 

One Stettncr "Capitol" model 310 cab- 
inet. 



AUTOMOTIVE INTERFERENCE 

# Automotive interference has not 
changed within the past year any more 
than static reception has in the past 
twenty years— faulty ignition apparatus 
still causes interference, and electrical 
storms still cause static. 

In installing an automotive receiver, do 
not become discouraged by interference: 

| be sure that all leads are securely ground- 
ed and all connections firm. Of course, 

I the usual spark-plug suppressors, distrib- 

I utor suppressor, and ignition-coil con- 

| denser are needed. 
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THERE! 

with RCA 

INSTITUTES 

radio training 

| NEW GENERAL COURSE IN RADIO 
' combines Broadcasting . . . Sound Motion 
Pictures . . . Aircraft Radio . . . Marine 
Radio . . . Radio Servicing . . . Home and 
Studio Recording . . . Television Funda- 
mentals . . . Electronic Tube Applications 
. . . Radio Code . . . Public Address Sys- 
tems . . . and other radio and allied sub- 
jects. 

No matter how much or how little knowl- 
edge of radio you have, there is a distinct 
advantage in taking this course. Let us 
give you details. 



RCA INSTITUTES INC., 



DEPT. SW-2 



1 Nfw York School and Head Quarter*: 

75 Varick Street. New York. H Y. 
■ Chicago School: 

1154 Merchandise Mart. Chicago, ill. 

| Please "send with no nMUatlnii to me: 

• ( > ■-" ai 1 1 Inlormallon on the New (Jeneral Course in 

Km I la. i Al New York resident school only.) 
j ( ) llhl^trateil cilalng an. I informal ion about 

specialized resident school eoursci in radio and 

sillied arts. 

J ( ) Information about ext en-don course for study at 
home, together with illustrated oataloe. 

| Name M \«e 

j AUiiresi .... _ 

| *"liy Stun* 



I SERVICE MEN! ] 

Dumont Electrolytic and Paper Condensers are ^ 

t acknowledged best for replacement work.' A 

V 20 years manufacturing experience behind " 

► products. a 

New and revolutionary static and aerial elim- A 

► inator. LIST PRICE $5.00. ; 

Write for free catalog and prices. m 

DUMONT ELECT RfC MFG. CORP., ~ 

^ 453 Broome St.. New York. N. Y. ^ 



The 

Original 



"GEN-E-Motor" 



will no i\*rlii»al J " ,hi .«•«]! hnUnr. J "iin'uriteil on 7uhfe*r! 

i»h a double hUrr a>atrrn (K*t completely 

31111*9 comply* 

.... - . PIONEER CEN-E- MOTOR CORP 

22S1-R Lawrence Ave., Chicago. 111. 



PATENTS 



TRADE MARKS 
COPYRIGHTS 

"Little Ideas Alav Have Bio Commereial Possibilities" 
PROTECT THEM BY PATENTS 
rVnd for uur Fr«-r Imh»L. "HOW TO OBTAIN* A PATENT 
and valuable "Itemm! of Intention" blank. 
Prompt Serviec— ltaiv»ri»Me OharierN- -I>«>ferrc<! Payments 
HIGHEST REFERENCES 

VICTOR J. EVANS U CO. 

KrQifitrrett t'titrut Attorneys— Kstuhtmkrd I $98 

650-BB Victor Building, Washington, D. C. 



Knowledge Pays Big 

We teach you how to build and operate 
Radio Troasure Finders und how to locate 
Metals Underground. Fascinating, Scien- 
tific. Accurate. Full details for 3c stamp 

Write TODAY. 
Exchange. P.O. Box 607- W El Monte, Calif. 



SERVICEMEN-DEALERS 

Send 25c for our Handbook and Catalog 
Complete Slock of NEW Radio 
Replacement Parts 

Hard to Get Parts— We Wave ihem. Send us 
your repair work lor culm ate. 

Grant Radio Laboratories 
6521-C South ILilsted St... Chicago. Ill 
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TestSetsThis 
SimplerWay! 



A 



thi 



nnouncing 




THE BIGGEST NEWS -MAGAZINE IN 
THE RADIO INDUSTRY 

Issued Monthly for Radio 
Service Men 

This new magazine is filled with inter- 
esting service information; plans of 
the Association; Service Men's expe- 
riences; answers to inquiries about 
servicing; hints on making extra 
money in the servicing field, in short, 
it is a magazine written for and by 
members of the 0. R. S. M. A. It is 
the voice of the Association in which 
the problems and suggestions of the 
individual members are presented for 
review and discussion among the fra- 
ternity. It is a magazine for, of and 
by the Service Man, edited by the staff 
of RADIO-CRAFT Magazine, sponsors 
of the OFFICIAL RADIO SERVICE 
MEN'S ASSOCIATION. 

In appearance this BULLETIN is 
made up in the style and size of a 
tabloid newspaper. It contains up-to- 
the-minute service information. A 
partial contents of the first issue is 
found below: 

Editorial: The purpow of the O. R. S. M- A. 
BULLETIN. 

MfiMKci from Service Managers of lorge Radio 
Set manufacturer! to O. R. S. M. A. member*. 

Servicing experience* — unusual »rr» ice case* and 
their method of handling. 

Descriptions of service equipment — hy members. 

What the Service Man should charge — -various 
angles of thi* vital question. 

A sermon to set owner* — Beginning the War on 
free service "Gyp*." 

The Service Man's Own Forum- Letter* on all 
nubjectii pertaining to the Association 

Electrifying and Modernizing old receivers as a 
source of Income to the Service Man, 

Making Money -t Servicing *he ways in which 
established Service Organizations ndvertine 
and otherwise extend their source* of income. 

The Question Box quentions and answers of 
servicing* question* of general interest. 

Employment Service - ads inserted by members 
looking for employment and companies look- 
ing for men. 

Subscription K;ites for I he 
O. ft. S. VI. A. MULLET IN 



O 11. s. 


M. A 


Von-Mrr 11- 


M em Inert* 




bcrd 


50c 




Ofl e year 


$1.00 


$1.00 




two years 


$1.75 


$1.50 




three years 


$2.50 


$2.00 




four years 


$3.00 


$2.50 




five years 


$3.75 




Price of Single Copy J0c 





Subscription lihnik 



Executive Secretary O. R. S. M. A., 
98 Park Place, New York, N. Y. 

Kudosed fincl my remit tame of $ for whicli 

iilr:isc enter my subsn lotion to your BULLETIN lor 
, jears. 

I am a member or The .Association and my Member- 
ship Certlticaie number Is 

I am not u member, bm would like to rerelve your 
application blank 10 ioin I lie U. 11. S. M. A. U\o 
fees — no dues to be paid by me). 

City - - - R l*'« 



P.A. SYSTEMS 

(Continued from page 477) 

directly, without ringing the phone and then 
asking the person who answers to call the de- 
sired person. With factory efficiency experts 
continually eliminating lost motion, this feature 
can be played up to good advantage. 

A onick trip through a prospect's office or fflc- 
U»i>. which can usually be arrange* 1 without 
trouble if the Service Man aska for it, will en- 
able the latter to estimate the required number 
of speakers and their placement for best results. 
As remarked in these articles before, you can 
lose nothing by making a survey of this kind, 
and all the prospect can do is say, "No." 

Do not fail to carry a completely mounted 
desk microphone with you when making calls on 
firms. There is a peculiar, intangible fascination 
about the "mike" because it is pictured so promi- 
nently in photos of broadcasting activities. Peo- 
ple are interested in seeing one close up "in the 
flesh." in handling it, and in pretending to talk 
into it. This may sound childish, but it is quite 
true. Cany the mike casually in the crook of 
your arm, so that every one can see it- When 
you get in to see the purchasing agent or the 
head of the firm, put it plumb in front of his 
nose on his desk. He won't object at all ; in fact, 
he'll probably grab it immediately and begin ask- 
ing questions about it. Be sure to pick out a 
bright, shiny mike, with plenty of suspension 
springs and the cord all connected. The effec- 
tiveness of this little piece of sales psychology, 
which has been used by many Service Men, is 
quite surprising. (And how! — Editor.) 

Since there is not as much dispersion indoors 
as outdoors, amplifiers of comparatively small 
size and capacity may be employed with good 
success. A single '45 output tube will com- 
fortably handle one, two, or three small dynamic 
speakers, and wil! operate economically. A typi- 
cal outfit that is finding widespread application 
is illustrated in the front part of this article. 
It comprises a double button microphone in a 
ring-type desk stand, a control box. a Loftin- 
White direct-coupled audio amplifier using a 57 
feeding a 45. and either one or three dynamic 
speakers, complete with cabinets. The circuit 
arrangement, which will interest technicians, is 
shown in detail and can easily be followed. The 
amplifier unit proper it built up on a pressed 
steel chassis, and measures only 6 by 8 by 7 
inches overall. It may be placed under a desk 
or table or behind the telephone switchboard. 

The amplifier is turned on in the morning and 
left running all through the business day, the 
unit having been designed for continuous serv- 
ice. The operator then simply flips the mike 
switch "on" when she wants to talk, and she 
docs not have to wait for the tubes to warm up. 
The speakers respond instantly and no time is 
lost. A gain control is mounted in the conti*ol 
box ; once set. this usually requires no further 
handling. 

Of course there » nothing to prevent the Use 
of a phonograph pick-up for the reproduction of 
phonograph music during lunch hour, or at the 
discretion of the "boss." As remarked in the 
first article of this series (December. 1932, 
Hadio-Craft) a few minutes of music during 
afternoon recreation perio<ls. in factories, is a 
big factor in building up employee morale. 



RADIO-CRAFT CALL SYSTEM 

0 Many people preach a lot. but don't act very 

much. Radio-Craft h:is been describing P.A. 
amplifiers for a long time, and now we are 
pleased to announce that we are installing an 
inter-office call system. Briefly, a microphone 
is to be installed in the office of the Editor-in- 
Chief, and speakers placed in each of the offices 
of the various Editorial Departments. 

When the Editor wants to speak to one of 
the department, he merely calls his name, and 
the response is almost immediate — no lost mo- 
tion. Incidentally, the amplifier arrangement 
used is the same as described in our December 
issue entitled. "A Battery-Operated. Portable 
P.A. System," by Clifferd E. Denton. 

The amplifier may be used for so many pur- 
poses that a complete list is almost impossible. 
The use to which the equipment is being put is 
one that has been suggested by us for a Ion? 
time, and which few men seem to appreciate. 

However, details will appear later. 





TESTER NO. 710 



THIS new and improved tester is 
equipped with a practical selector 
switch for checking all pans of the 
tube circuit by connecting to the set 
sockets. It is so designed that selec- 
tion can be quickly and accurately 
made for testing voltages of plate, 
grid, cathode, suppressor grid and 
screen grid. Plate current, filament 
volts, line and power supply volts are 
also measured. 

A battery is used for the continuity 
testing of transformers, chokes, etc. 
Capacity and resistance charts are 
furnished shoeing use of instruments 
for testing condensers and for measur- 
ing resistance up to 100,000 ohms. 

A Remarkable Instrument 
At A Remarkable Price 

Both A.C. and D.C. filament voltages 
are accurately measured on the one 
meter. Contains new wiring with J 
added 7-hole socket. It is equipped 
with a small diameter plug-adap- 
ter for testing in new sockets. 
If your jobber cannot supply you, 
we will ship the No. 710 Tester 
directly to you — \%hen remittance 
accompanies your order at the 
dealer** net price of Si 5.00. 

Read rite Meter Works 

38 College Ave., Bluff ton, Ohio 

MAIL COUPON NOW 
r " 

1 READRITE METER WORKS. 
| 38 College Ave.. Bluffton. Ohio. 

■ Otulfinm: 

J Pirate send me information atiout ftcurirlte No. 710 
| 'lYsier. Also caialo: of of tier servieim; instru- 
ment*. 



J N.ime 
1 Slr«t 
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EKVKEMEX 

«fc Experiment <>rn 

Her* are a few of the thousands of articles we 

have to offer at these very low prices. 

All merchandise is brand new in original boxes 

or carton** Take advantage now! 

Sang* mo — -Transformers — Type AX. Kcg\ $f>.00 .$ .69 

Sancamo— Puih Pull, Type BX. Shielded Type 

Type HX. ite«. $13.00. l»r 2 79 

Baldwin—Type C Headphone*. Mica diaphragm. 2.89 

Branded — Superior Headphones j 3* 

Erpee» -German light weigh I phones j'^S 

r\, n X ap f r ' ng Trickle Charter. Re«. 510.00 ! " 2*19 

Elkon Replacement Dry Rectifiers j 2 9 

Kupro* 1 Amp. Replacement Rectifiers |*2S 

West orv No. S06 Voltmeters. Re K . $7.00 | 79 

Aero— Short Wave Coils. U*t $12.00 3 63 

Radiola 100A Magnetic Speaker 4Z9 

Radiol. 103 Magnetic Speaker " 3.89 

Radio a 106 Dynamic Floor Tapestry Model '. 14.89 

5^J° 1- J. 06 D Y n ™*e D - C. chassis 300 V. Field 4.39 

Hodlnc — Electric Phonograph Motor. He*. $35.00 7.9S 

Ansonia Magnetic Speakers, Mahogany Cabinet 4.7S 

$^0*00 — Cathedral Dynamic Speaker. \&t% 
General Electric End table Phono* r. ph. 
Tobe— DryJ'A" Eliminator 24 ampere. 



Universal Baby Microphone. Res;. $7.50 

£• B. L— -Giant Motor Speaker Cha sale 

B. B. L.- -Medium Speaker Chassis 

Easle — Tone Control. Reg. $3.50 

Thordsrson RI71 M B" Blocks.. 
Stromberg Carlson— No. 3A Audio 
Strom berg Carlson No. 4C Audio. . 
Stromberg Carlson- No. S Output Audio.'..! 
Strom be rv Carlson— No. 4B Speaker Unit 
Stromberg Carlson- -No. 3A Phono Pickup 

volume control and transformer 
Eby Aeeorted Marking Binding Posts 
Rem rr Intermediate Transformer Type 600 
Remler Variable Condensers .0005 Cap 

$ m 25* r N °* 250 M ** R " F * C "°***'' 

£ No K20 ' 7- tube table Model 

List $135.00. 



with 



Reg. 
Set. 



11.89 
14.89 
6.89 
2.S9 
4.65 
2.69 
.8S 
2.89 
.97 
1.29 
l.JS 
.95 

7.39 
.05 
.69 

1.95 

.95 
14.85 



Hammarlund parts at 
tremendous savings. 
What do you need? 



coa» and mounts. 



We specialize in 
standard replacement 
units for service work. 



SItver- Marsha* parts 
at tow prices. Asm 



We issue no catalog— We carry one of the largest 
stocks of Radio-Parts in the country «nd can 
nit your orders at lower Prices than elsewhere. 




Send us your order direct for anything and every- 
thing in Radto include 20 per cent deposit with 
order. We ship anywhere C. O, D. plus postage 



We invite O. R. S. M. A. members to take advantage 
of our special discount. 



43rd Street Radio Shop 

124 East 44th Street (at Lexington Ave.) 
NEW YORK CITV. NEW YORK 
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l>nrta of 



Loss than 
one hour 
of high Ifne volt awe 
will overload vital 
your radio— causing 
. ra t - k/y noises. AMPERITE auto- 
matically regulates voltage— pre- 
vents noises and burnouts. 

Send ft, 40 to Dept. /?C-J 
for 8am pic fl „rf hefpg 



"fiMPERlTE Qrpormtion 

361 BROADWAY, NEW VOW 



jsgf^\ \Xp JBV 301 WOWWAV. NEW YOftK 

A ^j saw^y VOLTAGE CONTR OL 

SERVICEMEN 

MAKE MORE MONEY 
Transformers Rewound 

50S 



or built to order. 

Speaker Field Coils wound 
for all type* ot Speakers 



GRAPHITE VOLUME 

CONTROLS REBUILT 

Guaranteed like new. 251 to 50 f e Having 



5 Hour Service 

Prices on request 

PEMBLETON LABORATORIES 
911 Parkview Ave. Fort Wayne, Indiana 

/ 7 ueart in design of coils and tranaformert 



FIDELITY CONTROL 

(Continued from page 1^76) 

voltape with respect to frequency ; or, in .it her 
words, H illustrates the *ain of the circuit with 
frequency. H is the curve with larve Rp ; when 
the Srid voltage i 8 and the suppressor bias is 
zero, for example. We want to know what hap- 
pens to the curve when the suppressor bias is 
chanped to -35 volts and Rp is thus made small. 
When Rp is small, Z becomes small, consequently 
curve H will move to H 1 , the new resonance 
curve due to the increased negative suppressor- 
Krid voltage. 

These two curves tell the whole story; which 
is, that as the suppressor voltage on the 58 is 
varied, the gain of the plate circuit drops and 
broadens. It is this broadening that decree es 
the tendency toward sideband cutting, and ac- 
counts for the better fidelity response. 

The reader will note that exactly the same sort 
of thing was done in earlier superheterodynes ; 
only there, a switch threw additional resistance 
into the tuned circuit to secure the 8 ame effect. 
More accurately, of course, we may speak of the 
58 as a selectivity control rather than a fidelity 
control. 

Now we can consider what the changing Om 
will mean. In the first place. Gm actually de- 
creases as the supressor bias is increased, even 
though Rp also increases. This means quite 
simply that the gain of the tube Is decreased. 
Therefore. EgGm will be smaller and the re- 
bponsc curve, H 1 , will drop down correspondingly 
all along its range. The shape of the curve, of 
course, will not change, but the overall gain of 
the stage will have decreased. Actually, if the 
bias were to be increased all the way to 40 volts, 
the decrease in stage gain due to Gm variation 
and change in impedance would be the same as 
for that secured by backing the bias on a 235 
down to about -10 volts. 

It will be obvious that at broadcast frequencies 
the fidelity control will not be very effective 
since the usual tuned circuit there is already 
rather broad. Similarly, if a hi^h I.F. i* U8e ,l 
in the superheterodyne or if the resistance al- 
ready in the tuned plate circuit is rather large, 
the fidelity control effect is lessened. In superJ 
with an I.F. of 115 kc. or so, such as intended for 
the European market, the 5S is a real blessing 
because side-band cutting there is very noticeable 
even with only one I.F. stage. As yet. however, 
m«wt manufacturers, in their hurry to get sets 
with the new tubes on the market, are tyin* 
the suppressor-Krid to the cathode and letting the 
automatic quality feature remain dormant. This 
condition is probably temporary and some enter- 
prising manufacturer will probably introduce a 
set with automatic ton** control very shortly. 

It must not be thought that the characteristic 
of the 58 that we have been discussing elim- 
inates the u.<ual manual tone control. The 58 
gives real control: the usual tone control usually 
only eliminates the hi^hor frequencies. 

One more point invites discussion. From Fig. 
2 we note that if the control-grid voltage is 
varied to -10 volts while the suppressor bias is 
being increased to -40 volts, the plate resistance 
variation is considerably reduced : the ran^e is 
only 800.000 to 2.-.0.000 or approximately 3:1. 
The correct way. then, to vary the grid and sup- 
pressor voltage, if they are to be varied simul- 
taneously, would be to allow the control bias to 
change slowly and only by a few volts while 
the suppressor changes at a faster rate and to a 
greater amount. The suppressor will supply 
the attenuation that the lesser grid variation 
loses. 



American Bosch 

VIBR0 POWER RADIO 

T T T 

Only American Bosch has vibro power, a 
newly discovered super force in radio. 
Write for our price list : we can save you 
25% on your purchase. 

w W £ ££ LL THE AMERICAN BOSCH. 
MAJESTIC. SIMPLEX and PHILCO RA- 
DIOS AT BARGAIN PRICES. 

T T T 

McGUIRE DISTRIBUTING CO. 

Doeville, Tenn. 



1 



Volume 
IIAIHO 

En #• #/ #• / o |# €* di a 

Double the size of the 
First Edition! 

Thli 2nd Edition. S. Ueri^hackN Radio En.y.lopedU it 
by far the most useful book in Hadlo Literature Jt It 
designed for print hal use and *lve«. you in,uni in- 
formation on everything in Hadio. 

The fAot that 30.000 Radio Men have one or the other 
edition gf S. Ueriuhack's Radio Kiuyciopedia in their 
homes, proves that it is an absolute nete^-ity in the 
Radio Trade. EVERY RADIO M.\S SHOl'I.li o\VN 

this valuable volume. 

What the New, Second Edition 
Radio Encyclopedia Gives You 

The explanations— or. rather, definitions are not In brief 
outline form like those of an ordinary dkHoiinrv, bu« 
they cive in fullest detail, and At .oi» s iderable lmtfth. 
the meaning and application of every word, pliraae, 
general and special term uaed In the ^clenre of radio. 
Every topic Is written in plain, everyday Ennli>h. easily 
understood by anyone. 

Hundreds of definitions in the >*ook are Uln-truied bv 
drawing,, photographs, diagram. , or «h«rK. Ju.< look 
up as you would in a dictionary, rhe word or i>hra>* 
about which you are seeking information. Every p>»m« U 
key- indexed for convenience and .need In lof-atlin: any 
definition. All the subject matter is arranged in alpha- 
betical order. 

ThH greatly enlarged Second Edition Radio KmyHo- 
pedla should be u*ed by everyone in radio. It un^wer* 
all radio questions, — imreajes jour knowledge and sav?t 
time. It rovert every known radio problem. It U a 
gold-mine of facts for every radio nun. 

2,201 RADIO DEFINITIONS; 1,253 
TECHNICAL ILLUSTRATIONS; 
34 TABLES AND CHARTS; 21 
PAGES OF APPENDIX; Red Mor- 
occo-Keratol Flexible Covers; 
Printed on strong ledger paper, 
loose-leaf arrangement. 



NEW SELLING 
PLAN 



In order to allow- you to insert the volume un-l re*ily 
appreciate what you are buying. Ac will .vial it to you 
with the privilege of In-peitioii. When the rxpn-.. man 
brings you the hook, look It ovvr. It you like it, pa^ 
him the purchase prh-e of tiie un,k. plu, postage. Lf 
you do not like it. just tell the rxpre.j man to tuka 11 
back. You won't he out one j>ctmy. 



352 pages 
9x12 inches 
Weight 3 lbs 




Mail Coupon for this Book! 



I S. GERNSBACK CORPORATION, 

I 98 Park Place, New York. H. Y. 

| Send me one copy of the new Second Kdltlon 

I S. Gernshack's Radio Ene>i lopedla with the ?rMle«e 

I of inspection. If I like the vulutne. I will pay 

i Expressman $3.98 plus shipping chance;. 
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Address 



City - state... 
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N. R. I. FUNDAMENTAL RADIO COURSE 



In the December issue of Radio Craft lessons 
IFR to 35FR of the fundamental radio course* 
offered by the National Radio Institute were re- 
viewed in detail. These lessons are supplemented 
by a second series of booklets and a collection 
of service sheets. 

For advanced students a special course in radio 
mathematics is offered. This is reviewed under 
the numbers ?SB to I2SB. 

Following are reviews of the individual books 
of the entire series: 

1 SH Radio Inventions — This book covers the 
science of developing and protecting profit- 
making radio inventions, and includes a list 
of urg< ntly needed devices for radio. What 
not to invent is stressed in this hook equally 
with the oYsirable inventions. 

2 SB Radio Service Men's Tools and Their Uses 
— From a can of oil to the Unique Jewell 
Universal Instrument, which performs the 
function of eight meters, Service Men's tools 
are nWcrihed in this hook. U is practical 
in scope and tells how the various necessary 
tools are used. 

3 SH Commercial Radio Condi users — This hook 
carries on the work of previous lessons on 
condonsers hy illustrating the qualities, opera- 
tion and field of usefulness of a numher of 
\vell-knnwn modern condensers. 

4 SH //««' to liuiid a Broadcast iny Station — 
For the future owner of a broadcast station, 
for the radio worker who is employed in huild- 
ing a station, and the broadcast station em- 
ployee, this book dot ails the principles and 
practici of construction. Every phase of the 
station is covered, from the input apparatus 
to the studio. 

5 SB Antenna For Broadcast Reception — 
(Book 1) This book carries the reader to the 
receiver, thoroughly covering the design and 
construction of antennas for radio reception. 
The placing of aerials on residential and com- 
mercial buildings is covered in detail. 

6 SB Anttnna for Broadcast Reet ption (Hook 
2) — This book completes the study in Rook 1, 
going more thoroughly into the minor details 
of antenna construction and set-up. 

7 SB Set Analyzers — The theory of the detec- 
tion of troubles in radio circuits is explained 
in this book, ami tho use of the set analyser* 
to detect the nature of such troubles is de- 
scribed. The various types of defects are 
covered and typical set analyzers are described. 

8 SB Ptcibels — Audio Amplification — The sci- 
ence' of measuring sound intensities is covered 
in this book. The mathematics of decibels 



and the calculations of power required for 
sound intensities are described. Audio re- 
sponse curves, possible sources of audio dis- 
tortion and push-pull amplification are sub- 
jects also included, 
t) SB Radio Mathematics — The Use of Arith- 
metic in Radio — The radio expert deals con- 
stantly with fipures. This book is a reference 
book on various arithmetical problems and 
includes tables of logarithms. 

10 SH Radio Mathematics — The I'se of Algebra 
in Radio — This book is a simple course in 
algebra for the beginner, with special em- 
phasis on the equations that occur in radio 
problems. 

11 SH Radio Mathematics— The Tsr of (i<o- 
metry in Radio — Continuing the mathematics 
course, this book is an elementary study of 
geometric figures, especially those that nrciir 
in radio problems, such as the figuring of 
impedance, inductance, capacitance, etc. 

12 SB Radio Math* mat ics— The ( hc of Trifi- 
onomttry in Radio — As a final part of the 
Service Man's understanding of radio mathe- 
matics this book teaches how to solve problems 
that occur in the solution of all alternating 
current circuits. Numerous examples illus- 
trate the text. 

1 SM Trouble Shoot in ff in D.C.. A.C. and 
liotttry Sets — This is a reference book that 
outlines all of the possible signs of trouble 
in radio sets, and what the possible cause of 
each can be. A second section deals with the 
means of correcting each trouble when dis- 
covered, 

2 SM Trouble Shooting in l).C. % A.C. and 
Hatter }( One rated Setn — This book brings the 
trouble shooting down to definite sets, with 
special emphasis on the testing of continuity 
in the various circuits of receivers. 

1 JS 28 Tented M'ays For Making Extra Money 
— Here are a goodly number of little or big 
jobs the Service Man can do to improve 1 the re- 
ception of various sets and thereby earn 
money for himself. The book covers work on 
antennas, tone control, wave traps, installing 
special loudspeakers, curing "motor-boating." 
installing interference eliminators, etc. 

1 SS tu 6 SS and 1 SSC Service Shtets—A fairly 
complete portfolio of service data on the 
better known receivers. One section covers 
American sets and another is devoted espe- 
cially to sets of Canadian manufacture. Each 
sheet gives operating data as well as a com- 
plete schematic diarram of the set. 



Come To Sunny 

CALIFORNIA 




'AN OWL AND A PUSSY CAT—" 



Q "An i>wl and a pussy cat went to sea — " 
If you want to no to sea — or sleep — ami listen 
to your favorite program while falling, why the 
radio owl pictured below will do the trick for 
you easily. Merely plug the owl in the light 
line and the radio in the owl : then set the owl 
for any time within two hours after setting* 
and the wise one quietly does its work. 

Suppose Radio Jr. wants to play for a while 
before going to bed. and daddy wants to play 
at the same time; merely set the owl. and in a 
predetermined time the light in the child's room 
goes out — simple, eh? 

Have vou a little neon sign over your store? 
If you have, and want to shut it off. say an 
hour after you close up, just connect the 




READY TO SET 



wise old owl. am) he will shut it off for you. 

This owl is sturdily Constructed, ha- no part- 
to wear out. nothing to wind — but a lot to do. 

It is a product of the Universal Microphone 
Co. 

FILTER CONDENSERS 

0 Watch those filter condensers. Many sets now 
on the market do not use a bleeder resistor 
across the output of the rectifier system. In- 
stead a high resistor is placed across the output 
of the filter system, which serves the same pur- 
pose as the lo.OOO-ohm units formerly Used to 
the exclusion of all others, in order to prevent 
the output voltage to rise to an abnormally high 
value. 

As may sometimes happen, this resistor goes 
' west" and the Service Man "forgets" to re- 
place it. He merely disconnects the defective 
unit and, since the set works O.K., leaves things 
as they are — a good procedure, sometimes. 

The customer turns on the set, a p-l-o-p is 
heard, and all is quiet on the western front. 
Moral — be Mire there is a resistor connected 
across the "B*' unit to keep the voltage steady. 

Electrolytic condensers are now in vogue. 
When testing receivers by means of resistance 
measurements, an erroneous reading may 
sometimes be obtained if electrolytic con- 
densers are in the power unit and the power 
unit affects the readings. These apparent 
erroneous results are due to the fact that 
the resistance of electrolytic condensers is low 
when the applied voltage is reversed. To 
remedy the situation, then, reverse the polar- 
ity of the ohmmeter leads and take a second 
reading. The higher reading is correct. 



TELEVISION-RADIO 
TALKING PICTURES 

In just a few years, Radio has become one of 
the world's leading industries. Talking Pic- 
tures have brought new life and opportunity 
to the Movies. Now. Television is here with 
a promise of growth and activity so great 
that it cannot even be estimated. Come to 
Los Angeles — most active Itadio center in the 
world — and learn these fascinating Trades. 
You can be one of those to reap the harvest. 

BUT— YOU MUST BE TRAINED 

Times nre getting better. The worst of the 
depression is over. Thousands of new jobs 
will call for TRAINED MEN. Will you be 
ready? Regardless of the Times, the Trained 
man wins. He always has and he always will. 
Take that fact as a guide and your future is 
assured. Wonderful opportunities are open 
before you. 

Ge* the Best Training Your Money Will Buy 

Naturally, you want the best, and most com- 
plete training you can secure. Analyze — In- 
vestigate. Your whole future depends upon^ it. 
For over 2S years, National has been training 
ambitious men hy our own practical shop 
method. Our graduates are our best recom- 
mendation. 

Life Scholarship Insures Thorough Instruction 

You are not hurried through your courses at 
National. You are given a Life Scholarship 
when you enroll, which means that yon can 
go just as fast, or take as long as you \;ish 
to complete >our training. The main thing is 
that you master every phase of your instruc- 
tion, step by step. 

ACTUAL EXPERIENCE-on modern equipment 

There is no DUMMY equipment at this won- 
derful institution. It is all "hooked-up", 
ready fi»r you to use in learning your Trade. 
You learn Television on actual Television 
Transmitting and Receiving equipment. You 
take part in operating our own Radio broad- 
casting station WfiYF. In Talking Pictures, 
too. you learn on actual equipment, right in 
National's Student Talkie Theatre. 

EARN ROOM AND BOARD 

Spare time jobs while at school. We help 
I you get a job to pay living expenses while 
learning. So if you are short of money, 
! don't let that hinder you from enrolling. 
7-V; of our students are earning their living 
expenses while attending school now. We 
also allow your Coach Railroad Fare to Los 
Angeles. 

Special New Course — Radio Broadcast 
Technician 

Finest studio in West — sound-proof walls, 
broadcasting big programs — just like the most 
famous stations. 5 separate studios. Special 
course given without extra cost to students 
who enroll immediately. We broadcast over 
our own station and also by remote control. 
You actually learn operating the equipment, 
qualifying for important technical jobs. 



Ask for Details 
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ANTENNA 
SYSTEMS 



MeFff Profit 
Lu*ir Price 
Ea.u«r to SfH 
E'.uitt 10 [mtall 

FJelLur Results 



f-.JuLiin.ici h MarL-mad* "-tuIll- jn-ej 
pc'rmils- the- uk -of several reccivf ri 
dari .1 Mnjilt ,nn.Li.' nnj. 



Dealers— Servicemen 

It >n jnliher cannot supply urite h\i 
Iiiiiii ,ii I <i 1 1 Irt m oi, >uur liti.rl,i.id ami 
" t tl i a.l . ill. dink for $ i no Kit 
nil! 'w> hi prepaid and sd lc credited to 
mini j.iliU-r 
interesting literature describing the many 
other popular Lynch products sent 
reiuest 



LYNCH MFC CO., INC. 

ITH lr.riw,r, H#W T*T», H. ¥. 



Be a TELEVISION 




Daring the next few years, thousands 

will become rich Jn Television, the 
•mazing new major industry. Will 
yoa be one of these? There is only 
one way for yoo to get in to Television 
and that is with specialized training. 
Television experts are needed right 
now and this marvelous new butdness 
has hardly started. If you are over 
17 years of age. send your name and 
address for full information about our 
plan whereby you may step out of the 
world's greatest Television School— 
the three top floors of Mis- 



souri 'a tallest skyscraper— into a high 
Pay position. Write Today. 

Sid Noel, President 
FIRST NATIONAL TELEVISION 
2901 s»ower * Light Bldg. 
Kansas City, Missouri 



-FREE 



13th ANNIVERSARY 
RADIO CATALOG 

124 pages containing 
thousands of the 
greatest radio and 
electrical values at 
real bargain prices. 

Send for your copy 
now! 

AMERICAN SALES COMPANY 

Wholesale Radio Distributors 
RC- 44W. 18th St., N. Y. C. 




Study Radio m 

CANADA 



A start In Radio Guaranteed or your monev bark. 
Course rovrr« Radio. Television. Soun.l Amplification 
ami TcleRrs«i>hy. Trail Ir,d work man-rial supplied. 
Preparation for Government and Service examina- 
tions. Home Study, Day or Evening Classes. Write 
for hook let. 

RADIO COLLEGE of CANADA 

Limited 

310 Yonge Street Toronto, Canada 



Write for this Big Free Book Today 

Tin- most complete line of ratlin sets, service men's 
supplies* replacement parts, test equipment at 
the lowest wholesale prices 

ALLIED RADIO CORPORATION 

8JS *• Jackson CHICAGO 



A 3-TUBE, BATTERY OPER- 
ATED, 7'/ 2 WATT P. A. 
AMPLIFIER 

(Continued from }Ht<fc If7 8) 

(It has even been suggested that some of our 
"drugstore cowboys" may use this system to ad- 
vantage — with a saving of lungs and horn. — 
Editor.) 

It will he noted from the accompanying illus- 
tration (Fig. B) that this "B" eliminator is 
directly fastened to the amplifier chassis proper, 
greatly facilitating its complete installation in 
any automobile or truck. There is provided a 
sufficient length of heavy gaime. stranded, and 
durably rubberized, insulated twisted hnttery 
cable and two powerful gripping battery clips 
for the connection to the battery terminals. 

Three low priced tubes are all that is required, 
viz: a '37 and two 42's. — these tubes are of the 
heater-type construction, and consume in alt 1.6 
to 1,75 amps,, at 6,3 volts. Their Alament 
supply naturally comes from the storage battery 
proper, and. of course, does not affect the cur- 
rent consumption of the "IV* eliminator itself. — 
the total current drain is, therefore, approxim- 
ately 7\<i amps., exclusive of any speaker field 
excitation provision. 

The circuit is unusually simple, but notwith- 
standing that, it is remarkably efficient; it is 
shown in schematic Fig. 1, 

The input system of this amplifier is "uni- 
versal," — it consists of an input twin jack, the 
terminals of which connect to ground a ml 
through a universal SOO.OOO-ohm volume control 
to the grid of the first stage. '37 tube, If you 
intend to employ a single or double-button micro- 
phone, you will require a suitable microphone 
input transformer, the secondary terminals of 
whieh are connected to this input jack. This 
also holds true for a phonograph pick-up trans- 
former. No input transformer is required if a 
high impedance phono, pickup is employed. If 
either or lioth of these input transformers are 
employed, it is advisable to mount them within 
an external shielded "control box'* to eliminate 
any losses. However, if unusual shielding and 
correct transformer angular placement is em- 
ployed, these input transformers can he mounted 
underneath the amplifier chassis, if desired. 
The output of this hifch-gain, 1st A.F, 
stage is fed through a conventional in- 
put push-pull transformer to a stage of two '42 
pentode tubes, producing an undistorted output 
of 7% watts, employing in all, only three tuhe*! 
The quality of reproduction on either micro- 
phone, phonograph, or radio tuner inputs is un- 
usually realistic and pleasing, free of A.C, hum. 
or any disturbance. The amplifier itself is ab- 
solutely stable in operation, and will require a 
minimum servicing. A tone control is included, 
as is a five-prong speaker socket, three terminals 
of whieh are connerted through a speaker cahlo 
to its output transformer (on the speaker), the 
other two carrying 6 volts D.C. to a 6-volt 
dynamic speaker field, should one he employed, — 
this 6-volt lead provision further simplifying the 
installation. No external "C* hias batteries are 
required, as all bias provisions are self-contained, 
The sint'le switch, SW.-l. is the only switch 
required, controlling at the same time the fila- 
ment supply, the motor generator, and the 
speaker field excitation. The "handful" of parts 
are mounted on a sturdy, cadmium-plated chassis 
measuring 14 inches iong, 7*4 inches wide, and 
Z*A inches tall. (The "B" eliminator cover rises 
6 inches al>ove the chassis surface, and being 
1-inch higher than the top of the tubes, protcets 
them against breakage.) Its total weight, in- 
cluding the "B'* eliminator, is only 21 T £» lbs. 
There is ample room underneath the chassis, 
thereby making it a matter of but a few minutes 
to do ati the wiring. 

It is suggested that a 6-volt D,C. field dynamic 
speaker be employed, for maximum volume re- 
production : such fields each draw from .4- 
ampere to 1.375 amperes, which is required for 
6-volt photophone, dynamic speakers. Inciden- 
tally, the latter mentioned speaker will actually 
produce the full output of 7 M» watts without 
rattling. If desired, 2, 3, or 4 dynamic speakers 
can be operated from this amplifier. You, of 
course, can also employ the new permanent 
magnet dynamic speakers, which require no field 
current at all; for that matter, up to 16 magnetic 
speakers could be employed, if so desired. 

In conclusion, we strongly urge our far-seeing 
readers to investigate the really lucrative field 
(Continued on following column) 
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"Without any limitation, my nay thin 
is onr of th* lN-r// tn-at h. ('. re- 
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SAVIL RA0I0 ENGINEERING CORP. 
71-73 Grand Street New York, N. Y. 
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A 3-TUBE, BATTERY OPER- 
ATED, 7"/ 2 WATT P. A. 
AMPLIFIER 

(Continued from preceding column) 

offered by these power amplifiers ; for, it is our 
opinion that a new industry. th«t of nutomative 
sound amplification, is in its embryonic forma- 
tion. It would be wise then, to establish your- 
self in your county as an official source of supply 
for such devices, using your own car amplifier 
as your best sales medium. 

Parts List 

One — Coast-To-Coast Chassis 14 in. x 7-"H in, x 
3% in.; 

One — Coast-To-Coast D.C, Mntor generator, 2fi". 
volts at H5 ma., 6 volts input ; 

One — Klectrad 0-500,00*0 ohm potentiometer VI: 

One — Coast-To-Coast tone control Multiple Con- 
denser, V2 : 

One — Lynch 2.700 ohm. 1-watt resistor. Rl ; 

One — Lynch 200 ohm. 2- watt resistor. R2 ; 

One; — Lynch 10,000 ohm, 1-wntt resistor, R3 ; 

Two — Coast-To-Coast 8 mf. electrolytic, o 00 -volt 
condensers, CI, C2 : 

One — 1 mf., 200 volt condenser, C3 ; 

Four — Cinch wafer sockets, SI, S2. S3, S4 ; 

One — Heavy battery cable with 2 large clip* : 

One— S.P.S.T. switch. 10 amp., 12 volts. SW.l : 

One — Coast-To-Coast push-pull input trans- 
former, T : 

One — Kby twin jack ; 

One — Eby type P.H. binding post ; 

One — Littelfuse fuse block and fuse. »4 amp. ; 

One — '37 tube: 

Two — Sylvania '42 tubes 

Miscellaneous hardware, wire. etc. 
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SUPREME "56" 

(Continued from page £95) 

other end of the resistor to HI, RES. V.M, 
COMMON pin- jack. 

(d) Complete all connections between the 3- 
position switch and meter stud lugs, as well as 
between the 3-position switch and the open end 
of the 11.1 -ohm shunt resistor, R14. in hole No. 
12 of the resistance panel. Follow the pictorial 
diagram closely. 

(e) Complete all connections between pin 
jacks, multiplier, and shunt resistors on resist- 
ance panel, as shown by pictorial diagram. 

Construction Procedure, VII 

(a) Connect analyzing cable leads to the 
corresponding pin- jacks located in the upper 
center of the panel. Be sure to follow the pic- 
torial diagram. 

(b) The analyzer is now completed. It is 
suggested that a continuity test be made of the 
entire hook-up. following either the point-to- 
point or the pictorial diagrams. Check the num- 
ber of wires connected to every part in the lay- 
out, and compare with number shown at each 
corresponding part in the pictorial diagram, 

(c) Screw the rubber bumpers on the case. 
4 on the bottom of the case and 2 on the left 
side. Screw the slip-hinges on the side of case . 
and case cover Screw two rubber bumpers on 
the left side of the case cover. 

(d) Put the panel on the carrying case, 
placing the analyzing plug cable in the groove j 
eut on the inner side of the cable compartment 
for providing the analyzing cable outlet. Screw 
the panel on the case brackets. 

(e) Three 1.5 V. batteries are located on 
the upper ri*ht side of the case ; insert batteries, 
bottom first, one at a time. Screw the battery 
plate back on the case and the analyzer is now 
ready for resistance measurements. 

Conclusion 

We believe that the above procedure will ac- 
quaint the builder with the circuits of the Model 
56 well enough, so that he may do his own re- 
pairing in case of need. Each resistor is sepa- 
rately calibrated, so that any one of these may 
be replaced without upsetting the meter calibra- 
tion. This also applies for any other part used 
in building the 56, so that in case of need, the 
necessary Parts may be ordered and replaced 
with the assurance of the same smooth and ac- 
curate performance. 

Valuable construction hints, operating data 
i\ nd large blue prints may be had by those who 
obtain the ent.re kit from the Supreme Instru- 
ments Corporation. 

List of Parts 

One rheostat, 0 to 6.000 ohms. Ri : 
One metallize*! resistor. 750 ohms, R2 ; 
One multiplier. 600,000 ohms. R3 : 
One multiplier, 210.000 ohms. R4 : 
One multiplier. 60.000 ohms. R5 ; 
One multiplier. 21.000 ohms. R6 
One multiplier. 6.000 ohms. R7 : 
One multiplier. 1.000 ohms, R8 : 
One shunt, 2.220 ohms. R'J : 
One shunt. 740 ohms. R10: 
One shunt. 259 ohms, Rllj 
One shunt, 74 ohms. R12 ; 
One shunt. 25.9 ohms. R13 ; 
One shunt. 11.1 ohms. R14 : 

Three multipliers (with meter). 1.000, 2,000, 

7.500 ohms. R15. R16. RI7 : 
One metallized resistor, 1.600 ohms, Rl8. 
One condenser. .5-mf., CI : 
One condenser. .02-mf.. C2 : 
Thirty-two pin jacks, J : 
Six closed jack switches, JS : 
One open jack switch, JS0; 
One rotary 3-position. 3 pie switch. SW.l ; 
One universal 1-. 5-, and 6-prong socket VI; 
One 7-prong socket. V2 ; 
One 4-pin adapter ; 
One 5-pin adapter : 
One 7-pin adapter; 
One six-foot 8-wire cable; 
Two test probe connectors; 
Two 15-inch connectors : 
One control-grid clip connector ; 
One control-gnd lug : 
One engraved pane). 10l4x6*£ inches; 
One resistor-mounting panel; 
One analyzing plug : 
Two control knobs for Rl and SW.l ; 
Three 1.5-volt batteries: 

(Continued on page 502) 
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BATTERY OPERATED 

SO LINO TRUCK, ar 
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Available in Semi -Assembled Kit or FACTORY WIRED Models. Any Part Below Listed Separately Obtainabl e 11 Desired 

Heavy Buttery Cftble. «nd Clin*. . 1.00 

Mnllcrv Switch. 5° 

Push l\dl li«I>ut Transf. . ... 175 

Input Twin Jack -25 
lltndin* 1'iiat . 
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Eleerr.,1. t>.u- I.3H A|W. Ildwc. and Blue Prbt*. 

}/' Special Comolete tOQ 7* T» f 

•*° Kit Combination 



to 



FACTORY WIRED— 
READY FrtR IMMEDI- 
ATE OPERATION 



$34 



30 



So» ..f 3 Tulwe . 

Knivernal "I'hntm-Mike" Input Trun»- 



COAST TO COAST RADIO CORP. 



123 R- West I7tu Street.. . New York.N.Y. 



•REAL BARGAINS— 



ZENITH ZE-7 Pachs Complete 



S4.2s~| that will save you money* 



3 St.iKe 2SO Push- Pun Power Amplifier. Deliver. 

14 In. Excellent for im.dnliifnr tinll. Cm 

" hi 58 db. 

H9Z! 



t-54. I-5tt. 
Built-in voli 
f» lor«c dv 
«ock. Veil 
SoeriM 
With Tub* 



i!-->:i0 ...I. I *-5f»l • 
ne control. Will dandle 
twir eM-atiem for PA 
lp 32 I1>h. (uncruted). 



Q STROMBERG CARLSON 

No. 3A Phonograph Pick-uP 

Complete with built-in volume control. 20 ft, of 
connect iiiK cord, xpeeinl impednnce 
unit chine tr irmforlTnT. and h»keljte 
pin*, ttr.-inil new tn nrhtiim I vartohe. 
Ol'lt SPECIAL PRICE 



W 



HANGUP CONDENSERS 

<■ dipped. Vn. ihr — hiKh crnde unite 



f, ^ 

WorklrtK 
VoltaKe 



Mfd. 



.5 Mid. 

400 Itc. 12 for *l 00 15r. 8 for $1.0<l 
MIO IV. 'J for 51.00 ll»c, to lor $1.00 
1000 iKk. fi ford. 00 .'9r. 0 for » 1 .40 
2 Mfd 
400 J2c. ft for $1.(10 
000 l'«c. 5 for $1.20 
1000 3Hc. 5 for $1.65 
PDLYAIET Wire-wouwl utrip rr».i.tofr». 

Moit nl»c» fr I to ;.'J5(» ohti.n. 

8c cavli. Ten lor 5 p ic. 

Mldiiet 5 Tube linlf -i-am-d IK>*W trims- 
f..rmvr. *l.-'0. 

Univermd 110. 220 v-h.. 25 to t)0 » y. I- 
power tmniiforiiier for 8 tube x^t usinv 
-t5 » or 247 ?pce>al $2.7.1. 
A Itic 8^eci.•»^ , CoitiPitcl mcial c»ee con- 
t.iininc thn«e I mfd. im,l one - rtifil. unite. 
All 1000 volt DC Working! C;<* 
iii-in around connect k>a $!.< 
for $4 M. 

Sh .25 mfd. 500 Volt bypnu uniti 
caee 2x?^ikl. C*»c Lt comtnoi 



Four 
r«ela] 



Royal Short Wave Receivers 
With "Trans-X" Coupling 
"The id thai realty vtorkf" 

SEND FOR 

CATALOG 

connection. At Icuel one ix needed in 
every net. 4."^ r:ich. Ten for W.»5- 
Siinie. hut with nix .1 ndd. 30c each. 
Twelve for $4.10. 

Dry i-lcctfulytic condenser*. 500 Vi.lt 
peak. 8 lofd. 40c cad*. *ix for fL'.L'O 
I mfd. 35c eneli. 

An excellent ).i«li indiietni.ee rliokr lo 
providv muxiioutti IdtertriK in nv o»«»ef 
Iwek. Consul* of n 50 Mcnry 100 Mil nnd 
n 30 Hear jr. 125 Mil elioke in u mU. r 
lin billet) inotul enw. In Panillrl viilt hnmll, 
l-'OO MA nnd niill Imve IhkIi iiidilcfnhee 
No choke na Km>il iik thi- one due evttt 
boon .ilfcred nt this low Pr»c«*. 
7 I.be. $1.45 

REAL WHOLESALE PRICES 
on everything in radio 



-HARRISON RADIO CO. 



UNIVERSAL 

3-PIECE ADJUSTABLE 
COMBINATION STAND 

This full utility, nil-purpose, atl 
jusuble banquet and Moor slaitd out 
(sells any «tuml on trie market — three 
tetest-opintt sterilon?— ^-olhinsilile for 
t:tsy tran^pt)rliitlo[) — <*ati oe extended 
lo full subline height — honest, solid 
«niit ruction — ^runjiliy finl*hetl In hiKh- 
ly poltshetl nickel plate — lowest price 
In history — only $10.00 list, including 
8 5U$pea*tou t»rini;i. 

Universal Microphone Co., Ltd. 

424 Warren Lnne, ingkwood. Calif., U.S.A. 



Depl. R-2 
142 Liberty St. 

On 
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Western Electric 
M4.C 100 ft. three conductor mike 
rohles. Shielded. Heavy rubber 
covered for outdoor iu«e. I«i*t 532. Oil. 
8i>eciul $8.75. 

Thiee wltc ft ft. cord^t 15c 

Three conductor sliieldnl microphone 
cords. Brown bruid cox-ercd. 

0 ft. $0.50 12 fl $100 

25f| $i.00 50 It.. $3.00 

BRISTOL uneneed microphone trm)»- 
fortner<i. For eincle or double hut ton 
200 ohm mikee. Very apectai. 
SANGA.MO I*- P. input tram, or mem ft. 25 
Pixel! mwrv condcii»crn. Moulded bnkelltr. 
All xi«c» UP to .OOL'.. 10. ear 1 !. 15 for $1.00 
CcnUtac RCA RPA Puck Part*. Tr.inafor in- 
<r 14.75. Audio 45c. 1:1 autpul 50.-. 
7 tnfd. coiidennerii f>5c. R«-»»tor» 45c. 
Konch 29. 425 Puck P» T t*. TrH,.»lornicr 
«4.50. Condenser Block f 2.25 Audio $l.2&. 
HeMistore 30c. 

All prices F. O. B. New York 
and subject to change. 
Deposit Required 

New York City— 

ly TIM VOLTS 

Have These 

1 — Patented construction permits air- 
coolinir. larger wire, greater radia- 
tion and longer life. 

2 — Spiral winding permits better elec- 
trical contact. 

3 — Sliding clips permit accurate ad- 
justment. 1,000 volt insulation. 

4 — Full-length fibre guard prevents in- 
jury from contact with tools and 
hands. 

Write Dept. RC-Z for Complete Catalog 
• 75 Varick St.. New York, W/j E 

ELECTRAD 

501 
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DEALERS 

and Scrvu'oiiioii! 

Buy > )>t-tiL6t^ 
REPLACEMENT PARTS 

Direct from the Manufacturer 

AND SAVE 50% 
POWER TRANSFORMERS 



Cat. No. Models 
1218 Atwater Kent :*7. 
1018 Victor R32. etc.... 
1001 RCA 17. 18. S3 
Philco, all models 



Price 
$1.95 
1.25 
1.70 
2.45 



FILTER CONDENSER BLOCKS 

Cat. No. Models Price 

1474 Atwater Kent 37 $1.55 

1471 Majestic, 70 series 1.65 

1472 Majestic. 90 scries 1.65 

1473 Majestic. 180 1.95 

1470 Victor, all model* 85 

1461 RCA 18, 33. 51 35 

POWER PACKS 

Cat. No. Models Price 

1050 Atwater Kent. 10, 42, 44 $3.85 

1052 Atwater Kent 4 6, 47, 52 5.50 

1169 Steinite 261. 262 ... 6.95 

Kolster. all Models 9.85 

1292 U. S. Radio & Tele for *2«. '27 and 

'71 sets . 6.95 

BY-PASS CONDENSERS 

Cat. No. Models & Cap. Price 

1243 Crosley »« Mfd. No. 4919 $ .17 

Spartan .25. .5 and 1. 28 

RCA. all models 10 

Atwater Kent, all models. .12 

CARBON PIGTAIL RESISTORS 



1350 Kit of 50 assorted 

1351 Kit of loo assorted 



$ .95 
. 1.85 



FOR YOUR COPY 
OF THIS PAPER 




THE INTERNATIONAL 
"KADETTE" 

(Continued from page 465) 

States where 220 volt circuit* are used. How- 
ever, in some foreign countries and on ships, 
this service is used extensively. To permit the 
set to be used on any current supply, the man- 
ufacturer has made a high voltage adapter that 
is inserted into the socket in place of the usual 
power plug of the set. The latter plug is then 
inserted into the adapter. 

This adapter reduces the 220- volt supply, either 
A.C. or D.C.. to the 110 volts required by the 
receiver. The manufacturer also makes an in- 
terference eliminator that may be purchased 
separately for use in districts bothered a icreat 
deal by man-made static. This is especially prev- 
alent in D.C. districts, and hotels or office build- 
ings with their own direct-current generators. 

The instillation of the set is quite simple. 
Merely insert the power plug into the socket, 
stretch the 20-foot aerial wire supplied with the 
set around the room, or drop it out of the 
window, and turn the switch on. On tht- left 
of the panel is the volume control, and to the 
rk'ht of the speaker grille is the tuning knob. 
The tuning is quite sharp — sufficient to separate 
the local stations in the heart of Manhattan. 
The volume is sufficient to fill a medium size 
room on all the local stations. DX response, 
too, is satisfactory. 

The manufacturer of this set has incorporated 
a servicing policy with these sets that is worth 
mention. On the container in which the set is 
shipped, a tag is pasted. On the tag Is an ex- 
planation of the service policy. Any set re- 
turned within a year of the time of purchase 
will be repaired by return ing the set in the 
original carton with a dollar bill. The vacuum 
tubes are guaranteed for DO days nnd a charge 
u made for replacements after that date. The 
cabinet is not included in the service guarantee. 
A charge of $2.50 is made for a new cabinet, in 
case of breakage. 

The manufacturer thus assumes the responsi- 
bility for servicing the sets. This policy has 
made it possible for them to sell the sets through 
thousands of stores and dealers who would not 
otherwise carry them, duo to lack of service 
facilities. 

Of interest to the dealer and Service Man, how- 
ever, is the new policy of the company in which 
they state that they will show how a worth- 
while profit can be made on the $1.00 service 
charge. In this way, they expect to contact serv- 
ice organizations in every city, for the purpose 
of repairing the sets. 



SUPREME "56" 

(Continued from payc 50!) 
One battery container; 
One spring for battery ; 
One fuse block ; 
Four panel bracket* ; 
Kight rubber bumpers ; 
One carrying case : 
Holts, nots, screws, wire. etc. 



BALTIMORE/ 1 



725 Broadway 



& RADIO CORR 

Dept. C 

New York, N. Y. 



M IDGET S 

Mr. Serviceman and Dealer 

Midge ts of High Quality 

4 Tube 2 Circuit with tubes $11.00 

5 Tube 3 Circuit with tubes 13.00 

5 Tube Super with tubes . . .. 15.50 

110 Volt, 60 Cycle, A.C. 
5 Tube Auto-Radio with tubes $16.00 

(No Batteries Included) 
Regular 90 day guarantee including 
tubes 

TRUMAN RADIO SHOP 

7443-C Stewart Ave. Chicago, III. 



SUPRA-CONDUCTION 

# AT u recent meeting of the British Associa- 
tion, the question of conduction of metals at 
very low temperatures was discussed. The re- 
sults vindicated to some extent the classical 
experiments of Dewar and Fleming who, in 1833, 
declared that at absolute zero the resistance of 
metals would decrease to zero. (Absolute, or 
Kelvin, it will be recalled, is nothing but the 
Fahrenheit scale starting at actual zero. For a 
more detailed discussion of temperature, the 
reader is referred to page 1130 of the Novem- 
ber, 1932 issue of Everyday Sciknce and Me- 
chanics.) 

The actual results, however, showed that cer- 
tain metals had an apparent zero resistance at 
temperatures slightly above absolute zero, i.e., 
at about 3 degrees Kelvin, or absolute (456 de- 
grees below zero, F. ). 

The metals were tested by immersing them in 
liquid hydrogen or helium and starting a cir- 
culating current. It was found that 1.000 
amperes could be maintained through wires of 
relatively small cross section and the current 
circulated for over thirteen hours with no ex- 
ternal force, i.e., of its own accord. 



CLASSIFIED 
ADVERTISEMENTS 

Advert lsem*nts in tht» section »r« inserted at thf 

cost of ten if fits per word for earh immlon — 
name, initials ;iml address each count ai one word. 
Cash should acroinpany all classified advert U<»rni*nM 
iinlt*o4 plareil by a recognized advertising wwj. 
Nu less than ten worth are accepted. Advert i, Inn 
tor the March. 1933 issue should be received not 
Liter than Junu»r> yth. 



CHEMISTRY 



BECOME A TKAIXEI) CHEMIST. Tlmii-amU 
ot opportunities — fascinating career. Learn at 
home. Complete experimental laboratory outfit 
Kiven. Write for hie. free book. Chemical Insti- 
tute, 19 Park Place, Dept. RC. New York. 



DOGS 



KEAUTIKUL Registered bull pups. $15. Bull- 
dogs. 501-RC, Rock wood, Dallas. Texas. 



INVENTORS 



PATENTS— SMALL IDEAS may have large 
commercial possibilities. Write immediately 
for free book. "How to Obtain a Patenf and 
"Record of Invention" form. Delays are 
dangerous in patent matters. Free information 
on how to proceed. Clarence A. O'Brien. 
533-A Adams Building, Washington. D. C. 



PATENT ATTORNEYS 



PATENT YOCR INVENTION: Send for 
rREh book. "How to Obtain a Patent." nnd 
"Record of Invention" blank. Ask us about how 
to protect your idea*. Deferred payment. Victor 
J. Evans Co.. 620 BB Victor Bldg.. Washington, 



RADIO 



SENSATIONAL Microphone Value — Universal 
Model "Y" — Experimenters aingle-hutton, 
watch model type. 200 ohms. Pure Gold 
Spot Center Diaphragm. Only $2.00, including 
valuable 1933 general catalog with diagram-. 
Universal Microphone Co., Ltd., Inglowood 
Calif. 

TRANSFORMERS KKU'Ol'N'l), vnrnUhed. 
baked, guaranteed, reasonable cost. SPEAKER 
REPAIRING, magnetic $2.00-$2.50; dynamic, 
voice coils, fields etc.. reasonable charges." < lark 
Hrov. Ratlin Co., Albin, Iowa. 

RADIO Service Men Attention — Pow. r t:.ms- 
fornirts, rewound or rebuilt, to yonr require- 
incuts. Meyke Radio Service, 2624 M-ireatcttn, 
Ma pie wood, Mo. 

RADIO Service Men: A guaranteed <ure tire 
business getter! Send two dimes for com- 
plete details. Radio Service laboratory, 
WooMer. Ohio. 

nCAUANTEED "Pocket Radio." R2.nn fat., 
lo K , 10c. Netl Tasker. Shamokin, Pa. 

DAYRAD 175 Oscillator— Newest model. Com- 
plete llK.00. Arthur Maybaum, HTls 21 
Avenue, Brooklyn, N. Y. 

MAGNETIC Speakers adjusted, coil- rewound, 
$1.25. Radio Service, Flora, Indiana. 

SHORT-WAVE SETS. Kits, supplier. whoV- 
sale Catalog Sc. Federal Radio & Telegraph 
Co.. 4220 E. Clifford Road. Cincinnati, Ohio. 



FOR SALE, National Kinematic Remote tun- 
ing controls. Brand new. Anthony Ka>»- 
2-141 32nd Street. Astoria. New Y..rk. 



FREE CATALOG 

Ha m s — Ser vice men — Dealers 

Our new catalog i« replete with hnnr.dm m '«»"■% 
SEND FOR IT TODAY. 

TRY-MO RADIO Co. Inc. 



8SA CortUndt St. 
New York City 



ga&tfrty SHfu&E 53*G%>J* 
MICROPHONES 

SHU fit BROTHERS COMPANY 

IrrJ n I mr na - E [I'll ■ 

SKIHURt.P"- 

3JT WEST On in c ri'C-AC- c. illish'P* 
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The O N LY 

WORLD-WIDE 

Radio Magazine! 




European radio publications are abound injr with 
new circuits and new rsidio developments that 
have found their way slowly over lo the United 
States. The reason is since there is such^ a 
tremendou> amount of original radio en^ineerim? 
jroimr on in this country, there has been no pub- 
lication that catered to the foreign developments. 
All the American radio publications must report 
the American activities first and. as a rule, have 
no room left for what ir jjoinjr on in Europe. 

Mr. Hujro Gcrnsbaek conceived the idea of 
brintfinjr to American readers a totally different 
radio publication, the like of which has never 
been published before : and the result is RADIO 
REVIEW AND TELEVISION NEWS. 

This is not entirely a new magazine; it is, 
really, two magazines in one. A section devoted 
to television has been retained, which will report 
in every is^ue. the major American and European 
television advances : but the bi*r, front section is 
given over to an international radio digest. Thir. 
mak'a/.inc. then-fore, will perform the function 
that, for instance, the LITERARY DIGEST is 
serving in literature. You may not be aware of 
the fact that there are moiic 160 radio publica- 
tions primed out»idc of the United States: but 
from all of these publications RADIO REVIEW 
is extracting the best the Radio Meat which 
you want. 

RADIO REVIEW AND TELEVISION NEWS 
show,* you a true perspective of what is jrointf on 
in radio all over the world. It jrives you hun- 
dreds of new radio hook-ups, special circuits, 
new time-fcavinvr kinks, new money-makinjr ideas 
galore. You will find here the latest radio cir- 
cuits and sets from France, Germany, England, 
Italy, Rus.-ia, Norway and even Japan. 

Dozens of translators h:ive been busy to make 
each issue of the new combination magazine a 
memorable one. 

Features of the Current Issue: 

BuiM Your <>«n "Therein In" *Elei trie Musical Instrument 

A Hum! P.i-s Filter lo liuproic Ke<eivcr Selectivity 

Cimiplfl? i'i>M.il Kw river in d TohaM-u *'an 

MiHlern Tin ink' full l*r.ntiie 

Hints on Tine Corn-el ion 

The Screen fJriil Tube as a Drti'itur 

M.i trill Ilk' the Lmicl 

Notes mi <iang Tun ins 

The "Voluue" Speaker 

Ratlin Kinks 

K.Wiw of Amrrlraii Had Jo MagitZlnr 
biKl'at of ItH.iio I'll (tits 

Also: enlarged television section containing numerous 
circuits and operating hints. 

Clip and Mail Coupon Today! 
— 1 

I RAD1D REVIEW AND TELEVISION NEWS I 
9S I'ark Mace Kf.233 | 

I New York City (Murk X In Square Which Offer i 
J You Desire) 1 
J fientlemtn: 

I □ As per your special offer, 1 encUsC $1.23 (Can- . 
! ada and Foreign $1.50) for which enter u\y suh- 
I scrlptlon to RADIO REVIEW AND TELEVISION | 

I NEWS lor one year. 
□ Send me the current Js»uc of RADIO RE- I 
I VIEW AND TELEVISION NEWS, lor which I J 
1 enclose -~»c U\ S. stamp* or coin accented) with 

I the full understanding that If I do not like the J 
mugazln*- you will refund the money. 



Name 

Addres-i 

City an 1 State 



AMPLITENNA 

(Continued from page 4G0) 

Power Pack Shielding 

It is advisable to shield the entire power sys- 
tem from the amplifier section, but time did not 
permit this refinement. (The constructor should 
not find it difficult to arrange such screening.) In 
lieu of this shielding, the authors made provisions 
in the choice of equipment and in the placement 
of the parts which compensated for this, within 
practical limits (the background noise is observ- 
able only when resistor Rl is adjusted for maxi- 
mum volume, with the amplitenna connected to 
a very sensitive broadcast receiver). 

For instance, the cans of the three filter con- 
densers tend to act as shields between the power 
units and the R.F. amplifier, particularly the 
"antenna" Akafnrmer. Note that while this de- 
vice is connected in the output circuit of the 
la-st U.R pentode, and thus has no tendency to 
transfer any interference pick-up to any section 
of the amplitenna where it mitfht be amplified, 
still, this Akaformer is connected, via the R.K. 
transmission line, to the input circuit of the 
broadcast receiver where such parasitic currents 
are subject to amplification to a degree depen- 
dent only upon the sensitivity adjustment of the 
broadcast set. It is interesting to check this 
particular point by removing V3 from its sock- 
et, "float in*" the shield-can of V4, and not inK 
the noise-level which is then only a function of 
the sensitivity of the broadcast set. 

Since transformer P.T. is not equipped with 
a static shield for preventing lower-line inter- 
ference due to litrhts being turned on or off 
(iithrr may cause a click), or the operation of 
other types of circuit bresikers. and thus back- 
ing into the amplifier via the power pack, it may 
be necessary, in electrically noisy locations, to 
use a light-line filter made by shunting across 
the power line two 0.1-mf. condensers, the cen- 
ter-tap of which is grounded. The curve A in 
Fig. 6 shows (in a general way) the degree in 
which "line noise" may be expected to travel 
along the power lines, depending upon the fre- 
quency of the interference. (This curve ap- 
peared in the December, 1932 issue of Electron- , 
ics.) 

The R.F. Transmission Line 

Merely to connect the output of the ampli- 
tenna power antenna, by means of a single lead, 
from the coupling condenser C5 to the "Ant." 
post of the broadcast antenna would be "fine | 
business." if it were not for the fact that local 
reception conditions may not permit this pro- 
cedure. That is. local broadcast stations, or local 
static-generating equipment may render the idea 
impracticable. Merely usin^ an U.K. transmission 
line between the amplitenna and the set would 
solve the first problem, but the second is an- 
other story. 

In the first place, the source of interference 
mny be power lines in tht' nulla of the room, To 
check this possibility we make the whole appa- 
ratus a modified interference locator by remov- 
ing the little "lead-in" which connects to the 
antenna-plate, from the ,, Ant." post on the 
shield-case of the amplitenna. and connecting 
this short wire to the "Cud." post, instead. Then, 
a long wire, rubber-covered, is connected to the 
"Ant." post of the amplitenna which is then 
connected to the broadcast set and the whole as- 
sembly put in operation. Now, by moving the 
"exploring" wire to various points in the room, 
or to point*? outside, it is only a matter of a 
few moments until the noise source has been 
tracked to its lair. This is all very fine for 
simple cases of interference, but in many in- 
stances a better design of "exploring" wire will 
be required. In such cases a fine plan is to 
use a second R.F. transmission line. The "ex- 
ploring" end of the line terminates in the "an- 
tenna" Akaformer: a "set" Akaformer connects 
the other end to the input posts on the ampli- 
tenna. thus affording an ideal arrangement. 

The advantage of being able to confine the 
signal pick-up to a particular location, even a 
short distance from an interference source, by 
moving the amplitenna to the position of most 
noise-free reception, is clearly indicated in the 
family of curves, in Fig. 6. (reproduced from 
the article. "Reducing Man-Made Static." by 
Glenn H. Browning, in the December, 1932 is- 
sue of Electronics). 

Satisfying the Landlord 

If the building is highly shielded, and located 
(Continued on pege 505) 




— Yours for 
the Asking! 

A gold mine of information . , - It's a 
"Wow" for replacements . , for a fist- 
full of Centralab Volume Controls are 
enough to service practically any known 
make. Priced regularly at 50c . . it is yours 
for che asking. 

Enclose two 3c stamps ro cover postage 
and wrapping and get this 50c Gl T IDF. FREE 
\Vrite on your ovin or your firm's stationery 




CENTRAL RADIO 

9^0 E. Keefe Ave 



LABORATORIES 

Milwaukee, Wis. 



HACK ISSUES of RADIO-CRAFT can be 
had at the price of 25c each. Address RADIO- 
CRAFT, i>8 Park Place, New York City. 



SHALLCROSS 



No. 651 




RADIO SET TESTER 

For 4-. 5». 6. and 7*prono. tubes 

Thin new ilrcult makes It possible for the service 
man to conduct a light-weight ami compact. Lp-to- 
date. radio-set tester for all tubes and radio i «w in 
general use. It uses a special set of Srwllcross 
Suiier Akra-Olun Wire- Wound Resistors. 

Semi 8c In stamps for Bulletin 161-P containing 
wiring diagram, construction details, and operating 
i hart. 

ELECTRICAL SPECIALTIES MSI 

^^Collin^dale, Pa. ^ 
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QUASI-OPTICAL HOME EXPERIMENTS 



LET us review briefly what the three pre- 
, vjous experiment* in this department have 
shown tin so that we may have h clear idea 
of exactly where these experiments will ulti- 
mately lead us. First, there was outlined, 
rather sketchity, the numerous experiments 
which Will he treated monthly in this depart- 
ment and also a simple experiment was de- 
scribed illustrating the property of a certain 
unit, called the photoelectric cell, to trans- 
form variations of light into variations of 
electrical current. Then a simple photo-elec- 
tric cell amplifier was described so that its 
construction could he duplicated, and, finally, 
a high-grade audio amplifier with a neon tube 
output circuit was described for the iuroose 
of amplifying electrical currents and trans- 
forming them into light variations. In this 
neon output tube, what appears to be a pink- 
ish glow of constant brilliancy is actually a 
scries of rapid fluctuation^ of light, each fluc- 
tuation conforming to the fluctuation which 
passed through the amplifier. We intent read- 
ily term this an electrical means of obtain- 
ing a modulated light source. 

Several mechanical mean< for obtaining a 
modulated light source with which to operate 
H photoelectric cell can easily be constitu ted 
by the experimenter with material usually in 
his possession. They arc described here, to- 
gether with a means for condensing and mag- 
nifying a given light source and focusing it 
upon the "irate" of the mechanical modulator, 
1'robably all of you are familiar with the 
childhood experiment of usinw a magnifying 
lens to catch the sun's rays and focus them 
on the back of your hand in a small, intense- 
ly brilliant spot of light which, in a short 
while, feels quite hot. Well, this same pro- 
cess can he repeated with an inexpensive lens 
of the type usually obtainable in the "five 
and ten" store. Hut, before going further, 
let's look at I he accompanying sketch. We 
>ee that first, at the left, there is a light 
source which we >hall call the exciter lamp; 
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then there is the lens; next the irate; then 
the mechanical modulator and, finally, at t he 
right, the photo cell with its attendant ampli- 
fier. Now let's see what happens. Suppose 
that to the mechanical modulator there is 
connected some unit which will drive it at an 
audio-frequency rate. Then, the light which 
comes from the exciter lamp is magnified 
and confined or focused onto the gate. This 
constant source of now intensified light is 
then modulated at an audio- f retpiency rate hy 
the mechanical modulator and impinges on the 
active area of the photo-electric tube. This 
tube changes these minute and relatively weak 
variations of li^ht into variation-, of electrical 
current and the amplifier builds up this 
fluctuating current to » point where it is of 
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sufficient power to operate a loudspeaker. 

Experiments can be conducted in the con- 
>truction of two types of mechanical modula- 
tors: one employing the "innards" of a mag- 
netic type loudspeaker, the other the electro- 
magnet and moving coil of a dynamic speaker. 

Suppose that in front of the "gate." which 
may be nothing more than a square hole or 
-lot made in a piece of metal, we place the 
Pin which is connected to the armiituru of the 
magnetic-tyoe loudspeaker unit. The place- 
ment should he such that in a state of rest 
the pin completely covers the hole so as t»i 
exclude all light from the lens. Now, if tin- 
speaker unit be energized with audio- frequency 
currents say, from a radio set, then a piston- 
like motion will be imparted to the pin and. 
in moving up and down, at an audio fre- 
quency rate, it will move away from its 
original position and so ndmit light through 
the gate. 

The same piston-like motion, probably of u 
more defined and forceful diameter can be 
obtained with the aid of a dynamic speaker 
unit from which the com- (but not the cen- 
tralizing spider) has lu-eii removed and a 
piston affair attached. Here, because of the 
greater action obtained, the gate can be made 
relatively large, admitting considerable light 
but not requiring so great an amplifying 
function on tne part of the photo-cell ampli- 
fier. 

Incidentally, these experiments were origi- 
nally tried, on the part of the writer, in an 
attempt to record, on 16 mm. film, an in* 
telligible sound track. Of course, with 50 
foot rolls of 16 mm. film sell inn at present 
prices this is undoubtedly an expensive experi- 
ment and is only recommended to those whose 
Pocketbook can stand the strain <»f >poilage. 

For details concerning the construction of 
the "gates" with their pistons see the ac- 
companying sketches. 

Next month: bending light through a utiartz 
tube. 
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"Cliff" Denton has written 

Point-to-Point Resistance Measurements 

The Modern Method of Servicing Radio Receivers 
—ANOTHER VALUABLE BOOK FOR SERVICE MEN 

Ot the difficult problems which Service Men face today when repairing receivers the 
greatest is that of replacing proper resistance values in sets. This task becomes even 
more difficult when the values of resistors are unknown; and manufacturers of many 
standard sets do not pass this information on to Service Men. 

In this new book, "RESISTANCE MHASURKMKNTS,- radio men will find the in- 
formation needed to quickly place a receiver in normal operating condition. This book 
cuts in half, the time usually required to adjust the average set. 

Sufficient space has been devoted to the elementary problems and the theory of elor- 
tncity as it is applied to resistance measurements so that the Service Man will h-ivc 
a comprehensive idea as to how to overcome this problem. 

Below you will find a partial list of the contents which will appear in this new Imok 
.... prepared by one of radio's foremost service writers, Clifford K. l)eiitoit. 

Partial Contents of POINT-TO-POINT RESISTANCE MEASUREMENTS 

CHA1TKR 1- INTRODUCTION. Advantages of Resistance Measuivmwit Method of Serv- 
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2 — linsic Principles. 

3 — Methods of Resistance Measurement. 

4 — Resistors in Radio Receivers and Amplifiers. 

5 — Point to Point Resistance Measurements in Typical Railio Set using 
Ohmmeter. 

CHAPTER f>— Resistance Measurements using Modern Tester. 

CHAPTER 7 — Routine Testing where Circuit Diagram is Available and where Resist nnces 
are Known. 

CHAPTER 8 — Routine Testing where Circuit Diagram is Not Available and where Re>isN 
ances Are Unknown, 

CHAPTER 9 — The Relation of Voltage Testing Methods to Resistance Measurement. 
CHAPTER 10 — APPKNWW Resistance Charts, etc. 

64 PAGES — OVER 100 ILLUSTRATIONS 
6x9 INCHES 
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No. I. 

FORMULAS AND RECIPES 

For the Practical Man 

By S. GERNSBACK 

An extremely helpful 
book showing you how to 
save money by making in 
your own home, at a frac- 
tion of the regular cost, the 
hundred and one prepara- 
tions which you now buy 
for use at home or business. 

PARTIAL CONTENTS: 
t. AdheaiTej: Glue J. Cements. 2. Cleansing: Stain Ue- 
tuovera, lUearlies. 3. Metal Cr.ift: Coloring. Oxydlzinjs. 
Plating Polishes 4 Faint*: Colors, Stains. YitrniiHes. 
5 Ola**- Working: CuUIiik. DrillinK. llorlnK. »chin*. 
KnKravlnK. «. Wood- C raft : Pirfproolinff. Acld-prooiimt. 
WaierproolliiK. Furniture Police*. 7. Inks: Sympathetic. 
Invisible. UectOKMpli. »■ Photography : Developer* Emul- 
sion*. Fixer* ». Antidote* ior Poisons. Remedies for 
Hum and S.-aUi.<, llUliifertanU. 10. Preparation, 
Manipulation. HandlltUS. Mil int. Tables of Weights and 
Measure*. L'ieful Tables. 




No. 2. FUNDAMENTAL PRINCIPLES OF RADIO 
Radio Simply Explained— It* Origin, Nature 
and Functions 
8y LOUIS MARTIN 



Prepared with special con- 
sideration given to young 
members in the radio pro- 
fission, and those who have 
gained their experience in a 
haphazard fashion. This ra- 
dio primer is a handy fun- 
damental aid for "checking 
up" and systematizing your 
knowledge of radio. Re- 
gardless of how much you 
know about the subject, 
you should read this book. 

P VR I I AT. CONTENTS: 
Chapter I— Fundamentals of llatlio: Electricity. Resis- 
tance. Ratterle*, The Magnetic Circuit. The Magnetic 
Field. IuthicUnte Condenser*. a.C Circuits. Propaga 
lion of (initio Wanes: Chapter II— The Simple Radio 
Set. Single. Two. and Three-Circuit Tuners. The R.tttery 
Set. Vacuum Tubes. Kleetric Sets. Loud Speakers: 
Chapter III— Dhi rams. How to Read Them: Chapter IV 
—Amateurs and Uroailenst Stations. Talking Plcturei. 
Telerkion. 




No. 3. ELEMENTARY MATHEMATICS 
for the Technician and Craftsman 
By C. SHAINMaRK 



This manual has been 
especially prepared for the 
man who wishes to acquire 
a working knowledge of 
the elementary principles of 
mathematics. A complete 
treatment of the subject is 
given by the author. Mr. C. 
Shainmark. with special at- 
tention to the use of mathe- 
matics in Radio and other 
technical work for those 
who employ its formulas 
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PARTIAL CONTENTS: 
I — Arithmetic: Addition. Multiplication. Subtraction. Dl- 
flsion, Mow to U»a Decimals; II — Fractions. Percent- 
ages. Ratio and Proportions ; 111 — Powers and Roots: 
IV — The Metric System: V — How to Measure Surfaces 
nnd Volumes: VI — Mai hematics for the Manual ?nd 
Technical Craftsman; VII — Sperlal Mathematics for the 
Radio Terhnlciim: V 1 1 1 — Commercial Calculations. Short 
rut Arithmetic. Interest t'atrulations. Discounts; IX — 
Weights and MdsUres; X— I seful Tables. 

Alt our books are of uniform size, 6x9 
inches, and contain 64 pnges. The books are 
printed on strong paper with stiff colored 
covers. 
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PRESS GUILD INC.. IG Murray St.. New York N. Y. 

Enclosed And * for which mall me postpaid 

i he folio* ln£ books: 

No. 1 O No. fj No. 3 □ 

50c each. Postpaid. 
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AMPLITENNA 

(Continued from page 503) 

where reception conditions are poor, it may be 
necessary to use an outdoor antenna, to which 
the amplitenna. located near the broadcast re- 
ceiver, may be connected by means of a second 
R.F. transmission line. However, some apart- 
ment house owners declare "thumbs down" to 
outdoor wires, and here is where the amplitenna 
may be used to "put one over." Just weather- 
proof the instrument, and suspend it outside a 
window, just like a ledge flower-box. The ampli- 
tenna used in this particular manner, in a good j 
location, will operate up to about 25 set*, if de- j 
sired. 

Connecting the R.F. Transmission Line 
The "antenna" Akaformer of the "lead-in" 
used to connect the amplitenna to the radio set 
Ls shown in close-up in Fig. C. The shielding 
must be pushed back about %-in. from the lead 
connected to the center post and anchored to the 
G post; the center post is one terminal of the 
shielded lead. The other end of the shielded lead j 
connects to the "set" Akaformer at the post 
marked "Ant." ; the shielding is grounded un- ; 
derneath the head of the screw lettered "Shd." 
Connect a good ground to post "Gnd." The 
"G" lead, black, connects to the "Gnd." post of 
the broadcast set: either lead Al or A2, both of 
which are red. connects to the "Ant."' post of the 
set. In each instance tried by the writers, the 
A2 lend gave the best results. Lead Al is for 
hitrh-impedance matching and lead A2 for low- 
impedance matching. 

Multiple-Receiver Antenna System 

The same general idea of connections is fol- 
lowed where a second R. F, transmission line 
may be used to connect a remote outdoor an- 
tenna to the amplitenna for multiple-receiver 
systems. Several hundred radio sets may thus 
be operated from one antenna, without inter- 
action or interference between them. 

The second "antenna" Akaformer. part No. 
A -502, for this service, connects to the outside 
aerial as shown in Fig. 3. The second "set" 
unit. No. A-503. connects to the input binding 
posts on the amplitenna ; the antenna -plate of 
the amplitenna is then connected to the ground 
post on the amplitenna. 

Operation of the shielded lead-in under those 
conditions is shown in graphic form in Fig. 5. 
which is reproduced from the article. "Reducing 
Man-Made Static," by Glenn II . Browning, in the 
January, 1933 issue of RaDio-CraFT. 

An interesting and valuable feature of the am- 
plitenna — broadcast receiver combination, which 
the writers observed ilurinK the period of test- j 
ing. was considerably increased selectivity in the 
operation of the broadcast receiver, despite the 
laet that the signal strength of stations had been 
increjwed mnny times! The suggestion has been 
advanced that since it was necessary to vary the 
screen -grid potential of the broadcast set. for n 
given volume, the input and output impedances 
were greatly increased. Since these factors rep- 
resent a resistance in shunt to the tuned circuits, 
increasing their value tends to reduce the effec- 
tive series resistance and thus the selectivity of 
the tuned circuits increases. 

Car-Radio Antenna-Plate 

A somewhat similar idea to that of the regular 
amplitenna as originally designed is found in 
the field of automotive radio, where the ampli- 
tenna is placed in the most satisfactory position 
on the car (ordinarily, on top of the running 
board), and then the amplified signal carried 
hack to the car radio set by means of the 
shielded R.F. transmission line. Bosch for in- 
stance, uses a simple plate-type antenna and an 
R.F. transmission line, which is quite all right 
where the set has adequate sensitivity. 

In the November. 1929 issue of RaDIO-Crakt 
there appeared the article, "Building a 1930 
Electric Set." by Clyde J. Fitch. The feature 
of this set design was the use of an untuned, 
multi-stage R.F. amplifier preceded by a band- 
selector. (Incidentally, the ordinal set is still 
in operation and giving a very vrood account of 
itself.) Applying the same idea to the ampli- 
tenna it is seen that merely by preceding the 
unit with a band-selector, and connecting the 
output to a detector and A.F. section, in a com- 
plete receiver is available. The only tubes re- 
ouircd for such an arrangement are those needed 
for the detector and A.F. circuits, and the sepa- 
( Continued on following 1>ape) 
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THE TINKERERS DAY/5 DONE! 



It's vital that you become a Radio technician through 
R, T. A. leaching NOW1 New, coniplleated circuits . . . 
new tubes . . . the approach of popular television . . . 
all require profeitional service men. T/ie/r future is 
secure — their opportunities tu make good aiouo lire nti« 
limited. And 11. T. A. can plaie you in their ranks 
quickly— easily — and surely through interest iuK homo 
study that's understood by anyone wlto c an read Engl UK 

SET ANALYZER — 
AT NO EXTRA COST 

Included with R. T. A. 
Training Is this excell.-nt set 
analyzer and trouble shorter. 
After a few lemons you will 
know how to use it, and it 
becomes an immediate means 
of earning as you learn. Many 
R. T. A. Students make far 1 
more than enough to pay for^ 
their training by spare time service 
work, using mis analyzer. In au- 
ditlon. R, T. A. gives you life membership in a great 
radio service men's ussoclalion with ihe p ivilege of con- 
sultation on "tough" problems at any time, jnd nu 
employment service that works to keep you at work. 
WONDERFUL OPPORTUNITIES NOW 

You don't have to wait for a dim and dUuut fnlui* 
as an R. T. A. prof en* tonal Radio Technician. Even 
though there was never another receiver built — evt-u 
though all the tremendous prog res* in this 1 gigantic is 
dustry stopped— there would be enough work la condi- 
tioning and reconditioning the sets now in oiieruti 
to assure you a good living. JLook into this great Itehl 
of pfoffsMioual radio service work. 1-eaiii. too. of the 
many other glowing opport unities onen to true Radio- 
technicians in this Held. Fill out and r;iu!l the coupon 
— it will bring you FACTS that will surprise }uu — u U 
that may open up for you a peruianeut Way out of 
depression and job-fear. 
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•ervico fi"IJ. without obi nation to mc. 
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Sprayberry's 

IIAIIIO DATA SIIKETS 

Act at once — start making 
more extra profits now ! 

F. L, Sprayberry has inaugurated a 
unique DATA SHEET service for Radio 
Service Men. Each month SPRVY- 
KfiKRY DATA SHEETS are mailed 
out to thousands of Radio Service Men 
all over the United States and Canada. 

These Data Sheets tell in concrete 
words how to rewire old, obsolete re- 
ceivers for new, modern tubes and cir- 
cuits. For instance, instructions are 
given for rewiring the Majestic 70 
series for '58, *57, *56 and '45 tul>es. 
Other older receivers will be covered in 
a like manner. Actual wiring direc- 
tions are given with diagrams. Thus 
Mr. Spray berry has opened up a vast 
source of profit for the service man — 
a source where no profit is being made 
at present. 

This unique service assures the Serv- 
ice Man a steady income each month. 
The cost is trilling — less than thirty- 
five cents a month. 

PLANS FOR REWIRING 
ANY SET XNALYZER OK 
TUBE CHECKER ARK ALSO 
AVAILABLE FOR SL 
Send for n complete I'Htth'tist of subjects 
to he covered in this Data Sheei Service. 

F. L. M»IIAYIt*;ilKY 

132 BRYANT STJtKET, . \* . , 

Washington, d. 
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Get Started In Radio 

Resident courses in 

RADIO SERVICING 
RADIO OPERATING 

Practical instruction on different types of 
circuits including testing with analyzer, 
ohmmeter and oscillator. Material sup- 
plied. Prepares for government and serv- 
ice examinations. Write for booklet "Op- 
portunities in Radio** 

Educational Department 
WEST SIDE YMCA 

7 West 63rd Street, New York 
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SUPERIOR DRY 

ELECTROLYTIC 

CONDENSERS 

Because They are the Best 

A. M. FLECHTHEIM & CO. INC. 
IS* Liberty St. N.Y. U. S. A. 



RADIO SERVICE MEN 

Be sure to read the announcement on Page 497 of 
this issue which tells about the new ORSMA BUL- 
LETIN. It is the most up-to-the-minute news tabloid 
for all radio Service Men. 



(Continued from preceding page) 

rate power system which they would require. 
Perhaps some ambitious technician may want to 
try out this idea. incidentally. Sparton set*, 
using tubes of early design, were made this way, 
tthe new. high-mu type 58 tubes only recently 
became available.) 

Miscellaneous Data 

To increase the convenience of operating the 
amplitenna there is provided an off-on current- 
control switch, Sw„ which operates both the broad- 
cast set and the amplitenna. This switch is in 
the circuit of one of two twin-conductor leads ; 
one end terminates in a fused plug MP which 
plugs into the power line and the other connects 
to the primary terminals on the power trans- 
former. To these also are connected one end of 
the second twin -conductor lead: the other end 
terminates in a receptacle FP for the line-pluj; 
of the broadcast set. 

Correct operating potentials for the tubes are 

I obtained by adjusting tap A on voltage divider 
R6 until a meter, connected from plate to 
cathode, indicates a potential of 250 volts with 
resistor Rl adjusted to the extreme rivht, or 

I full-volume position. Then, tap 13 is varied until 
the screen-grid potential is about 100 V., after 
which both taps are tightened permanently and 

I the entire divider is taped to insulate it from all 
possible contact with other conductors. Resistors 
Rl. R2. R3 automatically supply the "C" poten- 
tial reiiuired by each tube. 

Better use the fused line-plug specified in 
the List of Part* — it may save you some money ! 

i Fuses in the plate circuits of the 82. at X. 
would be a safety factor against shorts in 

I this portion of the power pack. Ordinarily, a 

I 2 mf. condenser will be quite sufficient for C8. 
Re careful to see that all the components are 
so mounted as to clear the cover-shield when 
it is put over the metal base-plate. 

In a few instances, particularly where the 
y associated broadcast receiver is designed to en- 
5 compass the police wavelengths, a slight hum 
may be encountered. (The Duratrans are not 
: intended tit be u«ed much beyond the range of 
I 200 to 545 meters.) This is due to the cathode 

(Continued on page 508) 




First Time in Radio History! 
4-TUBE RADIO RECEIVER 

Complete With 
(curt ftffliffi&m 

RADIO ^TUBr.y* 

1-57; N58; M7; 1-80 

The quality of these receiv- ^l^lWi 
ers is of the finest — based two-toned front 
on 20 years radio experience. J?*"* 1 "' 

n i e ~ i_ _ , .,. Price Complete 

Rola Speakers, Dubitier «j r/\ 

Condensers, Aerovox Tubu- ^ I O 
lars, Centralab Volume Controls — all these 
assure you of quality. 

Dealers write for discounts and exclusive 
territories. 

RADIO CHASSIS, INC. 

112-116 West 18th St. New York. N, Y. 

(Formerly Marquette Radio. Inc.) 

Licensed Under Patents Granted by 
Radio Corporation of America 
and The Hazeltine Company. Exoort Depar*- 
ment — 1457 Broadway 



#*#•#»*#»«/###</" 



The leader in our fall line off 

POWER AMPLIFIERS 

ftt the low rut prirra in radio 

THE NEW 

P 50 

Inrludm* alt our new fea- 
ture* Plus Mrreury V a por 
Krcuficftfmn **V«» I ll> 00 

U Tulw i '«> ■ \ um of Iho 

S3 1 

Tube Equipment- 2-2S&.2- 

250-I-R3 Merrury Rert ilier. Ta.ppe.1 outpulft- 
9- 1 5 for \oif, Col Ini.ut 4000 oMi.. for A. C. I 
8p*aler* P ! Microphone. Phono and Radio ' 
Input. l>el»-'Ti 12. S watts un distorted. Price 

Wrilr for our new prirr Uxl and Ttchnical 
d*t ■ AmjJifiirs fnm\ 99.86 up. 

Blair Radio Laboratories 

18 Warren Street New York. » 




16 



95 



Thousands of Radio Men have asked for a book of this kind — 

The RADIO-CRAFT INDEX 



It contains a thorough, alphabetical and topical arrangement of EVERY article and subject 
which has been published in all the issues of RADIO-CRAFT from July, 1929 to June, 1932 



l\P10 Men haw coiirlu^ixrlv proved to 11* the n I nml pr.ict irahilif y fur 

a Ix.i.k *liich lias included i>i ii. a cimiprelietKi\e and complete li-iing .if every 
article *v hich h.i« thus far hern puliliihed in KADlO CRAr T. A 1m.. .k «hi<h 
ha« each topic so »ilb-di\ ided and c ro««-ind«-\ed Hut a nirrr |>|,inrc at a MlhjrCl 
will pi%<« y«.u any numher of cl..».*ific.il i.iin „nd u*e» of it. l-nr e\atn|dr. if >..u 
look at tnlie«, >ou finil under this t < • | • i «- . \arious sub-title*, pnrral. |m«er. irarn- 
mining, ]«h<il«-crllj.. teatinj; of mbe*. thvralmn*. ric, livery ankle or notice 
in ihe book ha« been considered t-o deeply important that *hen refer to 

a certain classification, li-icd below the main tuple. j..n tuid perhaps a 

do/cn or more articles treating the Mibjicl from dilfcri nt aii^h*. The author 



in each ca«c is given — the exact issue in which the article appeared, and on what 
page it ii to he found. 

Su accurately compiled, by C. W. Palmer. i»iie i«f ratlin** foremotl writers, that 
in |e«s than two minutes yioi can turn to any article — needle-* to wade thmugll 
all ihc is«ii«- of H \ I > K ) • C K \ I T which have hern published during the p.i«t three 
years. 

The RADIO. CRUT INDP.X i« exactly the same >d/e as the monthly magazine. 
It can br con* miently kept on file with the copies of the maga/im — ready for 

•Illicit refereiMe. The index i« punted on a I paper »ilh linn t)p\ihle covers 

to proiect thr inside. Thin b«i«k is sold only by the publisher* at 25c the copy. 
Mail M.iip.m below for your Copy of the RADIO-C HAFT I\DKX. 




THIS BOOK CANNOT BE 
BOUGHT ON THE NEWS- 
STAND — ONLY DIRECT 
FROM THE PUBLISHERS 



Briefly outlined below appears only a partial contents of the book 
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96-98 Park Plaee. Xi'W York. N. Y. 

Ki.-lo-ied you will find my remittance of 2ae 

(cheek, stamps or money order accepted) for 

which you are to send me, postage prepaid, 
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We supply 
all Parts for Building 

Electrical and Radio 

TREASURE 

LOCATORS 

Radio. Audio. Ground Potential Measurements. llUtflitu 
Induction Balances and other types; including Otclll.itur* 
and amplifying systems. 

W> supply all materials needed for building un.l <.h<r- 

ating any of the recognized treasure finders. 

Th© following standard circuits are di'-rrlh. d in mir 

l.ulletin: 

No. I. Ground Potential* Leap- Frog Method. 

No. 2. Hugh* Induction Balanee Type A. 

No. 3. Hushes Induction Balaneo Typo B. 

No. 4. Sensitive Hughes Induction Balance. 

No- 5. Simple Super-Sensitive Hughes Balance Circuit 

No. 6. Radio Frequency Oscillator Circuit. 

No. 7. Audio Oscillator Circuit. 

No. 8. Single Seared Coll Hughes Induction Balance 

with Audio Amplifiers 
No, 9. Combination Radio Transmitter ,iriri Rwviver 

elrcuit. 

Also accessories such as High I ttifuem i Buzzers, 
Audio Oscillators* Differential Current Trans- 
formers, Two Stage Audio Amplifiers, etc. 

With any one of tlnse svi^m. \»ui ran Mjrle.l 
treasures, metal war rWi«-i. min.'Ml iie|«'Mi.. -nMer- 
ranean water veins, hurled .unl water iiipe-. and 

lost ohjeeti. tools and treasure- 'imkfii in v.iter, et. . 

Write for pamphlet giving liUti«ry and theory on tiii* 
intt-r.Nllng snbjert. All aiiove HmilN :iiid «3steriu ar«' 
described ami e\|dain«-d. Li»t of J«nrt, and price. In- 
cluded. (Price of pamphlet 10c.) 

Mail Coupon TOD A Y! 
i ; 

| G REN PAR K COMPANY •» If I 

J 245 Greenwich St.. New York. N. Y. | 

■ Enclosed And 10c for which kind'.. • <l ui>- I 
| pamphlet on Treasure Finder* 

! 

| Name 



METERLESS TESTER 

(Continued from page 19 J J 

pn»kinKP<) operation, it s hull hi be mounted 
clear of other parts. If desired, the terminal* 
<if R5 may bo brought out to binding posts, to 
furnish a source of about 180 v. rectified D.C.« 
fur tentini? enndensera and for other uses. 

List of Parts 
One 10-ohm fixed resistor, Rl ; 
One Remler 6-ohm rheostat and 0-10 dial. H2 ; 
One Remler l,Qoo-ohm tapped potentiometer 

and dial, K3 ; 
One Carter 100-ohm potentiometer and knob. 

R4: 

One .00026-mf. fixed condenser, C: 
Kiu:ht binding posts; 

One Leeds panel, lower half, 7,^x5 inches; 

One Leeds panel, upper half, 7^x5 inches; 

(A single panel containinK R2. R3. C. the eight 
binding p«jsts. mounted on the lower pan- 
els is available in a single unit, known as 
Remler control panel type 330.) 

One Acme type VA2 audio transformer, vari- 
able ratio. Posts PI, B + 4. F6, and G8 are 
used. AT.; 

One Leeds filament transformer, type FX. pri- 
mary. 110 volts J secondary, two 2.5-volt 
windings, FT ; 

One Nh-AM fi-prong socket, 6; 

Two Na-Ald 5 -prong sockets, 5, (preheat) : 

One Nn-Ald l-prong socket. 4 ; 

Two Nh-AM adapters, types 975KP. and 965CG; 

One H & H. D.IVS.T. toggle switch. S.W.I; 

One Marco S.T.S.T. off-on switch, S.W.2: 

Three H & H. S.P.D.T. toggle switches, SW.3, 
SW.I. SW.5; 

One lead and two binding posts. Fl (Fig. A) ; 

One screen-grid cap and post; 

One pin jack. PhB ; 

One Leeds cabinet. 7^4x10x4*4 inches; 
One 7.5-volt "C" battery, accessory; 
One pair headphones, accessory. 

Parts List for Rectifier Tester 

One Leeds power transformer, type 3724 PX. 

primary 110 volts; secondary, 380 V. — 0 — 

38<> V.. 5 V,. 2.5 V.. PT.: 
One Klectrad 2.000-ohm fixed resistor. 25 watt. 

adjusted to 1.800 ohms, R5 : 
One Fleet rad 50-ohm potentiometer, Rfi; 
One Leeds dial for R6 ; 
<>n«> H & H toggle switch, off-on. SW.fi; 
One H * H, D.P.D.T. toggle switch. SW.7 ; 
One Kby l-prong socket. 4 A (Fig. C) ; 
'1 wo binding posts ; 
One Leeds i>«ix. 7x4M-x4H inches; 
One I.eod* panel, same size as box; 
i)tm» standard '27 tube. 



THE INTERNATIONAL 



SHORT CUTS 

(Continued from page 4 S3) 

are tnken exactly the same as with adapter. 
Simply cm nn vet the lower pin jack of either H 
or L. whichever mnvre you are Using, to chassis 
and pluir in the cable. 

The m»'ter at extreme left is the output M. A. 
capacity ami ohmmeter; next to the riwht is the 
I). t\ voltmeter; beneath, in the center, is the 
point-to-point -witch. The knob to the right 
is the low ohm adjuster while the knob below u 
the hi>rh ohm ;i<iju.-tcr. The Si»ck-t to the left 
of this is for the rectifier tube for the high 
range. The low and hieh pin jack* are already 
shown. The switch between the ohmmeter and 
voltmeter i.- simply a shut'titig switch fur full- 
scale deflection and to quickly check for "varia- 
tions while milking measurement*, especially 
v hen uwinjf the hivh-raio^e rectified I>. C. :i> 
any line voltage fluctuations will throw you off 
considerably. The selector switch f<<r I hi- variou.- 
ratitf«-s is al>ove the reetifiVr socket. 



COIL "Q" 




# One of the most confusing symbols to 
the non-technical radio man is the so- 
called coil **Q." This letter merely sym- 
bolizes the ratio of the inductive react- 
ance of the coil to its resistance at reson- 
ance. If the applied frequency is slightly 
different than the resonant frequency of 
the coil and its associated condenser, then 
I the Q changes. The point, however, is 
that the Q never ch;mgvs appreciably. 



The only radio that operates on 
any 110-volt circuit — AC or DC — 
25 or 60 cycle current. 

— weighs only 5 lbs., carries like 
a camera. 

— gives room-full volume — crystal 
clear and has superb tone. 

— cased in genuine bakelite. 

— a real distance-getter, too! 

See it. Hear it. For sale at all 
good stores. 

Complete with tubes . . 
Carrying case $1 ,50 extra. 
£ He luxe models slightly higher. 

Originated and manufactured by 

INTERNATIONAL RADIO CORPORATION 

Ann Arbor, Michigan 




The New 

Meterless 

TUBE 
TESTER 

Now A C Operated 
and portable 



At Last 



A Reliable Tube 



Tester 
$025 



which can be built for., 
complete kit including 
two adapters 
To Test 40 different types of tubes 
(including hard to test 41 — 59 — 8, r > 
&c) 



8 



SEPARATE PARTS 

Remler control panel $1.70 

Acme VA 2 transformer $1.25 

Leeds filament trans $1.45 

Optional Addition C M OR 

(kit) 

handle and removable cover are 
available 

Mail Orders Filled Same Day, 10% cash 
must accompany all C. O. D. Orders. 



IEEDS 



45 D Vesey Street 



New York. N. V. 



RADIO-CRAFT for FrJRUARY 
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USEFUL RADIO BOOKS WHICH EVERY 
EXPERIMENTER NEEDS IN HIS LIBR ARY 

There is not a radio man In the field, experimenter, service man or dealer who will 
>^ not want to read these two books. Right up to the minute with outstanding uevelop- 

me-nts in short-wave radio— new methods and apparatus for Quickly lenrninq how to 
become a practical mdio operator. Each book is authorflative, completely illustrated 
and not too highly technical. The text is easily and quickly grasped. 

How to Become An Amateur Radio Operator 

l.icui. Myron I*. Kilily to \uite thU honk bcvuti*e Ui< loan year* of 




inv fin I in-ill in thin line, l-'or 
r.tuhv -i; ihe K.CA. Insiltntos. Jlc 
lUilio KnKliiocr*). „l*u the Veteran 



SHORT WAVE CRAFT 
96-98 RC Park Place. 
New York, N. Y. 

tientleinen: I enclose herewith $ 

for which nlca*e ieini me. prepaid a copy of 
the book checked. 

< ) HOW TO ltt ll.ll AXn iH'KUATti 
SlIOUT-W.WK IICCKIVKIES- -.'if*. 

( ) HOW TO HETo.MR .\.\ AMATKUK 
ItADIO UPKItATOIt— .'DC 

Send money onlcr. cherk, cash or new U. S 

stnniDs. KcKi ler letter If it i-ontatiu *l hi tins 

or currenry. 



Name 

Address 

City 



We 

experience in ihc aiiiiiteur licliJ have nj,i,l 
many year* he u<i.« instructor of rudhi it-it 
\* a member of tlie I U.K. In.-I iliile of 
Wireless Oner.it or*' As-ot-iatlon. 

If you InlenU to heroine h lb unset! coile operator, if yon wish lo take Up phone 
work eventually, if yon wfali to I. rep ate yomsclf for thi* imhorUini subject — 
i his is the book you must. m*. 

Partial List of Contents 

Ways of learning the ro<le. A system of spndlns ,<ul receiving vrlth neces- 
wiry tlrili irortls is supplie.l *o that yon may work with iip proved mclliod*. 
Concise authoritative inilloli.s of radio lenns. un:ls and laws brief 
descriptions of .•ominonly used pices of radio equipment. This chanter 
Ives the working terminology nf the cnilo operator. Graphic symbols are 
used to bulimic the various p ;( rls of ruiJIo linulu. tieneral radio theory 
Parlicnlarly as it applies to Urn beginner. The electron theory is briefly 
given, then waves — iholr ercaiiun. piniMKatiou and retention. Funda- 
mental laws of cle»lrlc circuits. auriirohirly those used in vatho. 
are ex pi dine, I next ; mi typical Daslc circUiU :tiq analyzed. 
MescripHmis of modern rcceiViTs thai are helntt fsed ivilh 
su.i-ess by amateurs. You are told how tc buihl and oborate 
these set*. Amateur f raiKmittcrs. DiaCrnnis with spe.llica- 
tious are furnished so construction U made easy. J'ower 

Ipnient Mint may he used with transmitters ami receivers. 

reriltiers. rtfcer.*, oat lilies. ei». KeRPlalioiu Hint anph to 
ain:itcur operators. Appt-ndix. which contains the International 
"11" steuuU, conversion utiles for rel'erenre tmriHises, eic. 

How to Build and Operate 
Short Ware Receivers 

is Hie best an,, n - I o .-if.de l,«H»k on (hi subject. U U 
eilitlnl anil prepared by the editors of SHOUT WA VK I*RAIT. 
.mil conimiu | wealth of material on the hulliliut: ur ■] oper- 
ation, not only of typical short wave receivers, but short wave 
converters as well. 

Dozen* of short wave sets are found In tills honk, which con- 
tains hundreds of illustrai Ions : actual photographs of sets built, 
hookups ami diagrams pain re 

The book comes with a heavy colored cover, anil Is i.rlnted 
throughout mi rirst-rlass paper. No expense has been snared to 
make this (be outstanding volume of lis kind. The book meas- 
ures 7 '1x10 inches. 

Till tiook Is sold only at such a rhlh idnusly low price be- 
cause it m our aim to huL this valuable work into ilic bands 
of every short- wave enthusiast. 

Wo know that if yon are at all interested in short waves yon 
will not wish to do without this book. It is a most im- 
portant and timely new radio publication. 

Each Book Contains Over If o Illustrations 
7* Pages 7 x lo Inches Not Sold on Newsstands 

Mail Coupon at Left for Books! 



50 

w EACH, 



SERVICEMEN 

RADIO DEALERS 



i 



SEND FOR THIS 



FREE 

CATALOG! 



116 
PAGE 



IT'S CHOCK-FULL 



OF BARGAINS FOR YOU 

Katlio Dealers and S«*rvic<'mcn 
can' I afford lo be without Ibis 
book, ll offers marvelous buys 
in Katlio Sets, Long and Short 
Wave Ap|iaral us, Servicemen's 
Repuirand Replacement Paris. 
Electrical Goods, Spoi ling 
Goods. 

JUST OFF THE PRESS! 

Be among the first to have the pick of 
great bargains Mail this coupon now! 



RADIO ClKCULVR CO., 
225 Vnrick St. 
Sew York. X. Y. 



INC. 



Dept. RC. 

Please send me free of charge and with- 
out obligation, your latest catalog. 



Name .... 
Address 

City State 



BOOK BARGAIN 



Special Sale of 

2000 

S. GERNSBACK'S 
RADIO ENCYCLOPEDIA 
1st Edition 



69c 



\\[E HA V R on hand 
' v 2000 UNROUND 
copies of this valuable 
book, and we are dispos- 
ing of same at a price THE BOOK 
which does not even 
cover the cost of the paper and print- 
ing. The books are in first-class condi- 
tion, sewed and stitched but unbound. 
You can put a cover on yourself or 
your bookbinder can do it at a very 
small expense. 

This litdis|H-nsable radio reference hook con- 
tain* over 1.U30 dcilnlllons, 51!) photo lepro- 
riiiciiotK. tlrstwinj:*. mid diagram*. The size of 
the hook U 9 hy 12 Inches. It contains 168 
liases, mid b primed on the tineat hook puPor 
obtainable. Practically every definition In the 
hook U 11 Inst rated, uml all the subjeet* sre 
urrjitieeu In alphabet ten 1 order with numerous 
t;ibl<\ ;ntd ch.it ts distributed throughout, the 
text. 

SEND NO MONEY NOW! 

Do not send nny money. We will send you 
the hook mid you puy Hie iiorflman fftc |ilu» 
|n>9tH^e. Tul out eouDon, paste on postal Card, 
and mail to: 

ISKOR PRESS, Inc., 19 Park Place, 
New York, N. Y. 



| BARGAIN ORDER BLANK \ 

. ISKOR PRESS inr I<C I 

| 19 Park Place. I 
New York. N. Y. 

Please mull inr S. Gcmsbark's Itadlo Enr.v- 

flopedla. 1st F.ditlon; Inbound. I will pay * 

Posinnui 69c plus postage. | 

j Name 

| I 

Addre«s | 

j nis state .. I 



AMPLITENNA 

(Continued from page 506) 

not beintr directly connected to the centcrtap 
of b lament winding X-X. The only remedy, 
in such cases, is to increase the capacity of 
condensers CI, C2A and C2B ; in rare instances 
it may be necessary to use as hi«h as 2 mf. 

Mechanical Details 
The shield case is held in position at the four 
corners hy means of screws which thread into 
nuts sweated onto ell-shnped pieces of bra^s ; 
one screw holding each ell to the metal base- 
plate extends far enough to catch the thread of 
a bakelite knob which acts as a support post 
for the chassis. r;ii*ink r it one-half inch so that 
screws, etc.. will clear the surface below. 

Volume control resistor Rl is held in place 
by mentis of an ell-shaped bracket which bolts to 
the chassis between Ll and L2. Chokes R.F.C.2 
and R.l\C3 mount on the power trans- 
former by means of two little pieces of brass 
strip, cut and drilled to fit. The sockets for 
1 the 58's, and the twin binding post block, are 
I held to the chassis by brackets. The filter 
condensers are held upright by means of clamp 
rin^s obtainable with the condensers: these rings 
bolt to the chassis. All the wires in the circuit 
thread through rubber grommetb which prevent 
the edge of the shield-can cutting through the 
insulation. It is necessary to slot the shaft of 
the volume control, to provide for its initial 
adjustment by means of a thin screwdriver. 
Place a thin piece of bakelite or fiber between 
choke R.F.C.3 and the shield-can of the 82, to 
prevent sparking between them. 

In closing, we caution constructors to pay 
particular attention to shielding, bypassing, and 
the positioning of the components. Test each 
unit for its rated value before connecting it 
into the circuit. The writers will be gratified 
to receive comments concerning the results se- 
cured with custom-built amplitennas, which arc 
a new idea in radio. 

List of Parts 
One Aka former R. F. transmission, (One model 

A-502 antenna Akaformcr. 50 ft. of shielded 

lead-in, one model A-503 set Aka former) . 
Two Dubilier 'screen-grid"' Duratran untuned 

R. F. transformers, 1.1. L2 : 
One Kammarlu nd No. SVC shielded, polarized 

R. F. choke. 85 mhy.. R. F.C.I ; 
Two Sun type 82 unshielded R.F. chokes, L 

mhy.. R.F.C.2. R.F.C.3; 
One Trutest type 2C1571 center-tapped 30 by. 

filter choke, Ch. ; 
One Trutest type 4C1497 power transformer 

PT; 

One Clarostat type PI 85 wire- wound volume 

control. 10.000 ohms. RI ; 
Three Centra lab type 310 resistors. 275 ohms, 

R2. R3. R4 : 

One Centra lab type 310 resistors. 2 megs.. R5 : 
One Rite-Ohm No. 2275 voltage divider. 10.000 
ohms. R6 : 

One Aero vox type 281-T4 non-inductive con- 
denser. 0. 1-ntf.. CI : 

One Aerovox type 281-T4 dual-section, con- 
denser. 0.1-mf., C2A-C2B; 

One Aerovox type 481-TlO non-inductive con- 
denser. 0.25-mf.. C3 : 

One Aerovox type 481-TlO dual section, con- 
denser. 0.25-mf., C4A-C4B: 

One Aerovox type 1450 mica-dielcctric condenser, 
.01 -mf.. C5: 

Three Concourse type V-8 small-space dry- 
electrolytic condensers, C6. C7. C8 : 

Three CRC wafer-type 6-Prong sockets, (for 
VI, V2. V3> ; 

One CRC wafer-type 4-prong socket (for V4) ; 

Three Eveready type ER-58 variable-mu R.F. 
pentodes. VI. V2. V3 ; 

One Eveready type ER-82 mercury- vapor rec- 
tifier. V4 : 

Three Sun type 58 tube-shields, (for Vl. V2. 
V3) : 

One Sun type 82 lube-shield (for V4> : 
One Ulan special shield-can. I 32-in. aluminum, 
7x12 7 16x4 4/8 ins. high (outside dimen- 
sions) ; 

One Blan antenna-plate, 1/32-in. aluminum, 

7x12 7 16 ins.: 
One R.T.Co. No. 3000 feed- through ofT-on 

switch, Sw. : 
One bakelite female plug. FP : 
One Littelfuse type 1037 fusible cap. MP; 
Two Littelfuse 1. A. fuses, (for cap MP); 
Flour Blan hard-rubber rods. 3x3/8-in. ; 
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An Amazing Buy! 

The name 

STROMBERG 
CARLSON 

assures you of 
getting only the 
finest in radio. 



input 
TRANSFORMED 




Exceptional 
Value! 

As fine a pickup 
as has ever been 
made. This is 
being offered to 
you at an unusu- 
ally low price. 



There is nothing finer titan a Stromberg-Carlson 



Here is a phonograph pickup that will meet the 
requirements of the most discriminating. Made 
by a firm that is well known for high quality and 
well designed instruments. The tone arm is bal- 
anced for light needle pressure. A well designed 
input transformer, 20 foot cord, pickup plug and 



volume control complete the assembly. Tone 
quality unsurpassed. Thousands in use in the 
best installations. This pickup can be used for 
home recording due to its low impedance. (200 
ohms) . 




R. C. A. Magnetic Speaker Chassis 

This chassis is the identical one 
used in the R.C.A. Model 100A 
and 100B Speakers. WHICH LIST 
FOR AS HIGH AS $35.00. Note 
built-in OUTPUT TRANSFORM- 
ER— permits use of 450 volts, 
without distortion, rattling or 
blasting. GENEROUS OVER- 
SIZED MAGNETS. The thick 
armature is ACCURATELY CEN- 
TERED. The STURDY METAL 
B^TMftli FRAME IS LINED WITH A 
r^^!\W SPECIAL SELF- BAFFLING 
•y^, FABRIC trreatly improving acous- 

•W^^ vy | ic pro p er ties of this sensational 
speaker? NOTE THE CORRU- 
GATED SURFACE OF THE CONE. AN EXCLU- 
SIVE FEATURE— ENHANCES PERFECT TON- 
AL REPRODUCTION QUALITIES CONSIDER- 
ABLY: MOST COMPACTLY MADE: 9 inches 
OUTSIDE DIAMETER, AV> INCHES C 
DEEP OVER ALL. Your Price ^J»^»*> 



PRIME A. C MOTOR 

For 110 Volts 50-60 cycle A. C. 

Asturdy ■ 
powerful com- 
pact heavy 
duty motor of 




the «elf-startingr induc- 
tion type. Will not set 
up disturbing noises in 
any receiver. Equipped 
with large bearing sur- 
faces to provide ade- 
quate support and to insure long life. Quick start- 
ing, full speed is attained instantly. Comes ready 
to mount with turntable, mounting 
plate, on-off switch and speed control. ^3.3U 



FARRAND INDUCTOR 
DYNAMICS 



Used on A.C., D.C„ and 
Battery Sets with Equal Re- 
sults. 

9" Model $5.95 
12" Model $6.95 



farrand 




POWERTONE 

Battery Operated 
Short Wave Receiver 




—15 TO 200 METERS 

YES. stronger than ever, so do we voice our 
and countless other opinions on this remarkable 
shortwave battery operated receiver. Faster than 
ever in sales volume, for the public has caught 
up with us in voicing their enthusiasm on results 
with this receiver. Never before has reception 
such as this been available on any two or three 
tube battery operated shortwave set. 

The use of the new two volt, air Cell, tubes in- 
crease reception sensitivity, and selectivity, fur- 
thermore, current consumption is kept at a 
minimum. Provisions are made within the re- 
ceiver to reduce three volts so that dry ceils can 
be utilized. 

The set itself is made up of the best parts 
available including a Hammarlund condenser for 
tuning purposes. The parts are sturdily mounted 
on a metal base, which in turn is placed into a 
a beautiful crackle finished metal cabinet to com- 
pletely shield its entire contents. 

A set of four plug-in coils is furnished with the 
receiver and cover from 14 to 200 meters. 

Truly does this set earn the statement "Round 
the World Reception.** 



Set of batteries, $2.25 
Set of R. C. A. licensed 
tuhes. $2.50 



$Q95 

COILS 



Victor Hand Microphone 



Used with Victor R. 
E.-57 and R.C.A. 86 
Home Recording 
Combinations 

A single-button Micro- 
phone fine for home re» 
cording and amateur 
broadcasting. 100 ohm 
button. Operates from a 
IVi v. dry cell and draws 
10 mils. Gun metal finish, 
equipped with 5 ft. cord. 

Your Price $2.45 




MP D. C MOTOR 




These motors are absolutely noise- 
less. Built as only motor manufac- 
turers could know how, they are an 
epitome of phonograph manufacture. 
The ideal motor to use for recording. 
They have ample power to operate 
any recorder head. Completely equipped 
with speed regulator, cord and attach- 
ment plug, and. a 12" turntable to take 
any size record. £7 O ^ i\ 
Your Price ^« .^9** * 



BANQUET 

MIKE STAND 

Extends from 18 to 30 
inches. The ring will fit 
any standard size micro- 
phone. Due to a limited 
supply we advise you to 
get one at this low price, >flj 

Your Price $3-50 ^ 



Al! offers are F. O. B. New York, and subject to prior sale. Terms: A deposit of 20% is required with every order. Balance 
may be paid on delivery. Or, deduct 2% if full amount is Sent with order. 
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is no w complete ! 



Presented on this page are the new 
books of the RADIO-CRAFT LI- 
BRARY — the most complete and au- 
thentic set of volumes treating indi- 
vidually, important divisions of radio. 
Each book has been designed to give 
radio men the opportunity to specialize 
in one or more of the popular branches 
of the industry. The material con- 



tained in these books will increase your 
knowledge; you will find them a real 
help in your work and they will con- 
tribute to your money earning capac- 
ity. Read these books during your 
spare time at home. 

The authors of these books are well- 
known to everybody. Each one is an 
expert radio man; an authority on the 



subject — each is thoroughly familiar 
with the field which he represents. 

This is perhaps the first real oppor- 
tunity that you have ever had to build 
a radio library of books that are au- 
thentic, right-up-to-the-minute and 
written so that they are easily digested 
and clearly understood. Mail Coupon 
below for your books. 



TO THE RIGHT 
WILL BE FOUND 
A SHORT RESUME 
OF EACH BOOR 



Nf4<>< 



Book No. I 

RADIO SET 
ANALYZERS 

And How To Use Them 

With Full Instructions and De- 
scriptions of Set Analyzers. 
Tube Checkers, Oscillators. Etc. 

By L. VAN DER MEL 

This hook explains thoroughly 
the operation of set analyzer*, 
tune checkers, oscillators arid 
other testing equipment. For 
every radio man this book is *i« 
tremely helpful. It covers every 
phase of te*t Inis and give* you 
valuable short ruts: completely 
Illustrated with liliotosraphs and 
dliSrams to facilitate the use of 
modern testers. 



MODERN VACUUM 
TUBES 

And How They Work 

With complete Technical Data on 
All Standard and Many Special 
Tubes 

By ROBERT HERTZBERG 

MODEKN YACH'M TIBER 
describes the fundamental elec- 
tron theory which is the basis of 
all varum u tube opera tljti, and 
goes progressively from the sim- 
plest two- element tubes right, Up 
to the latest pentodes and thyra- 
trons. It is written in clear, 
simple language u nd is devoid of 
the mallieinati.es which is usually 
so eonf using. Valuable reference 
charts and characteristic curves 
of standard and special tubes are 
to he found, also diagrams of 
sockets and pin connections 



Book No. 3 

THE SUPERHETER- 
ODYNE BOOK 

Ail About Superheterodynes 

How They Work, How to Build 
and How to Service Them 

By CLYDE FITCH 

There is no more fascinating a 
subject in the large array of radio 
circuits than the famous super- 
heterodyne circuit. Whether you 
are a Service Man or experiment 
er. first -hand knowledge about the 
construction of super heterodyne re- 
ceivers is very' important. The 
book on Superheterodynes gives 
underlying principles of their con- 
struction, right from the very tirst 
jet made. 



Book No. 4 

MODERN RADIO 
HOOKUPS 

The Best Radio Circuits 

A Complete Compendium of the 
Most Important Experimental 
and Custombuilt Receivers 

By R. D. WASHBURNE 

It Is fascinating to the experi- 
menter, or even to the up-to-date 
Service Man. to take a commercial 
ret and to change It Into one us- 
int' a famous hookup that is not 
found In any ma nuf.net u red set. 
Many excellent circuits have nev- 
er been commercialized, hut lim- 
ited onl.v to home; set builders. 
Thousands of these popular cir- 
cuits have been requested from 
time to lime, and In this book 
wc hare Included over ITiO cir- 
cuits, which include the famous 
Perldyne. Cash- Box AC. -DC. 
8et and others. 



Book No. 5 

HOW TO BECOME A 
RADIO SERVICE MAN 

How to Get Started *nd How to 
Make Money In Radio Servicing 

By LOUIS MARTIN 

The ambition of many men in 
radio today is to become a first- 
grade Service Man. It is not as 
difhvnlt as one might believe, but 
it eunnot be done in » few short 
months. Following very carefully 
the advice of Mr. Mnrtln. who 
has dealt with (he problems of 
thousands of Service Men. this 
book deals very carefully wiih the 
essential stages in the prepara- 
tion for qualifying as a Service 
Man. 



Book No. 6 

BRINGING ELECTRIC 
SETS UP TO DATE 

With Pentodes. Muiti-Mus. Dy- 
namic Speakers— Complete In- 
formation How to Modernize 
A. C. D. C. and Battery Oper- 
ated Receivers 

By CLIFFORD E. DENTON 

In thhr country there are over 
ten million electrically operated 
receivers that could be modern- 
ized — bv placing in them new type 
tubes, new speaker equipment mid 
other modem Improvement*. This 
husine«.« of Improving old sets 
can co to the experimenters and 
Service Men if they will quickly 
jump Into action. 

Head In this book by Mr. Hen- 
ton, how easily you can modern- 
ize any obsolete set, and with 
little additional costs. 



Clip Coupon and Mail Today! 



GERNSBACK PUBLICATIONS, INC., 96-98 Park Place, New York, N. Y. 

I have circled below I he numbers of books In the RADIO-CRAFT LIBRARY, which you 
are to send roe. and have deducted 21) ' for ordering five (5) books or more. I have included 
my remittance in fuU. at the price of 50c each, when less than five book are ordered 

The amount of my remittance is~ ~ (Stamps, checks or money orders accepted.) 

Circle numbers wanted: 123456789 )0 
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State ^ .RC 2-33 



Book No. 7 

RADIO KINKS AND 
WRINKLES 

For Service Men and Experi- 
menters 

A Complete Compendium on the 
Latest Radio Short-Cuts and 
Money-Savers 

By C. W. PALMER 

If often becomes necessary for 
experimenters mid Service Men to 
cull upon their memory for some 
short cut or radio urlnkle that 
will olvc a nrohlcm quickly. In 
biuiiwss, -'short tuts" mean time 
and money saved, and to the Serv- 
ice Man 'time saved" means 
money earned. 

This book is a completion of 
Important radio kinks and wrin- 
kles and discusses only such items 
as are constantly used today. 



RADIO QUESTIONS 
AND ANSWERS 

A Selection of the Most Impor- 
tant of 5.000 Questions Submit- 
ted by Radio Men During the 
Course of One Year 

By R. D. WASHBURNE 

There have hcen collected a wide 
variety of questions which have 
come into our editorial offices dur- 
ing the pa* I two years, and only 
those whose answers would benefit 
the majority of men engaged in 
radio have been Incorporated in 
this amazing Question and an- 
;ucr hook. A tremendously long 
list of topics Is treated. 



Book No. 9 

AUTOMOBILE RADIO 
AND SERVICING 

A Complete Treatise on the Sub- 
ject Covering All Phases from 
Installing to Servicing and 
Maintenance 

By LOUIS MARTIN 

Automobile radios are up and 
coming, and someone has to serv- 
ice them nroperly. it therefore 
behooves you to read this Im- 
mensely Imnortant new book on 
the art of Automobile Kadio. The 
book Is concise, and full of illus- 
trations, photographs, diagrams 
and hookups. 

A few of the really Interesting 
chapter Introduction; Automo- 
tive Radio installations: Complete 
Descriptions of Commercial Auto- 
motive Receivers; Servicing Auto- 
motive Receivers: The Ignition 
System; General Service Consider- 
ations; Effects of Temperature on 
l'oww Supply; Conclusion. 



Book No. 10 

HOME RECORDING 
AND ALL ABOUT IT 

A Complete Treatise on instan- 
taneous Recordings. Micro- 
phones. Recorders. Amplifiers, 
Commercial Machines, Serv- 
icing, etc. 

By GEORGE J. SALIBA 

If there is one subject that 
is fascinating to every radio 
man. It Is that of Home Re- 
cording Of course, this volume 
is not all on • |loinc" record- 
ing, but the Information con- 
tained therein Is important to 
commercial radio men. studio 
operators, engineers and others 
interested in this phase of ra- 
dio. 

The art of recording ar.d re- 
producing broadcast selections Is 
becoming more Imiwrtanl every 
day to radio men. experiment- 
ers and Service Men. Koulp- 
Pin? dance halls, auditoriums, 
churches, restaurants and homes 
nlth public address Osteins and 
amplifiers brings many extra 
dollars and often an excellent 
income. 



BIG 

DISCOUNT 
OFFERED 

■ n order to make It possible 
for everyone to buy these books, 
the fifty 1501 cent rrlee has 
bi:en made uniform for all vol- 
umes. You ran buy these books 
separately, btit you should take 
advantage of our special offer: 

When Fn e (5) Books 

or More Are Ordered 

Deduct 20% 

from Your Remittance 

Simply till in the coupon be- 
low, and mall It to us together 
with your remittance. Checks, 
stamps or money orders accepted. 



ALL BOOKS 
UNIFORM 

The books In the new RADIO- 
CRAFT MIIKAUY are all 
strictly uP-to-date. end written 
by men who know their sub- 
jects The volumes are all 
uniform size, Gv9 inches, and 
contain on an average of 50 to 
120 Illustrations. Each book 
Is printed on fine hook paper, 
and no expense lias been spared 
to make It an outstanding value, 
for its editorial contents as well 
as from the mechanical stand- 
point. 
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FEBRUARY SPECIALS! ! 



F"*VERY month We list tm this page certain STAR * items, which are 
i NOT LISTED IN OUR CATALOG. These are all npecials of which 
the quantities on hand are not sufficient to catalog them. Once nold out, 
b<> had. First come, first served. ORDER NOW, TODAY. 



STOP SHOPPING. The lowest prices are right on this page. No one 
undersells t*s. We meet any price on ANY NEW Merchandise. Order 
direct from this paire ;md save money. 100% satisfaction on every trans- 
action. Take advantage of these special offers. ORDER NOW. TODAY. 



IMPROVED READRITE MODEL 710 ANALYZER 

TESTS LATEST TYPE 6 AND 7 PRONG TUBES 




EIGHT METER SCALES AVAILABLE 

Th* "Model 710" is an extremely 

compart device. The outside d linen- 

tdou* of the currying case are only 
1UT4 by 7% by 3% inches. The analy- 
ser eotitaliu a D C, voltmeter, A.C. 
voltmeter and a inllUammeler. The 
D.C. voltmeter hua three ramies : 0 to 
60; 0 to 200; and 0 to '»00 volts. 
The A.C. voltmeter has also three 
ranges: 0 to 10; 0 to 140; and 0 to 
700 volts. The millUmmeler has two 
ranges: one for 20-mlll. rfMllmr and 
the other for 100-mlll. Tlii* variety of 
ranges makes It possible to test every 
conceivable radio eireuit; MrIi voltage 
secondaries of posver trHnsfonuers, 
current dr;,in of all radio tubes, in- 
cluding the high itower 1*50 and 2l» 
tubes, ete. 

instrument is equipped with a slx- 
! which readings amy be obtained of 
K" volts reversed, plate voltage, and 



READRITE COMBINATION 
TEST INSTRUMENTS 

No. 

407- 
710 



FREE Analyxer 
Book 



RADIO SET! 
ANALYZERS 



5 



lions. p)<ot"«r»pri* »n<i . .. 
KTum* of all (oinmcrrinl **-t i»naly«r« 
»nd tonifri. — A Real Book. 



CONVENIENT SELECTOR SWITCH— The 

(>o>itlon hi- polar selector switch; by in*-uns of 

'V" volta. f ■ volts revt-rscd. • K" volts. ' v V ,l » ^"Vw-^^^ie^r "to "nrovide 
wreen-trrid voltage. A -will battery Is supplied with the an<il>»r. to proviae 
"C" bin*, :or grid te*i mnlinility te^tn, ete. 

TESTS PENTODES— "MULTl- M US" '57's and '58's— and '80 RECTIFIERS 

Thereare <V™o7kcT 8 r I he panel of tt:e n'SSSf, 'jj 

the other for llve-pron* tuh> There is a "^Id-test-' push-button. 1 in jueks are 
iv»ilable foi the Individual line of all meters, externally In fange. ™rc 

jack, and there are two pin jack, for ronnectlnc the exte rnal battery A two-«« ^^..i;"* y ,0 ge 
trok the tesiru: i-lrcult for either rck'ulur or pentode tube, ltofh plates or the »u-t>pe reenner miy ue 
Sfcd'fir Serf .^JrjSXf fnrnlshV Charts are provided 

The Anidv&r is fnrnl*hed .omplete with test leads, ronneotinff rabies. Uurwess 4 ,^-volt battery . several 
battery farad* IV to I X 
weight J* 

Model 710 Analyzer. J.i*l 
YOl'R I'KK'E 



W> take plea*> 
ure in offer- 
ing wild »ny 
te«[ instru- 
ment on thi» 
i».t«p AB- 
SOLUT ELY 
FREE OF 
CHARGE— 
the latrat ra- 
dio publica- 
tion to rom« 

oi( tlie prr»a. 

'•Radio Set 

Contains d*- 
t »iled dr»cnr>- 
trcuit dia- 




ls 



screen-grid pin 



'Sier. % ritifter adapter and resistance and capacity chart,. Shipping 

$14.70 



$36. 



Complete Portable Laboratories 

For the first time in the history of radio, 
complete portable terttng equipment U being 
3old In the iow-prieed meter field. Every con 
ceivible test nece»*ary for radio. televUlon and 
general electrical work may be made with either 
of these two units. The 106-710 instrument 
combines In a single c»»e. 21" x U" X jW 
the No. 40fi Tube Teater and the No. 710 Set 
Analyxer. Every radio tube that h»i io far been 
brought out can eaiily ba te«ted by either or 
these two outfits. 

Four Models are available in following- combinations: 

No. 406-710 Tube Tester and C9Q A(\ 

Set Analyier <p£j.**U 
No. 407-710 Tube Tester— Tube- Short Tetter OO OA 

and Set Analyier — - 

No. 576 Tube Tester— Set Analyxer— r-/\ A A 

Oseillator - DU.UU 

No. 577 Tube Tester— Tube -Short Tester— CO QO 

Set-Analyier— Oscillator 




TN OR D ARSON "2 15" 
POWER TRANS- 
FORMER 
A Miniature Power Plant— 
Supplies All ABC Voltages 



M n 



... o t\if triirmf^r'uur wiitcd 
i-mNIm ) '•>> < - lur» into invner tkai 
■Id hl...-k. oi r i.liii m>i.< ciiu!l>i>ed 
unlv t«.r lyrn- '71 I i ill ■«-■»; wliether 
-injl. ->r piu>li-pull l»y rrblttClRC 
ihriii wifli , , 

r .mr>«r- rHiin«i> of the 71A 
:,d 43 Tin* tr.rm«r hits an 

Ui.dir lofird f.<lt|«lt oi only 700 milli- 
w»tt« vrhilf tin- tyiK- '4i power tub*, 
npi-riti hut at il. ruif-l piuto 
In.r^ni^l.hM AptWfwiiPiitrutmK ul LttOO mill «»••»• . 

In uddlti.«. 10 *iippl>ii.« » full JlO v-«.li. to i».p Plat** *nd 
fiO volt* to th^ «fi<iH ol two typr •» iu»iw m lu- .-pull, ihu. 
Tt.ord»r»oo pn^.r I r*fufi>r m«r nn.V be mod to lUl.t tt.e filii- 
mpntii ot ^vrn r i-UI»t J.5-volt hlitniriit tubo»: and bjr tomiMU 



..It lib 



•"of tli* tlin-e 5-v»lt tiUin.-nt »*<-ond»ric« it b 
t» h*M .Wolt nl»ment. t.M>. fb»s transformer 
It a genuine Thordarson lob put up In PhlleO No. 3400 
shield plates. »»..■• i i ■ i 

Bui , I >« •■•for nipt lia« haV^litp panel on »litc»i aro 

.urit^d .t\i tt*t.a in furm of •ol.l-rinK lu«». 

«mti.l> mdy. For tJO !.*» m»Iip. TiO-60 eyclot. *uc 
' )iitfli * ' » il k i'"- StJpniun v»~i«M. * tl-i«. 

No. 1450 Thordarson Power Trans- O 
termor YOUR PRICE 



JUST OFF THE PRESS! 



RADIO i 

AMD 

SHORT 1 
I WAVE 
| TREATISE 



B 

ur-o m** uuidc 

fM 9O0 ',f MCl«H 
BAOlOTRlClANS 
fADiO HE ALE 

i ^ b and' rxPtBWHtfits 

ijiiripir 

Over 100 New I Took -tips. 
Etc. 1000 Illustrations. 



iTRlTir RADIO AND SHORT 

r K\KL,ML, wave treatise 

Thr new MTbtw. 1933 edition of our Radio 
*n<l Shorl-Wwvr Tr.«ttti<M-. No. 1*6 hue ju*t 
comi. _., thp PrrM — 100 SOlId POKOS Of 

useful Information, radio item* dia- 
■rams and illustration*. iWtiiely the 
trntnt v»ik»W h prin -HOT JUST 
ANOTHER CATALOG. 



- : i 



hit 



ifh vnlutble 



foriiintioii mrt foiiin) »n: m hi-Ti- rite. !Sj*-ciul 
ron*ldrrntioii Iia« been Rlvfi. to ihtt radio 
iKuinrnir in fhl< i«»uc Amarig th^ rirvr 
trehntr«il infurmntion Imled nr« the follow- 



CONTENTS 
Fundamental Principles of Radio— 
Ohm's law— Oi<>cuSslon of New 
Tubes— Constructlnic a ' Tripie-Twln" 
Amplifier— All about Superhetero- 
dynes — Eliminating Man-Made 
Static— Constructing a Two-Tube 
Short-Wave ' 'Globe - Trotter" Re- 
ceiver— $3.00 Prlie Suggestions— 
Radio Kinks, etc., etc. 

WRITE TODAY. Enclose I 
cents for postage. Treatise 
sent by return mail. 



UNIVERSAL 
MULTIDAPTER 
Tests All the Latest As 
well As Futuro Tubes 

Here in a unit » hich every aervice- 
nian ahould ri»ve on hand. 

1 1 i» un titiAPter which eompletely 
n-iodcrni<i>a old or obsolete tube 
checker* and an»l> ier» by enablins 
them «» not only the mate of 
new tubep. hut tubee whlrh will I- 
fonhrfirninit in the (ulur- a* well. 

TE«TS ell the new tube* inelud- 
in« t pea 21133-39.41-42-43-46-47 
55-57 5S-4W-05 G5M*2-83-8« and ne«- 
ond Plnte of SO. ete. 
The Mult idaPier eombint^i Binny miaptrrti in o 
inly one M.iltidnpter but without it you ne«J - - 
i Mnltidsi.rer is it pfrpetorvl typ* of ■ 




>. You need 

itdnpter* 
;idi.ptcr as proviaion 



made fi.r leatm* all new tubes that mi«hi be brouxhl out in the 
" PronK types. It Will 
preiwnt (ii 



I l>c up 



future in either of the 4. 5. 0 or 7 PronK typei 
tu d »te fn the future aa well as Hip pre»f.nt time. 

Av .iUble In t«eo model..: one v,hich pIuk. direetly mto eithti 
the tube tester or »n*ty<er and the other whirh hue an eite. 
Us?<i in roaneetron with »ueh 



ph.K. U; 

tiii\e rno 



strument* which do > 



louVh room for pliiircine in^'h^ ailnntef direetly. Com 
plrte insiruetioiis for usint this ndnpief are f urnuhed free 



itb 



eh 



No. 203 Multidapter with attached Plug d»o 7c 

YOUR PRICE 1 J 

No. 204 Multidapter with Extension Plug o Qf- 

YOUR PRICE %..s70 



*Kel!»>mj Dynamic Push-Pull Out- 
put Transformer 

Fi»r "71 A. "45. '50 Type Tubes 



lid Primary of thin out- 
11 transformer h»» un- 
.11, illy hiirli impedutice. 
iikimc it sniinble forlall 
|k-» of tube*. The 
dur^ feedina 



''•eotmrtrj ieeui»x »nio 
j| tlie tui»'ln< voice coil of 
^J-. a .lynamie spenker h:.v- 
in* it l>. f . resixtnnee 
I het««-n 2 nod 8 ohms 

I- 1 Cl»'iip brsrkul holdii.e 



Iierf< 

.r.irr. te iiiipreenntrtl in 
>*i»* «"««tMpnund to insure 
I ui: IH- w.i hoot hreak- 
a a« . c«i.io. wi. 3 II.-. 



No. 1462 Kello«KPu-.li Pull Out- r*Q 
put Tc.nifnrmer.YOUR PRICE *>U.Dy 





FOOL-PROOF SHORT-WAVE SET 

Doerle Two-Tube 12,500 Mile Receiver 

Miliouch a lo" -prieed reieii-r. thi» ln*tr«irnent pulls in short-wave *fnti.jn« 
from nil over th- >vorl«l. «t<:UI-AllLy. in Pract ically any location, not onlj 

in 'his country, but an> wV,.-re. 

S|*cof aliitnintim \>*n*\ Uth6)< inches; bn»e 9 * JM mchea. List of m .- 
terbls used; ? H.i m turlnn.l 0O014 Cond. n»-r»: 1 Carter 20 ohm rheos;. -it 
•<nd s« itch: I J'eerleK- Audin Transformer; 2 KurU-Ky. h V, rn»er DmU: 3 
ItttkeUle Lovr Loss Sockets: I M.r«.notd E<iu.,lijer A '.term,, Condenser, 
f .0001 Acrovos Fixed CondeiiM-r: 1-5 mi tol.n, Ctrborundum Grid l^,.k; 

3*» telen)mne pin jncks: I aluminum pun l: 1 veneer baseboard: I 
iHkellte Kh.-istut Kt-ih: 1 B.kel.te MtitdiOK IVt tftrip: 1 set nf 4 
Bakelite ehort UTavo II tu -in Coil»: msiruciioio. for oi« r»iion; 1 
ZXPJSfSSEb^^ *«fM $8.90 

Ve " <1 TWO TL'IIE I2.A00 MILE UOF.RLL 8HOKT 

Vf\\E RECLIVRK* KIT- »'«li »" r«rt« o« sperified 
above, but i.of tn>ed. w ith blueprint oorineetions and _ 
in^rr. let Ions for operation. Complete » .h «W *«*lif sb/./U 
weiKbl . r « lb«. * ■'' ■* ' tlll^w 

Vo •til. Complete set of rtccsssorles inJudlna the follow inir: 

2 six months funrntiteed Neontron type So. 230 tubes; one eet of 
No. 167H Kmndes Matched ffeadplior. 2 No. tt s^nd- ^ — - ^ 

31? V&iV^t^S!" "" ' v&u rfe $5-40 



# Mrrshon Electrolytic Condensers 



Mershnn Eleeirolvtle Conden»er» m.\biti»in 
fheir ch:irttCteristfrs o<rer wide rHi<K<-e 
in urnperature. Itated at 47. r i volts 
i«-,»k they ure recotnmefided f-ir filter tuc 
work nnd for byp:»s»inK "C" bine resistors 
in ,\F olrruitn. estieeinlly biiu* resUtora of 
never tubes. IVrform nirtveleh in elimi- 
n:ttin< \. C Hum. The iidt-ania*!* of 
eomplete byp.ie«inc in AF cirruii* linvn 
nlw.-iye t»een realiied but ihp cost of hiah 
ci* parity u-iper eonden^ers Jms been too 
hUth. Now thnt this Price obstacle has 
he.-n «Jlminiitefl. these unite ahotUd l»e used 
■(••nerously. AvailuMe in S ilies as listed. 
Complete with mountinff nut and lock 
»*9her. Shipping ^curhU vary from *i 
lb. tu IH Iba. 



I 



NO. 

2404 

2406 

2408 

2410 

2412 



Capacity 

•l-mf. 
6-mf. 
8-mf. 
10-mf. 



YOUR 



PRICE 

S0.45 
$0.50 
$0.60 
S0.70 
$0.80 



Metallized Pigtail Resistor* 



Values 

Clearly 
Marked 
on Each 
Unit 



en 

., ue 



. o n d it '••tit 
AvaiUM- In 
t\v ML.* In* »if •* wll rated at <<ue »«i 
.iOil »3t). iMK*. e.uiHI. I0.04K). l:MMM>. SJO 
OUO. Actfasi to l»k.- nmniil»<« iit thu 
i.Aer ms the supply is limitol. Stilu oul)' 
la i-c* uf nil. or uoro. 

No. SP2226. 
i is tors 

YOUR 

PRICE 
12 for bOc. 



Metallized Re- 
NOW 

6c 

EACH 



"LITTLE GIANT" DY- 
NAMIC SPEAKER 



ikblr 



'or 




...idKei. . 
»bl* itnd uuto- 
mobile receivers 
Mensures but 
in- lotu: over-all 
In. vine it *H In. 
diuphm tn )t nd 
Meishins Bui 4 lb^. 
Field windlmc hua 
a resist unt 
.'500 oltms and 
nmy therefore be 
ewritiicd hy ""Inic 
it »■ ii filler choke It. 
thereby ■rrviiut a double PufPf.se. Equip- 
ped with built -in output transformer to 
work from nny Standard output power tube 
ftrn,iiKem«nt. Specify the power tube or 
tubes uw<l when Order Inf. ShippiriK wehrht 
5 lbs. List Price *..30 

No. 1549. Little Giant Dy- 
namic Speaker. 
YOUR PRICE 



$2.50 




Jefferson Power Pack — 
Choke Unit 
For '26. '27. 71 A and '80 lubes 

Consists of a 
stitndnrd Jeffer- 
son I'ower trans- 
former and s 30 
henry 400 ohm 
filter choke. 
Both mounted 
sturdy, co mi met 

jUVr Tins'THlNO TO CONVERT 
OLD TYI»E BATTERY SETS INTO 
.MODERN ALL ELECTRIC AC RE- 
CEIVE 118. 

Transformer designed for ll(M20volti 
SO-oO eycli-s npemtion. and h«.s the follow- 
inf specihCiitk>rM. 5 yr.lts nt 2 umP*. > olt» 
C. T. .it 0.5 amps. IH volts at 5.25 amps. 
'.'4 volts C. T. nt 3.5 ampn. nnd 600 volts 
C. T. at 00 mills. Instructions included. 
Sldh. wt.. ID lbs. 

No. 1499 Jefferson Power Pack 
Choke Unit. YOUR (CO 4^ 
PRICE »p^.*-a 



UTAH A. C. DYNAMIC 
SPEAKER 



T 1 3vn ' ft 

e l&^T^ i 

J r J r T \ f 



A 



Operates from 110 volt eO ovclc A- C. 
line. 9" hith by OH" wide by 7 H " deep 
Compl'l* M e«it.j*oi»»e "Rteloi' 

Dry tti'-r RertiAtr and output trans- 
former for a si <rle 171 A. 245. 210 ' 
250po«er lube. No. ISO€ 
Speaker. YOUR PRICE 



$6.95 



*85 Millihenry Choke Coil 

ThU choke roil i< 
reenmmended for 
■diort-wove work inas- 
much as its distributexl 
capacity u extremely 
low . It" natural i.oriod 
of resonance cloea not full within 
the broitdcaat band — thi» beintf a 
hitch I V detur&ble feature in »»« 
much rtn it doea not introduce 
"cut-oft" disturbance*. Consinta 
of 1900 turna of helically wound 
enameled wire. MoaMlre* IH* io 
diameter " thick. 
No. 1681 85 Millihenry Choke 
Coil 

YOUR PRICE 



$0.12 



WE ARE A WHOLESALE HOUSE AND CAN- 
NOT ACCEPT ORDERS FOR LESS THAN *.1.00. 

If C. O. D. shipment i* de«ired. please remit 20% 
remittance, which must accompany all orders. 

If full cash accompanies order, deduct 2% dis- 
count. S<ind money order— certified check— U, S. 
stamps. 



Radio Trading Co. 
102 Park Place 
New York, N. Y. 



ORDER FROM THIS PAGE. You will find spe- 
cial prices from time to time in thin magazine. 
Get our biff FREE catalog for the greatest Radio 
Bargain*. 

Should you wish goods shipped by parcel post, 
be sure to include sufficient extra remittance for 
same. Any excess will be refunded. 
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HERES THE GUARANTEE 

that built the larg-EAt isi&titiction 
Ltd kiruL in the twr-ltt ^^^^ 





No Radio Service 
Is GreaterThanThe 
Company Behind It ' 

WHOLESALE RADIO SERVICE COMPANY, the oldest, largest institution of 
its kind in the world, has been established in the radio field for over II years. 
Thousands of radio service men and dealers all over the world keep in touch 
with the newest developments in radio through the medium of our catalog. 



SENT FREE/ 



We invite you to write for a FREE copy of the 
new 1933 WHOLESALE RADIO catalog— bargal n 
book of the radio industry. Anything and everything 
in radio— no matter how big or small. A complete 
line of LAFAYETTE RECEIVERS, short-wave, long 
wave and broadcast models, in a splendid selection ot 
mantei and console cabinets. TRUTEST PARTS ©> 
»uper-f>nc quality— and a COMPLETE LINE OF RE- 
PLACEMENT PARTS FOR EVERY SET. 

Mall the coupon today. It will bring you. with- 
out charge, the new 1933 WHOLESALE RADIO 
CATALOG. 



Everything we sell — radio sets, tubes, 
speakers, kits, accessories, public address 
systems, amplifiers, replacement parts, etc, 
is backed bv the nationally known WHOLE- 
SALE RADIO SERVICE COMPANY 
GUARANTEE- — a guarantee that means 
what it says — that i: your protection and 
assurance of 100 per cent satisfactory deal- 
ings. We guarantee to please you — to give 
you what you order— we never substitute. 
Furthermore we guarantee our merchandise 
to he absolutely as represented — free from 
defect*. Our prices are always consistently 
low — thej meet and beat competition. Our 
customers reap the benefit of current price 
reduction made in the field — prices arc re- 



duced and refunds made whenever any 
prices are lowered — (even though our cata- 
log price is already printed). 

And — since no guarantee is worth more 
than the company behind it — WHOLESALE 
RADIO SERVICE COMPANY offers you 
the additional protection of a large, well 
established, financially strong organization, 
with tremendous resources. We invite you 
to look ns up — investigate our reputation 
and credit standing — find Out for vourself 
why our slogan "T HE RELIABLE 
HOUSE OF RADIO' means honest dollar 
for dollar value and the quickest, fastest 
service in the radio field. 



•Feat 



uring- 



an especially line line of PUBLIC \DDRESS SYSTEMS 
and AMPLIFIERS — which offer an exceptional oppor- 
tunity to capitalize on the tremendous current interest 
in PI BLlC ADDRESS. 




on TODAY 



O.JNC. 



OO SIXTH AVE>^^ NbW YORK | 




WHOLESALE K \!)IO SERVICE CO., Inc. 
100 Sixth Ave., Dept. C-23, 
New York, N. Y. 

I shall be glad to receive a FREE copy of 
1933 radio catalog. Please mail it immediately. 



your new- 



Address 
Town 



State 



512 
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TUBE CHARACTERISTICS 

Francisco Pinto Basto* 

In reference to the article of Mr. C. H. W. Nason, entitled "Tube 
Characteristics at a Glance,* ' published in the August issue of your 
journal, insert page 128A, I would like to submit to Radio-Craft 
a handy, graphic chart for tube characteristics. I have never seen 
such graph in any paper; only in the "Telefunken Zeitung," April, 1930 
is shown together with the triangular chart another graph employing 
log-log paper, where the penetration factors (in German*— Durchgriff = 
1/mu) are marked as abscissae and the resistances as ordinates, and 
the mutual conductances are given by a 45° lines net- 
In my chart, Fig. 1, a log-log paper is also used. As abscissae 
(A) are marked the amplification factors and as ordinates (B) the 
mutual conductances in mA per volt. The A. C. resistances are 
given in kft Yjy a family of straight \incn (C) easy to construct. 

For better comparison of power tubes, another family of 45° lines, 
perpendicular to the former, may be drawn. These lines (D) will 
give the maximum power output per peak volt squared input that a 
P M 2 

tube can deliver: — = . To avoid a complexity of lines, only the 

Ei 2 8R P 

lines for 1, 10 and 100 milliwatts per square volts (peak) are set up. 
The power subdivisions P may be read on a resistance line, say, 
on the 1 kj) line. Together with the milliwatts scale is inscribed a 
decibels Bcale (E) having the 0 level in 1 milliwatt per square volt, 
but any other level may be used. 

Any tube is represented by a point which gives at a glance the 
three parameters: mu, mutual conductance, and resistance. 

Now, suppose that we wish to compare two power triodes, for 
instance, the '10 and the '50. The graph shows (dotted) that the 
'10 gives 5 decibels above the level and the '50 3 decibels. It is to 
be noted that a triode gives 0.4— r to 0.8 — decibel less if the undiatorted 
output is considered because the load is twice or three times the A. C. 
resistance. Without great error we can assume a 0,5 — db. loss for 
all the triodes; consequently it may be taken into account merely 
the decibels difference of the two tubes and we say that the * 10- gives 
2 decibels more per square volt input than the *50. If the largest 
input voltage to be handled is low enough not to overload the *10, 
this tube will be preferable to the '50. 

For identical power pentodes this simple comparison may be made, 
but if we compare a triode and a pentode, a deduction of 2 (to 4) db. 
must be made from the pentode's power, due to the fact that the 
pentode requires a load 5 (to 11) times less than the A. C. resistance. 
By this means the graph indicates for the '47 (deducting 2 db.) 13 db 
undistorted output more than for the f 45, fop the same grid swing. 

Another family of 45° lines, perpendicular to the resistance lines' 
may be constructed, giving the R. F. Performance Factors: F — 

£-100; only the scale (F) R. F. P. F. is plotted on the 10 kfl line. 



In radio frequency, it is well-known that the maximum voltage gain 
obtainable with a tube followed by a suitable transformer is given by 

1 » r~ 1 f— 
. - p Jx* , 
200 



fc /Rd ;s ^ n F -4' R p provided that the turns ratio of the 



is the 



- >/Rp 

transformer is properly adjusted (N=* ^l d ), where Ra = 

dynamic resistance of the coil and R p the A. C. resistance of the tube, 
w L and r being respectively the inductive reactance and the radio 
frequency resistance of the coil. 



Hence, factor F may give a fair idea of the maximum voltage gain 
that we can obtain with an R. F. transformer coupled tube. 

A little investigation shows readily that the decibels scale may be 
used to give a computation of the gain obtainable with a given radio 
frequency tube. 

If G. is the voltage gain, the decibles gain is given by db = 20 log G 
= 10 log G 2 ~ 10 logg- 

2 

As the decibels scale divisions are proportional to log—, it may be used 

R 

also for this case. 

The power lines may be plotted also in the triangular chart, referred 
to in the August issue, but it will be very laborious work. 

Other charts employing log-log paper may bo constructed, for in- 
stance, with m u as abscissae and Rp as ordinates. 

♦Lisbon, Portugal. 
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WHOLESALE 
RADIO CataUt?/ 



c/tm Valu&tf 

February RADIO-CRAFT 
Wholesale Radio Service Co,, Inc., 
100 Sixth Avenue. 
New York. N. Y. 

Attention: Dept. C23 



I shall be clad to receive 
NEW 1933 Radio CatuloK. 
mediately. 



FREE copy of your 
Kindly mall It im 



Naroo _ 

Address „■,.—>. .. ~ 
Town and State 



February RADIO* CRAFT 



Mr. H. C. Lewis, President 
Coyne Electrical School 
Dept. 23-8H, 500 So. Paulina St. 
Chicago, III. 

Without obligation send me your big free catalog and all details of Rail- 
road Fare to Chicago, Free Employment Service, Radio, Aviation, Elec- 
tricity, and Automotive Courses, and how I can "earn while learning 1 as 
per your advertisement in RADIO-CRAFT. 

ALSO TELL ME ABOUT YOUR "PAY AFTER GRADUATION OFFER." 



Name 

Address 

City 



State 



February RADIO- CRAFT 

McMurdo Silver, Inc. 
I 130 W. Austin Avenue 
Chicago, III., U. S. A. 

Please send technical description of The Masterpiece. 

Name - ~ - 



Address 
Town 



.State 



CHOOSE YOUR CAREER 



—Architect _ . 

— Architectural Draftsman 

— Building Foreman 

— Concrete Construction 
— Contractor und liuildor 
— Structural Drnftanmn 
— Structural Engineer 

— Structural Steel Worker 
— Electrical Engiaoer 

— Electric Wiring 
—Electric L it btinf 

— Electric and G»« W eldi»g 



— TrictraPh Engineer 
— Telephone Work 
— Mechanical Engineer 
— Mechanical Dnlttmin 
—Machine Shop Practice 

-Kcadin. ShopBluePrin'n 
— T ool mil er— Bo ilex make r 
—Civil Engineer 
— Aviation. Entioea 
— Dteael Engine* 
— plumber and Steam Fitter 

— Plumbing Inspector 
— Foreman Plumber 

— Hcatinc and Ventilation 
— Sheet M«Ul Worker 
— Steam Engineer 
— Steam Electrie 
—Mario* Engiaeer 

— -Refrigeration 

Hatnway Entineer 
"*ierm»irT — Pharmacy 
al Mining— Navigation 
u Ov*r»a«r or Supt. 
\ ManulMtving 




—Woolen Manufacturing; 

— Agriculture 

— Surveying and Mapping 

—Bridge Engineer 

— Gaa Enfiint Operating 

— Automobile Work 

—Fruit Growing, 

— Poultry Fanning 

— Mathematica —Radio 
— Business Management 
— Office Management 

— Industrial Management 
— Puraonnel Management 
•—Traffic Management 
— R. FL Section Foreman 
— R. U. Bridge A Building 

— Foreman 

• — Accountancy % 

— Coat Accounting 

— Certified Public Accountant 

— Bookkeepinf — Engliah 

— Private Secretary 

— Spanish — French 

■ — Salesmanship 

— AdTartiaing 

— liuaincas Cormepondenee 

— Complete Commerelal 

— Show-Card Lettering 

—Stenography and Typing 

— Ci»U fiery lea — 

— Railway Mail Clerk 

—Mail Carrier 

— Ora.ia School Subject* 

— High School Subiecti 

—Cartooning — lUuatrating 

— Lumber Dealer 



or FREE Booklet 



February RADIO-CRAFT 

International Correspondence 
Schools, Box 6678, Scranton, Pennd. 
Please tell me how I can succeed in 
the career I have checked and send 
me. FREE OF CHARGE, your catalog 
and a copy of 

"Who Wins and Why" 



Name- 



Street and No.. 



City— 
Stat«_ 



Occupation 

Employed by 



Age - ., — 
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TUBE DATA CHART 
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G «mA/v (B) 
, 04 Q.S as o.t ae 019 l l 



1,000 



J 4 5 




'office v °<?o 0 



Fig. 1 

A graphic representation of the following factors of tubes: amplification 
factor, mutual conductance, plate resistance, power output in milliwatts, 
power output in decibels, and R.F. performance factor. Forthcoming 
tube characteristics may be interpolated as the data becomes available. 
This procedure is discussed on the preceding page, and in the August, 
1932 issue of RADIO-CRAFT. 



They Have Copied Everything — 



Except CERTIFIED TRIAD Quality 

IT IS WRITTEN— 

"Imitation is the sincerest form of flattery" 



TRIAD 

TRIAD 
TRIAD 
TRIAD 



Appreciates the compliment it receives each month 
from other tube manufacturers who have copied our 
sales plan — our method of advertising — our discount 
schedules 

Was first to recognize the Service Man 
Was first to make double-tested tubes 

Was first to offer a plan which really makes money 
for the dealer and Service Man 

OTHERS have made every effort to do 

the same thing 

BUT 

THEY HAVE NOT HEEN ABLE TO DUPLICATE 
_ CEIIT1FIED 

TftJAD^«!«iality 

TUBES 

A NFW DFAL |^>^^^j^5^^^^^»^»^^»^«^»^ 

, ^ ■ , 8 TDT 4 r\ Manufacturing Co. 
Some of our Service Men and Dealers have wauled to buy regular Triad « X\J.^\J^r Pu * I il«*k<»l R. I. 

Tul.es to meet ordinary competition — g A 

We have worked out a special proposition with tm*t attractive discounts J| Gentlemen: 

and will he glad to supply the details upon request. § w , m i mo the outline of the f MORTIFIED 

With regular Triads and Certified Triads yon can heat any kind of con pe- 
tit ion. 

CERTIFIED Triad Dealers and Service Men everywhere have sold many 
thousand:- of these tubes, — they are making money — there ha»n't been a single 
complaint. Mail the coupon today and learn how you can sell these super-grade 
tubes at a real profit. We protect you in your territory and you are sure of all 

of the inducements offered by other manufacturers, plus cpiality which is in a class g City .....State 

by itself GET THE FACTS! g My letterhead or bu»in«»« card U attached 



TRIAD Sales Plan for Dealers and Serviee Men. 

Name 

Address 
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Lincoln De Luxe 

Cult Wave Superheterodyne 
15 TO 550 METER S 

With undistorted amplification made possible 
thru Lincoln's foresight in development of new 
triple push pull detector and audio system. 

Automatic Volume Control 
Signal Indicator 

Four High Gain I. F. Stages 

BRING THE WORLD RIGHT INTO YOUR HOME 

with proven equipment used by the MacMillan Polar Expedi- 
tion, Commercial Experts and Individuals the world over. 



CUPER POWER of the New Twelve-Tube 
*3 Lincoln DeLuxe SW-33, coupled with 
the new Lincoln developments, guarantees 
to you real radio reception of unlimited 
distance. 

If you have never tuned the new Lin- 
coln you have missed the treat of vour 
life. 

Just tune to a European station which 
ordinarily fades completely out at times, 
and note how the Lincoln new automatic 
volume control holds the signal at a per- 
fect level. 

Watch the signal indicator register the 
weakest signal, and then tune to the exact 
center of the carrier wave with absolute 
precision. 

When you wish to tune late at night, 
open up the sensitivity control wide, and 
reduce volume control to whisper. 



Throw in the 53 to I ratio on the dial 
for ease in tuning high frequencies. 

Open up tlie volume control to the limit 
and shake the floor with the tremendous 
amplification without distortion. 

Listen to the heavy bass vibratory notes 
produced by the use of the push-pull de- 
tector followed by two stages of push-pull 
audio and r^roduced in the finest audito- 
rium type spiAker we can procure. 

Note the high sensitivity provided by 
four tuned stages of intermediate ampli- 
fication — just tune in a foreign station — 
you will want the volume control opened 
only a few degrees. 

Just note What a recent Lincoln owner 
in Java (a country with extremely bad 
weather conditions, and mineral deposits, 
making high noise intereference) says about 
the new Lincoln: "Foreign stations come in 
very loudly Paris, Rome, Zeesen, Konig- 



swusternausen, Chelmsford and a score of 
other European stations come in clearly; 
Sydney, Queensland and Melbourne from 
Australia can be received with great vol- 
ume; JIAA from Japan is consistently 
heard, while Pittsburgh and Schenectady 
have been received. Also on the broad- 
cast band daily reception can be had from 
several European stations, Japan, Manila 
and China. I have heard of no other set 
that Can equal your Lincoln." 

Owners of the first Lincoln models are 
still proud of their performance. 

BATTERY RECEIVER uses eleven (11) 
two- volt tubes, and can be used in con- 
nection with the Air Cell or storage bat- 
teries. 

Mail the coupon for Laboratory informa- 
tion and price. New York City territory 
write Valentine G. Hush, Division Drive, 
Dobbs Ferry, N. Y. 



LINCOLN RADIO CORPORATION 

Dept. RC-2. 329 S. Wood St., Chicago, III. 

Please send information on □ A.C. □ IXC. receivers. 

Name . 

Address 

Ciiv 



Print name and address plainly 



State 



LINCOLN 

Defuxe Receivers 
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